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VSB06P05 series datasheets. Manufacturer: PRTK.
	
   	VSB06P05LCI	5.0V; 600mW; low capacitance TVS array. For RS-232//423 data lines, T1/E1 & T3/E3, ATM circuit interfaces, ADSL/HDSL & ISDN interfaces, V.34/V90, cable modem intra-structure protection in 6-pin VSIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	VSB06P12LCI	12.0V; 600mW; low capacitance TVS array. For RS-232//423 data lines, T1/E1 & T3/E3, ATM circuit interfaces, ADSL/HDSL & ISDN interfaces, V.34/V90, cable modem intra-structure protection in 6-pin VSIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	VSB06P6.5LCI	6.5V; 600mW; low capacitance TVS array. For RS-232//423 data lines, T1/E1 & T3/E3, ATM circuit interfaces, ADSL/HDSL & ISDN interfaces, V.34/V90, cable modem intra-structure protection in 6-pin VSIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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