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XWD1205 series datasheets. Manufacturer: PWONE.
	
   	XWD1205	180 Watt, input voltage range:10-20V, output voltage +/-5V,(+/-10A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD1212	180 Watt, input voltage range:10-20V, output voltage +/-12V,(+/-5.2A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD1215	180 Watt, input voltage range:10-20V, output voltage +/-15V,(+/-4.15A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD2405	180 Watt, input voltage range:18-36V, output voltage +/-5V,(+/-15A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD2412	180 Watt, input voltage range:18-36V, output voltage +/-12V,(+/-7.5A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD2415	180 Watt, input voltage range:18-36V, output voltage +/-15V,(+/-6A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD4805	180 Watt, input voltage range:36-72V, output voltage +/-5V,(+/-15A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD4812	180 Watt, input voltage range:36-72V, output voltage +/-12V,(+/-7.5A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD4815	180 Watt, input voltage range:36-72V, output voltage +/-15V,(+/-6A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD6005	180 Watt, input voltage range:20-60V, output voltage +/-5V,(+/-15A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD6012	180 Watt, input voltage range:20-60V, output voltage +/-12V,(+/-7.5A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	XWD6015	180 Watt, input voltage range:20-60V, output voltage +/-15V,(+/-6A) AC/DC converter in 14-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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