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LN21 series datasheets. Manufacturer: Panasonic (Matsushita).
	
   	LN21CPH	T-1 3/4 H series. Lens color clear. in 2-pin T-1 3/4 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN21RCPH	T-1 3/4 H series. Lens color red clear. in 2-pin T-1 3/4 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN21RPH	T-1 3/4 H series. Lens color red diffused. in 2-pin T-1 3/4 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN21WPH	T-1 3/4 H series. Lens color white diffused. in 2-pin T-1 3/4 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN28CP	T-1 series. Lens color clear. in 2-pin T-1 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN28RCP	T-1 series. Lens color red clear. in 2-pin T-1 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN28RP	T-1 series. Lens color red diffused. in 2-pin T-1 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN28WP	T-1 series. Lens color white diffused. in 2-pin T-1 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN31GCPHL	T-1 3/4 HL series. Lens color green clear. in 2-pin T-1 3/4 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN31GCPHL(G)	T-1 3/4 HL series. Lens color green clear. in 2-pin T-1 3/4 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN31GCPHL(U)	T-1 3/4 HL series. Lens color green clear. in 2-pin T-1 3/4 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN31GPHL	T-1 3/4 HL series. Lens color green diffused. in 2-pin T-1 3/4 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN39GCP	T-1 1/2 series. Lens color green clear. in 2-pin T-1 1/2 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN39GP	T-1 1/2 series. Lens color green diffused. in 2-pin T-1 1/2 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN49YCP	T-1 1/2 series. Lens color amber clear. in 2-pin T-1 1/2 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN49YP	T-1 1/2 series. Lens color amber diffused. in 2-pin T-1 1/2 package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN211RP	1.8x3.5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN211WP	1.8x3.5mm series. Lens color white diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN221RP	Round-top view 2.6mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN238RPH	Round-top view 3mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN311GP	1.8x3.5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN321GP	Round-top view 2.6mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN338GPH	Round-top view 3mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN411YP	1.8x3.5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN421YP	Round-top view 2.6mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN438YPH	Round-top view 3mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN831YP	Round-top view 2.6mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN210RP	2.5mm x 5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN210WP	2.5mm x 5mm series. Lens color white diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN213RP	2.5mm x 5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN217RP	1.8mm x 5.3mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN219RP	Segment 2.5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN310GP	2.5mm x 5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN313GP	2.5mm x 5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN317GP	1.8mm x 5.3mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN319GP	Segment 2.5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN410YP	2.5mm x 5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN413YP	2.5mm x 5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN417YP	1.8mm x 5.3mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN419YP	Segment 2.5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN212RP	Triangle 4mm x 4.5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN220RP	1.75mm x 7mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN227RP	Triangle 2.5mm x 5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN235RPH	Triangle 2mm x 2.5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN312GP	Triangle 4mm x 4.5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN320GP	1.75mm x 7mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN327GP	Triangle 2.5mm x 5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN335GPH	Triangle 2mm x 2.5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN412YP	Triangle 4mm x 4.5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN420YP	1.75mm x 7mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN427YP	Triangle 2.5mm x 5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN435YPH	Triangle 2mm x 2.5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN820WP	1.75mm x 7mm series. Lens color white diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN2162C13	Surface Mounting Chip LED	Datasheet*)
	LN2162C13-TR	Surface Mounting Chip LED	Datasheet*)
	LN2162C68	Surface Mounting Chip LED	Datasheet*)
	LN2162C68-TR	Surface Mounting Chip LED	Datasheet*)
	LN216RPH	3.0 mm X 7.0 mm Series	Datasheet*)
	LN316GPH	3.0 mm X 7.0 mm Series	Datasheet*)
	LN416YPH	3.0 mm X 7.0 mm Series	Datasheet*)
	LN816RPH	3.0 mm X 7.0 mm Series	Datasheet*)
	LN217RPH	5.3 mm X 1.8 mm Series	Datasheet*)
	LN317GPH	5.3 mm X 1.8 mm Series	Datasheet*)
	LN417YPH	5.3 mm X 1.8 mm Series	Datasheet*)
	LN21CAL	Ultra Bright GaAIAs Lamps	Datasheet*)
	LN21CALU	Ultra Bright GaAIAs Lamps	Datasheet*)
	LN21RAL	Ultra Bright GaAIAs Lamps	Datasheet*)
	LN21RALU	Ultra Bright GaAIAs Lamps	Datasheet*)
	LN21RCAL	Ultra Bright GaAIAs Lamps	Datasheet*)
	LN21RCALU	Ultra Bright GaAIAs Lamps	Datasheet*)
	LN21WAL	Ultra Bright GaAIAs Lamps	Datasheet*)
	LN21WALU	Ultra Bright GaAIAs Lamps	Datasheet*)
	LN21CPHL	5.0 mm Series	Datasheet*)
	LN21RCPHL	5.0 mm Series	Datasheet*)
	LN21WPHL	5.0 mm Series	Datasheet*)
	LN21RCPSS	4.8 mm Series	Datasheet*)
	LN31GCPSS	4.8 mm Series	Datasheet*)
	LN41YCPSS	4.8 mm Series	Datasheet*)
	LN21RPSLX	5.0 mm Series	Datasheet*)
	LN31GPSLX	5.0 mm Series	Datasheet*)
	LN41YPSLX	5.0 mm Series	Datasheet*)
	LN21RPX	5.0 mm Series	Datasheet*)
	LN31GPX	5.0 mm Series	Datasheet*)
	LN41YPX	5.0 mm Series	Datasheet*)
	LN21RTH	5.0 mm Series	Datasheet*)
	LN21	General purpose red dome-style LED Operational temperature range from -20°C to 100°C.	Datasheet*)
	LN21CP	General purpose red dome-style LED Operational temperature range from -10°C to 70°C.	Datasheet*)
	LN21WP	General purpose red dome-style LED Operational temperature range from -10°C to 70°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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