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LN226 series datasheets. Manufacturer: Panasonic (Matsushita).
	
   	LN226GP	Triangle 3mm x 5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN228RP	Triangle 3mm x 5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN25CP	Round-side view 3.5mm series. Lens color clear. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN25RCP	Round-side view 3.5mm series. Lens color red clear. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN25RP	Round-side view 3.5mm series. Lens color red diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN25WP	Round-side view 3.5mm series. Lens color white diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN326GP	Triangle 3mm x 5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN328GP	Triangle 3mm x 5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN35BP	Round-side view 3.5mm series. Lens color blue diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN35GCP	Round-side view 3.5mm series. Lens color green clear. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN35GP	Round-side view 3.5mm series. Lens color green diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN426YP	Triangle 3mm x 5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN428YP	Triangle 3mm x 5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN45YCP	Round-side view 3.5mm series. Lens color amber clear. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	LN45YP	Round-side view 3.5mm series. Lens color amber diffused. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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