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P51XAG30 series datasheets. Manufacturer: Philips Semiconductors.
	
   	P51XAG30KBA	XA 16-bit microcontroller family, 32K/512 OTP/ROM/ROMless, watchdog, 2 UARTs	Datasheet*)
	P51XAG30KBBD	XA 16-bit microcontroller family, 32K/512 OTP/ROM/ROMless, watchdog, 2 UARTs	Datasheet*)
	P51XAG30KFA	XA 16-bit microcontroller family, 32K/512 OTP/ROM/ROMless, watchdog, 2 UARTs	Datasheet*)
	P51XAG30KFBD	XA 16-bit microcontroller family, 32K/512 OTP/ROM/ROMless, watchdog, 2 UARTs	Datasheet*)
	P51XAG30KBA	30 MHz, 16-bit microcontroller family in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30KBBD	30 MHz, 16-bit microcontroller family in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30KFA	30 MHz, 16-bit microcontroller family in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30KFBD	30 MHz, 16-bit microcontroller family in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33KBA	30 MHz, 16-bit microcontroller family in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33KBBD	30 MHz, 16-bit microcontroller family in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33KFA	30 MHz, 16-bit microcontroller family in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33KFBD	30 MHz, 16-bit microcontroller family in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37KBA	30 MHz, 16-bit microcontroller family in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37KBBD	30 MHz, 16-bit microcontroller family in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37KFA	30 MHz, 16-bit microcontroller family in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37KFBD	30 MHz, 16-bit microcontroller family in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30JBA	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30JBA	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30JBBD	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30JBBD	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30JFA	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30JFA	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30JFBD	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30JFBD	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30KBA	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30KBBD	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30KFA	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30KFBD	XA 16-bit microcontroller, ROMless, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33JBA	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33JBA	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33JBBD	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33JBBD	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33JFA	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33JFA	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33JFBD	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33JFBD	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33KBA	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33KBBD	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33KFA	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33KFBD	XA 16-bit microcontroller, 32K/512 ROM, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37JBA	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37JBA	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37JBBD	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37JBBD	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37JFA	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37JFA	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37JFBD	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37JFBD	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37KBA	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37KBBD	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37KFA	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin SOT187-2 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37KFBD	XA 16-bit microcontroller, 32K/512 OTP, watchdog, 2 UARTs in 44-pin SOT389-1 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30JB A	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30JB BD	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30JF A	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30JF BD	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30KB A	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30KB BD	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG30KF A	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30KF BD	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33JB A	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33JB BD	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33JF A	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33JF BD	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33KB A	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33KB BD	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG33KF A	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG33KF BD	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37JB A	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37JB BD	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37JF A	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37JF BD	25 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37KB A	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37KB BD	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P51XAG37KF A	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG37KF BD	30 MHz, 16-bit microcontroller 32K/512 OTR/ROM/ROMless, watchdog, 2 UART in 44-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	P51XAG30	XA 16-bit microcontroller family 32K/512 OTP/ROM/ROMless, watchdog, 2 UARTs	Datasheet*)
	XA-G3	XA 16-bit microcontroller family 32K/512 OTP/ROM/ROMless, watchdog, 2 UARTs	Datasheet*)
	XAG30	XA 16-bit microcontroller family 32K/512 OTP/ROM/ROMless, watchdog, 2 UARTs	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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