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SCC2692AC1A44 series datasheets. Manufacturer: Philips Semiconductors.
	
   	SCC2692AC1A44	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AC1B44	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AC1F40	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AC1N28	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AC1N40	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AE1A44	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AE1B44	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AE1F40	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AE1N28	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AE1N40	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	X2692CK	Dual asynchronous receiver/transmitter (DUART)	Datasheet*)
	SCC2692AC1A44	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 44-pin SOT187-2 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SCC2692AC1A44	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SCC2692AC1B44	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 44-pin SOT307-2 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SCC2692AC1B44	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SCC2692AC1N28	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SCC2692AC1N28	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 28-pin SOT117-1 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SCC2692AC1N40	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 40-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SCC2692AC1N40	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 40-pin SOT129-1 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SCC2692AE1A44	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 44-pin SOT187-2 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SCC2692AE1A44	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SCC2692AE1B44	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 44-pin SOT307-2 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SCC2692AE1B44	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SCC2692AE1N28	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SCC2692AE1N28	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 28-pin SOT117-1 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SCC2692AE1N40	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 40-pin SOT129-1 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SCC2692AE1N40	Dual asynchronous receiver/transmitter (DUART). Vcc = +5V +- 10%. in 40-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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