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5KP series datasheets. Manufacturer: RECTR.
	
   	5KP10	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=11.1V(min), VBR=13.6V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP100	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=111V(min), VBR=136V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP100A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=111V(min), VBR=123V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP10A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=11.1V(min), VBR=12.3V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP11	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=12.2V(min), VBR=14.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP110	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=122V(min), VBR=149V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP110A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=122V(min), VBR=135V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP11A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=12.2V(min), VBR=13.5V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP12	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=13.3V(min), VBR=16.5V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP12A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=13.3V(min), VBR=14.7V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP13	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=14.4V(min), VBR=17.8V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP13A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=14.4V(min), VBR=15.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP14	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=15.6V(min), VBR=19.1V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP14A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=15.6V(min), VBR=17.2V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP15	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=16.7V(min), VBR=20.4V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP15A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=16.7V(min), VBR=18.5V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP16	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=17.8V(min), VBR=21.8V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP16A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=17.8V(min), VBR=19.7V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP17	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=18.9V(min), VBR=23.1V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP17A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=18.9V(min), VBR=20.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP18	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=20.0V(min), VBR=24.2V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP18A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=20.0V(min), VBR=22.1V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP20	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=22.2V(min), VBR=27.1V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP20A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=22.2V(min), VBR=24.5V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP22	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=24.2V(min), VBR=29.8V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP22A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=24.2V(min), VBR=26.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP24	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=26.7V(min), VBR=32.6V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP24A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=26.7V(min), VBR=29.5V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP26	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=28.9V(min), VBR=35.3V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP26A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=28.9V(min), VBR=31.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP28	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=31.1V(min), VBR=38.0V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP28A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=31.1V(min), VBR=34.4V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP30	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=33.3V(min), VBR=40.7V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP30A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=33.3V(min), VBR=36.8V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP33	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=36.7V(min), VBR=44.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP33A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=36.7V(min), VBR=40.6V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP36	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=40.0V(min), VBR=48.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP36A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=40.0V(min), VBR=44.2V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP40	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=44.4V(min), VBR=54.3V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP40A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=44.4V(min), VBR=49.1V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP43	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=47.8V(min), VBR=58.4V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP43A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=47.8V(min), VBR=52.8V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP45	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=50.0V(min), VBR=61.1V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP45A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=50.0V(min), VBR=55.3V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP48	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=53.3V(min), VBR=65.2V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP48A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=53.3V(min), VBR=58.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP5.0	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=6.40V(min), VBR=7.30V(max) @IT=50mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP5.0A	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=6.40V(min), VBR=7.00V(max) @IT=50mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP51	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=58.7V(min), VBR=69.3V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP51A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=58.7V(min), VBR=62.7V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP54	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=60.0V(min), VBR=73.3V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP54A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=60.0V(min), VBR=66.3V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP58	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=64.4V(min), VBR=78.7V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP58A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=64.4V(min), VBR=71.2V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.0	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=6.67V(min), VBR=8.15V(max) @IT=50mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.0A	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=6.67V(min), VBR=7.37V(max) @IT=50mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.5	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=7.72V(min), VBR=8.82V(max) @IT=50mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.5A	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=7.72V(min), VBR=7.98V(max) @IT=50mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP60	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=66.7V(min), VBR=81.5V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP60A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=66.7V(min), VBR=73.7V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP64	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=71.1V(min), VBR=96.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP64A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=71.1V(min), VBR=78.8V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.0	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=7.78V(min), VBR=9.51V(max) @IT=50mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.0A	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=7.78V(min), VBR=8.86V(max) @IT=50mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.5	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=8.33V(min), VBR=10.2V(max) @IT=5.0mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.5A	GPP transient voltage suppressor (TVS). 5000W peak power, 5.0W steady state. VBR=8.33V(min), VBR=9.21V(max) @IT=5.0mA. For bidirectional use C or CA suffix in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP70	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=77.6V(min), VBR=95.1V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP70A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=77.6V(min), VBR=86.0V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP75	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=83.3V(min), VBR=102V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP75A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=83.3V(min), VBR=92.1V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP78	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=86.7V(min), VBR=106V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP78A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=86.7V(min), VBR=95.8V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.0	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=8.89V(min), VBR=10.9V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.0A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=8.89V(min), VBR=9.83V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.5	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=9.44V(min), VBR=11.5V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.5A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=9.44V(min), VBR=10.4V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP85	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=94.4V(min), VBR=115V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP85A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=94.4V(min), VBR=104V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP9.0	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=10.0V(min), VBR=12.2V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP9.0A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=10.0V(min), VBR=15.0V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP90	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=100V(min), VBR=122V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP90A	GPP transient voltage suppressor(TVS) . 5000W peak power, 5.0W steady state. VBR=100V(min), VBR=111V(max) @IT=5.0mA. For bidirectional use C or CA suffix. in 2-pin R-6 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP	GPP TRANSIENT VOLTAGE SUPPRESSOR	Datasheet*)
	5KP50	GPP TRANSIENT VOLTAGE SUPPRESSOR	Datasheet*)
	5KP50A	GPP TRANSIENT VOLTAGE SUPPRESSOR	Datasheet*)
	5KP65	GPP TRANSIENT VOLTAGE SUPPRESSOR	Datasheet*)
	5KP65A	GPP TRANSIENT VOLTAGE SUPPRESSOR	Datasheet*)
	5KP80	GPP TRANSIENT VOLTAGE SUPPRESSOR	Datasheet*)
	5KP80A	GPP TRANSIENT VOLTAGE SUPPRESSOR	Datasheet*)
	There are other manufacturers for this components. For more information please check
  5KP (EIC)
 5KP (MDE)
 5KP (SURGE)
 5KP (TRSYS)
 5KP (WTE)
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