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2N1845 series datasheets. Manufacturer: RELL.
	
   	2N1845	150V V[drm] Max., 10A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	2N1846	200V V[drm] Max., 10A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	2N1847	250V V[drm] Max., 10A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	2N1848	300V V[drm] Max., 10A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	2N1849	400V V[drm] Max., 10A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	2N1850	500V V[drm] Max., 10A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	2N5204	600V V[drm] Max., 22A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -45°C to 125°C.	Datasheet*)
	2N5205	800V V[drm] Max., 22A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 125°C.	Datasheet*)
	2N5206	1kV V[drm] Max., 22A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -45°C to 125°C.	Datasheet*)
	2N5207	1.2kV V[drm] Max., 22A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -45°C to 125°C.	Datasheet*)
	2N683	100V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	2N684	150V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	2N685	200V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	2N686	250V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	2N687	300V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	2N688	400V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	2N689	500V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	2N690	600V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 100°C.	Datasheet*)
	2N691	700V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 100°C.	Datasheet*)
	2N692	800V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 100°C.	Datasheet*)
	C15A	100V V[drm] Max., 3.0A I[T] Max. Silicon Controlled Rectifier Operational temperature range from 0°C to 100°C.	Datasheet*)
	C15B	200V V[drm] Max., 3.0A I[T] Max. Silicon Controlled Rectifier Operational temperature range from 0°C to 100°C.	Datasheet*)
	C15C	300V V[drm] Max., 3.0A I[T] Max. Silicon Controlled Rectifier Operational temperature range from 0°C to 100°C.	Datasheet*)
	C15D	400V V[drm] Max., 3.0A I[T] Max. Silicon Controlled Rectifier Operational temperature range from 0°C to 100°C.	Datasheet*)
	C15E	500V V[drm] Max., 3.0A I[T] Max. Silicon Controlled Rectifier Operational temperature range from 0°C to 100°C.	Datasheet*)
	C15G	150V V[drm] Max., 3.0A I[T] Max. Silicon Controlled Rectifier Operational temperature range from 0°C to 100°C.	Datasheet*)
	C15M	600V V[drm] Max., 3.0A I[T] Max. Silicon Controlled Rectifier Operational temperature range from 0°C to 100°C.	Datasheet*)
	C35A	100V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C35B	200V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C35C	300V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C35D	400V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C35E	500V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C35G	150V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C35H	250V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C35M	600V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -65°C to 125°C.	Datasheet*)
	C35N	800V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -65°C to 125°C.	Datasheet*)
	C35P	1.0kV V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C35S	700V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C35T	900V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 125°C.	Datasheet*)
	C36A	100V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C36B	200V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C36C	300V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C36D	400V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C36E	500V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C36G	150V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C36H	250V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C36M	600V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C36N	800V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C36S	700V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C37A	100V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C37B	200V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C37C	300V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C37D	400V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C37E	500V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C37M	600V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C37N	800V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C37S	700V V[drm] Max., 25A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -40°C to 100°C.	Datasheet*)
	C38A	1003V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 155°C.	Datasheet*)
	C38B	2003V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 155°C.	Datasheet*)
	C38C	3003V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 155°C.	Datasheet*)
	C38D	4003V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 155°C.	Datasheet*)
	C38E	5003V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 155°C.	Datasheet*)
	C38G	1503V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 155°C.	Datasheet*)
	C38H	2503V V[drm] Max., 35A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 155°C.	Datasheet*)
	NL511-3	960V V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 100°C.	Datasheet*)
	NL511-4	1.0kV V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 100°C.	Datasheet*)
	NL511-6	1.2kV V[drm] Max., 16A I[T] Max. Silicon Controlled Rectifier Operational temperature range from -60°C to 100°C.	Datasheet*)
	NL511-8	1.4kV V[drm] Max., 10A I[T] Max. Silicon Controlled Rectifier Operational temperature range from 0°C to 100°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  2N1845 (LORAS)
 2N1845 (PWRX)
 2N1845 (Semitronics Corp.)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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