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BA612 series datasheets. Manufacturer: ROHM Co..
	
   	BA612	5-channel high current driver in 14-pin DIP14 package. Operational temperature range from -25°C to 75°C.	Datasheet*)
	BA6129AF	Reset IC with battery backup function in 8-pin SOP8 package. Operational temperature range from -25°C to 75°C.	Datasheet*)
	BA6162	Reset IC with battery backup function in 8-pin DIP8 package. Operational temperature range from -25°C to 75°C.	Datasheet*)
	BA6162F	Reset IC with battery backup function in 8-pin SOP8 package. Operational temperature range from -25°C to 75°C.	Datasheet*)
	BA6124	Led level meter driver, 5-point, VU scale (range: -10dB to +6dB) in 9-pin SIP package. Operational temperature range from -25°C to 60°C.	Datasheet*)
	BA6124F	Led level meter driver, 5-point, VU scale (range: -10dB to +6dB) in 14-pin SOP package. Operational temperature range from -25°C to 60°C.	Datasheet*)
	BA6122A	BA6122A	Datasheet*)
	BA6122AF	BA6122A	Datasheet*)
	BA6129	Reset IC with battery backup function	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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