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SA25C512 series datasheets. Manufacturer: SAIFN.
	
   	SA25C020	2Mb, 256K x 8-bit memory; IIC serial EEPROM memory device in 8-pin SOIC package.	Datasheet*)
	SA25C1024	1Mb, 128K x 8-bit memory; IIC serial EEPROM memory device in 8-pin SOIC package.	Datasheet*)
	SA25C512	512Kb, 64K x 8-bit memory; IIC serial EEPROM memory device in 8-pin SOIC package.	Datasheet*)
	SA25C512HEMN	4.5-5.5V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA25C512HEMNX	4.5-5.5V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA25C512HEN	4.5-5.5V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA25C512HENX	4.5-5.5V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA25C512HMN	4.5-5.5V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SA25C512HMNX	4.5-5.5V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SA25C512HN	4.5-5.5V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SA25C512HNX	4.5-5.5V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SA25C512LEMN	2.7-3.6V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA25C512LEMNX	2.7-3.6V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA25C512LEN	2.7-3.6V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA25C512LENX	2.7-3.6V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA25C512LMN	2.7-3.6V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SA25C512LMNX	2.7-3.6V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SA25C512LN	2.7-3.6V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SA25C512LNX	2.7-3.6V; 512Kb EEPROM SPI with 10MHz and low standby in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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