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SA2005 series datasheets. Manufacturer: SAMES.
	
   	SA2005FPA	Three phase bidirectional power/energy IC with instantaneous pulse output in 20-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	SA2005FSA	Three phase bidirectional power/energy IC with instantaneous pulse output in 20-pin SOIC package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	SA2005PPA	Three phase bidirectional power/energy IC for stepper motor/impulse counter applications in 24-pin DIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	SA2005PSA	Three phase bidirectional power/energy IC for stepper motor/impulse counter applications in 24-pin SOIC package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	SA2005	Three Phase Bidirectional Power/Energy Metering IC with Instantaneous Pulse Output	Datasheet*)
	SA2005F	Three Phase Bidirectional Power/Energy Metering IC with Instantaneous Pulse Output	Datasheet*)
	SA2005P	Programmable Three Phase Power / Energy Metering IC for Stepper Motor / Impulse Counter Applications	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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