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STK401-100 series datasheets. Manufacturer: SANYO Electric Co., Ltd..
	
   	STK401-100	2-channel, 60W min AF power amplifier (split power supply) in 16-pin 4029 package.	Datasheet*)
	STK400-010	10W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-020	15W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-030	20W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-040	25W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-050	30W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-060	35W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-070	40W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-080	45W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-090	50W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-100	60W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-210	10W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-220	15W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-230	20W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-240	25W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-250	30W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-260	35W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-270	40W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-280	45W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-290	50W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-300	60W, 3-channel, AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-450	3-channel (30+15+15W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-460	3-channel (35+15+15W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-470	3-channel (40+20+20W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-480	3-channel (45+20+20W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-490	3-channel (50+25+25W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-500	3-channel (60+30+30W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-510	3-channel (70+35+35W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-520	3-channel (80+40+40W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-530	3-channel (100+50+50W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-650	3-channel (30+15+15W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-660	3-channel (35+15+15W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-670	3-channel (40+20+20W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-680	3-channel (45+20+20W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-690	3-channel (50+25+25W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-700	3-channel (60+30+30W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-710	3-channel (70+35+35W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-720	3-channel (80+40+40W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK400-730	3-channel (100+50+50W), AF power amplifier (split power supply) in 22-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-010	2-channel, 10+10W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-020	2-channel, 15+15W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-030	2-channel, 20+20W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-040	2-channel, 25+25W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-050	2-channel, 30+30W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-060	2-channel, 35+35W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-070	2-channel, 40+40W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-080	2-channel, 45+45W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-090	2-channel, 50+50W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-100	2-channel, 60+60W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-110	2-channel, 70+70W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-120	2-channel, 80+80W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-130	2-channel, 100+100W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-140	2-channel, 120+120W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-210	2-channel, 10+10W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-220	2-channel, 15+15W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-230	2-channel, 20+20W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-240	2-channel, 25+25W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-250	2-channel, 30+30W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-260	2-channel, 35+35W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-270	2-channel, 40+40W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-280	2-channel, 45+45W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-290	2-channel, 50+50W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-300	2-channel, 60+60W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-310	2-channel, 70+70W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-320	2-channel, 80+80W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STK401-330	2-channel, 100+100W AF power amplifier (split power supply) in 16-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


