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DE47F010-200 series datasheets. Manufacturer: SEEQ.
	
   	DE47F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	DE47F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	DE47F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	DE48F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	DE48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	DE48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	DE48F010K200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	DE48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	DE48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	DM47F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM47F010-250/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM47F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM47F010-300/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48C1024-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48C1024-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010-200/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010-250/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010-300/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010K200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010K200/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010K250/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DM48F010K300/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	DQ27F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ27F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ27F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ47F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ47F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ47F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ48C1024-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ48C1024-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ48C1024-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ48F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ48F010K200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	DQ48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FE48F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FE48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FE48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FE48F010K200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FE48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FE48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	FM48F010-250/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	FM48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	FM48F010-300/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	FM48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	FM48F010K250/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	FM48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	FM48F010K300/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LE47F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LE47F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LE47F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LE48F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LE48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LE48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LE48F010K200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LE48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LE48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LM47F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM47F010-250/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM47F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM47F010-300/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010-200/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010-250/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010-300/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010K200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010K200/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010K250/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LM48F010K300/B	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	NE47F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NE47F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NE47F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NE48F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NE48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NE48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NE48F010K200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NE48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NE48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NQ27F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ27F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ27F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ47F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ47F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ47F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ48C1024-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ48C1024-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ48C1024-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ48F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ48F010K200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NQ48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ27F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ27F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ27F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ47F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ47F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ47F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ48F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ48F010-250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ48F010-300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ48F010K200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ48F010K250	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PQ48F010K300	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
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