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PSD301-B-15 series datasheets. Manufacturer: SGS-Thomson Microelectronics.
	
   	PSD301-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD301-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD301-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD301-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD301R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD301R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD302-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD302-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD302-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD302-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD302R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD302R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD303-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD303-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD303-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD303-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD303R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD303R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD311-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD311-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD311-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD311-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD311R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD311R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD312-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD312-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD312-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD312-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD312R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD312R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD313-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD313-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD313-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD313-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	PSD313R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	PSD313R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD301-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD301-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD301-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD301-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD301R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD301V-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-20J	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-20JI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD301V-B-20L	Low cost field programmable microcontroller peripherals, 200ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-20M	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-20MI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD301V-B-20U	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-20UI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD301V-B-25J	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-25L	Low cost field programmable microcontroller peripherals, 250ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-25M	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD301V-B-25U	Low cost field programmable microcontroller peripherals, 250ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD302-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD302-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD302-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD302R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -45°C to 85°C.	Datasheet*)
	ZPSD302V-B-20J	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302V-B-20JI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD302V-B-20L	Low cost field programmable microcontroller peripherals, 200ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302V-B-20M	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302V-B-20MI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD302V-B-20U	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302V-B-20UI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD302V-B-25J	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302V-B-25L	Low cost field programmable microcontroller peripherals, 250ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302V-B-25M	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD302V-B-25U	Low cost field programmable microcontroller peripherals, 250ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD303-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD303-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD303-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD303R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD303V-B-20J	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303V-B-20JI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD303V-B-20L	Low cost field programmable microcontroller peripherals, 200ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303V-B-20M	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303V-B-20MI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD303V-B-20U	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303V-B-20UI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD303V-B-25J	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303V-B-25L	Low cost field programmable microcontroller peripherals, 250ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303V-B-25M	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD303V-B-25U	Low cost field programmable microcontroller peripherals, 250ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD311-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD311-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD311-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD311R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311R-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311R-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD311R-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD311V-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-20J	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-20JI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD311V-B-20L	Low cost field programmable microcontroller peripherals, 200ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-20M	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-20MI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD311V-B-20U	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-20UI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD311V-B-25J	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-25L	Low cost field programmable microcontroller peripherals, 250ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-25M	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD311V-B-25U	Low cost field programmable microcontroller peripherals, 250ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD312-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD312-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD312-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD312R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312R-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312R-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD312R-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD312V-B-20J	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312V-B-20JI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD312V-B-20L	Low cost field programmable microcontroller peripherals, 200ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312V-B-20M	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312V-B-20MI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD312V-B-20U	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312V-B-20UI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD312V-B-25J	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312V-B-25L	Low cost field programmable microcontroller peripherals, 250ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312V-B-25M	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD312V-B-25U	Low cost field programmable microcontroller peripherals, 250ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313-B-15L	Low cost field programmable microcontroller peripherals, 150ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313-B-15U	Low cost field programmable microcontroller peripherals, 150ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313-B-70L	Low cost field programmable microcontroller peripherals, 70ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313-B-70U	Low cost field programmable microcontroller peripherals, 70ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD313-B-90LI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin CLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD313-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD313-B-90UI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD313R-B-15J	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313R-B-15M	Low cost field programmable microcontroller peripherals, 150ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313R-B-70J	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313R-B-70M	Low cost field programmable microcontroller peripherals, 70ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313R-B-90JI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD313R-B-90MI	Low cost field programmable microcontroller peripherals, 90ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD313V-B-20J	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313V-B-20JI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PLDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD313V-B-20L	Low cost field programmable microcontroller peripherals, 200ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313V-B-20M	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313V-B-20MI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD313V-B-20U	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313V-B-20UI	Low cost field programmable microcontroller peripherals, 200ns in 44-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZPSD313V-B-25J	Low cost field programmable microcontroller peripherals, 250ns in 44-pin PLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313V-B-25L	Low cost field programmable microcontroller peripherals, 250ns in 44-pin CLDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZPSD313V-B-25U	Low cost field programmable microcontroller peripherals, 250ns in 44-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  PSD301-B-15 (WSI)
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