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STD3NK80Z-1 series datasheets. Manufacturer: SGS-Thomson Microelectronics.
	
   	STD3NK80Z-1	N-channel 800V; 3.8Ohm; 2.5Amp zener-protected superMESH power MOSFET. For high current high speed switching, ideal for off-line power supplies, adaptors and PFC, lighting in 3-pin IPAK package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	STD3NK80ZT4	N-channel 800V; 3.8Ohm; 2.5Amp zener-protected superMESH power MOSFET. For high current high speed switching, ideal for off-line power supplies, adaptors and PFC, lighting in 3-pin DPAK package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	STF3NK80Z	N-channel 800V; 3.8Ohm; 2.5Amp zener-protected superMESH power MOSFET. For high current high speed switching, ideal for off-line power supplies, adaptors and PFC, lighting in 3-pin TO-220FP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	STP3NK80Z	N-channel 800V; 3.8Ohm; 2.5Amp zener-protected superMESH power MOSFET. For high current high speed switching, ideal for off-line power supplies, adaptors and PFC, lighting in 3-pin TO-220 package. Operational temperature range from -55°C to 150°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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