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Z8400 series datasheets. Manufacturer: SGS-Thomson Microelectronics.
	
   	Z8400AB1	Z80 CPU central processor unit, 4.0 MHz, plastic package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400AB6	Z80 CPU central processor unit, 4.0 MHz, plastic package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400AC1	Z80 CPU central processor unit, 4.0 MHz, plastic chip-carrier package in 44-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400AC6	Z80 CPU central processor unit, 4.0 MHz, plastic chip-carrier package in 44-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400AD1	Z80 CPU central processor unit, 4.0 MHz, ceramic package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400AD2	Z80 CPU central processor unit, 4.0 MHz, ceramic package in 40-pin - package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8400AD6	Z80 CPU central processor unit, 4.0 MHz, ceramic package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400AF1	Z80 CPU central processor unit, 4.0 MHz, frit seal package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400AF6	Z80 CPU central processor unit, 4.0 MHz, frit seal package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400AK1	Z80 CPU central processor unit, 4.0 MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400AK2	Z80 CPU central processor unit, 4.0 MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8400AK6	Z80 CPU central processor unit, 4.0 MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400B1	Z80 CPU central processor unit, 2.5MHz, plastic package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400B6	Z80 CPU central processor unit, 2.5MHz, plastic package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400BB1	Z80 CPU central processor unit, 6.0 MHz, plastic package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400BB6	Z80 CPU central processor unit, 6.0 MHz, plastic package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400BC1	Z80 CPU central processor unit, 6.0 MHz, plastic chip-carrier package in 44-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400BC6	Z80 CPU central processor unit, 6.0 MHz, plastic chip-carrier package in 44-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400BD1	Z80 CPU central processor unit, 6.0 MHz, ceramic package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400BD2	Z80 CPU central processor unit, 6.0 MHz, ceramic package in 40-pin - package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8400BD6	Z80 CPU central processor unit, 6.0 MHz, ceramic package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400BF1	Z80 CPU central processor unit, 6.0 MHz, frit seal package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400BF6	Z80 CPU central processor unit, 6.0 MHz, frit seal package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400BK1	Z80 CPU central processor unit, 6.0 MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400BK2	Z80 CPU central processor unit, 6.0 MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8400BK6	Z80 CPU central processor unit, 6.0 MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400C1	Z80 CPU central processor unit, 2.5MHz, plastic chip-carrier package in 44-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400C6	Z80 CPU central processor unit, 2.5MHz, plastic chip-carrier package in 44-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400D1	Z80 CPU central processor unit, 2.5MHz, ceramic package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400D2	Z80 CPU central processor unit, 2.5MHz, ceramic package in 40-pin - package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8400D6	Z80 CPU central processor unit, 2.5MHz, ceramic package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400F1	Z80 CPU central processor unit, 2.5MHz, frit seal package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400F6	Z80 CPU central processor unit, 2.5MHz, frit seal package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400HB1	Z80 CPU central processor unit, 8.0 MHz, plastic package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400HB6	Z80 CPU central processor unit, 8.0 MHz, plastic package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400HC1	Z80 CPU central processor unit, 8.0 MHz, plastic chip-carrier package in 44-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400HC6	Z80 CPU central processor unit, 8.0 MHz, plastic chip-carrier package in 44-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400HD1	Z80 CPU central processor unit, 8.0 MHz, ceramic package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400HD6	Z80 CPU central processor unit, 8.0 MHz, ceramic package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400HF1	Z80 CPU central processor unit, 8.0 MHz, frit seal package in 40-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400HF6	Z80 CPU central processor unit, 8.0 MHz, frit seal package in 40-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400HK1	Z80 CPU central processor unit, 8.0 MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400HK6	Z80 CPU central processor unit, 8.0 MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400K1	Z80 CPU central processor unit, 2.5MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8400K2	Z80 CPU central processor unit, 2.5MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8400K6	Z80 CPU central processor unit, 2.5MHz, ceramic chip-carrier package in 44-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8400HD2	Z80 CPU Central Process Unit	Datasheet*)
	Z8400HK2	Z80 CPU Central Process Unit	Datasheet*)
	Z8400	Z80 CPU Central Process Unit	Datasheet*)
	There are other manufacturers for this components. For more information please check
  Z8400 (ZILOG)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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