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SC1015 series datasheets. Manufacturer: SILAN.
	
   	SC1015	1.5V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1016	1.5V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1030	3.0V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1031	3.0V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1033	3.3V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1034	3.3V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1036	3.6V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1037	3.6V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1038	3.8V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1039	3.8V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1044	4.4V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1045	4.4V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1050	5.0V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1051	5.0V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1070	7.0V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SC1071	7.0V voltage regulator implemented in CMOS technology in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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