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Z2008 series datasheets. Manufacturer: SMTC.
	
   	1.3MBT-5	BT thermistor, 1300KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	1.5KD-5	D thermistor, 1.5KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	100BT-5	BT thermistor, 100KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	100BT-6	BT thermistor, 100KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	100D-5	D thermistor, 100Ohm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	100KD-5	D thermistor, 100KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	102AT-11	AT thermistor, 1KOhm in 2-pin - package. Operational temperature range from -50°C to 90°C.	Datasheet*)
	102AT-2	AT thermistor, 1KOhm in 2-pin - package. Operational temperature range from -50°C to 90°C.	Datasheet*)
	102AT-5-TR	AT thermistor in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	102GT-1	GT thermistor, 1KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	103AT-11	AT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 105°C.	Datasheet*)
	103AT-2	AT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	103AT-2S	AT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	103AT-2SS	AT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	103AT-3	AT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	103AT-4	AT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -30°C to 90°C.	Datasheet*)
	103AT-5-TR	AT thermistor in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	103CT-4	CT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	103ET-1	ET thermistor, 10KOhm in 2-pin - package. Operational temperature range from -40°C to 90°C.	Datasheet*)
	103ET-2	ET thermistor, 10KOhm in 2-pin - package. Operational temperature range from -40°C to 90°C.	Datasheet*)
	103ETB	ET thermistor, 10KOhm in 2-pin - package. Operational temperature range from -40°C to 90°C.	Datasheet*)
	103FT	FT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -20°C to 125°C.	Datasheet*)
	103GT-1	GT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	103HT-1P-TR	HT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 100°C.	Datasheet*)
	103IT	IT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 100°C.	Datasheet*)
	103JT-025	JT thermistor in 2-pin - package. Operational temperature range from -50°C to 90°C.	Datasheet*)
	103JT-050	JT thermistor in 2-pin - package. Operational temperature range from -50°C to 90°C.	Datasheet*)
	103JT-075	JT thermistor in 2-pin - package. Operational temperature range from -50°C to 90°C.	Datasheet*)
	103JT-100	JT thermistor in 2-pin - package. Operational temperature range from -50°C to 90°C.	Datasheet*)
	103KT1005T-1P	FT thermistor, 10KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	103KT1005T-2P	FT thermistor, 10KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	103KT1005T-3P	FT thermistor, 10KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	103KT1608T-1P	FT thermistor, 10KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	103KT1608T-2P	FT thermistor, 10KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	103KT1608T-3P	FT thermistor, 10KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	103KT2125T-1P	FT thermistor, 10KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	103KT2125T-2P	FT thermistor, 10KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	103KT2125T-3P	FT thermistor, 10KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	104AT-2	AT thermistor, 100KOhm in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	104AT-5-TR	AT thermistor in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	104CT-4	CT thermistor, 100KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	104ET-1	ET thermistor, 100KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	104ET-2	ET thermistor, 100KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	104GT-1	GT thermistor, 100KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	104HTHT-1P-TR	HT thermistor, 100KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	104IT	IT thermistor, 100KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	104JT-025	JT thermistor in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	104JT-050	JT thermistor in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	104JT-075	JT thermistor in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	104JT-100	JT thermistor in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	104KT1608T-1P	FT thermistor, 100KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	104KT1608T-2P	FT thermistor, 100KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	104KT1608T-3P	FT thermistor, 100KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	105GT-1	GT thermistor, 1000KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	10BT-5	BT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	10BT-6	BT thermistor, 10KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	10D-11	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	10D-18	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	10D-9	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	10D2-05KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	10D2-05LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	10D2-07KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	10D2-07LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	10D2-10KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	10D2-10LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	10D2-14KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	10D2-14LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	10KD-5	D thermistor, 10KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	10TP581T	Thermopile type Infrared sensor in 4-pin TO-18 package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	113CT-4	CT thermistor, 11KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	12D2-05KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	12D2-05LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	12D2-07KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	12D2-07LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	12D2-10KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	12D2-10LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	12D2-14KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	12D2-14LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	14D2-14KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	14D2-14LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	15KD-5	D thermistor, 15KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	15TP551N	Thermopile type Infrared sensor in 4-pin TO-5 package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	15TP551T	Thermopile type Infrared sensor in 4-pin TO-5 package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	16D-13	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	16D-9	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	16D2-05KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	16D2-05LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	16D2-07KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	16D2-07LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	16D2-10KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	16D2-10LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	1BT-5	BT thermistor, 1KOhm in 2-pin - package. Operational temperature range from -50°C to 150°C.	Datasheet*)
	1KD-5	D thermistor, 1KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	200D-5	D thermistor, 200Ohm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	202AT-11	AT thermistor, 2KOhm in 2-pin - package. Operational temperature range from -50°C to 90°C.	Datasheet*)
	202AT-2	AT thermistor, 2KOhm in 2-pin - package. Operational temperature range from -50°C to 90°C.	Datasheet*)
	202AT-5-TR	AT thermistor in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	202GT-1	GT thermistor, 2KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	203AT-2	AT thermistor, 20KOhm in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	203AT-5-TR	AT thermistor in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	203CT-4	CT thermistor, 20KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	203GT-1	GT thermistor, 20KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	203HT-1P-TR	HT thermistor, 20KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	203IT	IT thermistor, 20KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	204CT-4	CT thermistor, 200KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	204GT-1	GT thermistor, 200KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	20BT-5	BT thermistor, 20KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	20BT-6	BT thermistor, 20KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	20KD-5	D thermistor, 20KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	224ET-1	ET thermistor, 226KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	224ET-2	ET thermistor, 226KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	22D-7	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	22D2-07KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	22D2-07LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	234ET-1	ET thermistor, 232KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	234ET-2	ET thermistor, 232KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	250D-5	D thermistor, 250Ohm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	252CT-4	CT thermistor, 2.5KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	25KD-5	D thermistor, 25KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	2BT-5	BT thermistor, 2KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	2D2-10KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	2D2-10LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	2D2-14KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	2D2-14LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	2KD-5	D thermistor, 2KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	300D-5	D thermistor, 300Ohm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	302HT-1P-TR	HT thermistor, 3KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	302IT	IT thermistor, 3KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	303ET-1	ET thermistor, 30KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	303ET-2	ET thermistor, 30KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	303HT-1P-TR	HT thermistor, 30KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	303IT	IT thermistor, 30KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	30BT-5	BT thermistor, 30KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	30BT-6	BT thermistor, 30KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	360D-5	D thermistor, 360Ohm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	364FT	FT thermistor, 364KOhm in 2-pin - package. Operational temperature range from -20°C to 250°C.	Datasheet*)
	3D-22	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	3D2-07KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	3D2-07LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	3D2-10KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	3D2-10LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	3D2-14KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	3D2-14LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	400BT-5	BT thermistor, 400KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	400BT-6	BT thermistor, 400KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	402ET-1	ET thermistor, 4KOhm in 2-pin - package. Operational temperature range from -40°C to 90°C.	Datasheet*)
	402ET-2	ET thermistor, 4KOhm in 2-pin - package. Operational temperature range from -40°C to 90°C.	Datasheet*)
	403ET-1	ET thermistor, 40KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	403ET-2	ET thermistor, 40KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	40BT-5	BT thermistor, 40KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	40BT-6	BT thermistor, 40KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	413ET-1	ET thermistor, 41KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	413ET-2	ET thermistor, 41KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	473CT-4	CT thermistor, 47KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	4D-18	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	4D-22	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	4D2-14KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	4D2-14LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	4W-25	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	500BT-5	BT thermistor, 500KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	500BT-6	BT thermistor, 500KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	500D-5	D thermistor, 500Ohm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	502AT-11	AT thermistor, 5KOhm in 2-pin - package. Operational temperature range from -50°C to 105°C.	Datasheet*)
	502AT-2	AT thermistor, 5KOhm in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	502AT-5-TR	AT thermistor in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	502GT-1	GT thermistor, 5KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	502HT-1P-TR	HT thermistor, 5KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	502IT	IT thermistor, 5KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	503AT-2	AT thermistor, 50KOhm in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	503AT-5-TR	AT thermistor in 2-pin - package. Operational temperature range from -50°C to 110°C.	Datasheet*)
	503ET-1	ET thermistor, 50KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	503ET-2	ET thermistor, 50KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	503ET-3	ET thermistor, 50KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	503FT	FT thermistor, 50KOhm in 2-pin - package. Operational temperature range from -20°C to 125°C.	Datasheet*)
	503GT-1	GT thermistor, 50KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	503HT-1P-TR	HT thermistor, 50KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	503IT	IT thermistor, 50KOhm in 2-pin - package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	503KT1608T-1P	FT thermistor, 50KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	503KT1608T-2P	FT thermistor, 50KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	503KT1608T-3P	FT thermistor, 50KOhm in 2-pin SMD package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	504GT-1	GT thermistor, 500KOhm in 2-pin - package. Operational temperature range from -50°C to 300°C.	Datasheet*)
	50D-5	D thermistor, 50Ohm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	50KD-5	D thermistor, 50KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	512CT-4	CT thermistor, 5.1KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	513CT-4	CT thermistor, 51KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	562CT-4	CT thermistor, 5.6KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	563CT-4	CT thermistor, 56KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	593ET-1	ET thermistor, 59KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	593ET-2	ET thermistor, 59KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	5BT-5	BT thermistor, 5KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	5BT-6	BT thermistor, 5KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	5D-11	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	5D-13	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	5D-18	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	5D2-05KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	5D2-05LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	5D2-07KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	5D2-07LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	5D2-10KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	5D2-10LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	5D2-14KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	5D2-14LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	5KD-5	D thermistor, 5KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	6D-22	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	6W-22	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	800D-5	D thermistor, 800Ohm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	80D-5	D thermistor, 80Ohm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	833ET-1	ET thermistor, 83KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	833ET-2	ET thermistor, 83KOhm in 2-pin - package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	8D-11	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	8D-13	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	8D-18	Power thermistor in 2-pin - package. Operational temperature range from -30°C to 160°C.	Datasheet*)
	8D2-05KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	8D2-05LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	8D2-07KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	8D2-07LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	8D2-10KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	8D2-10LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	8D2-14KCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	8D2-14LCS	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 160°C.	Datasheet*)
	8KD-5	D thermistor, 8KOhm in 2-pin - package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	912CT-4	CT thermistor, 9.1KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	9BT-5	BT thermistor, 9KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	9BT-6	BT thermistor, 9KOhm in 2-pin - package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	CM2P-145L	Gastube arrester, 145V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM2P-230L	Gastube arrester, 230V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM2P-350L	Gastube arrester, 350V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM2P-470L	Gastube arrester, 470V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM2P-600L	Gastube arrester, 600V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM2P-800L	Gastube arrester, 800V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM2P-90L	Gastube arrester, 90V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM3P-230L	Gastube arrester, 230V in 3-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM3P-250L	Gastube arrester, 250V in 3-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM3P-350L	Gastube arrester, 350V in 3-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	CM3P-400L	Gastube arrester, 400V in 3-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	E-101	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-101L	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-102	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-103	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-123	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-152	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-153	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-202	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-272	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-301	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-352	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-452	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-501	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-562	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-701	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	E-822	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-101	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-101L	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-102	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-103	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-123	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-152	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-153	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-202	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-272	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-301	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-352	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-452	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-501	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-562	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-701	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	F-822	Current regulative diode in 2-pin - package. Operational temperature range from -30°C to 150°C.	Datasheet*)
	GTA-100D	Gastube arrester, 100V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-140D	Gastube arrester, 140V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-170D	Gastube arrester, 170V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-200D	Gastube arrester, 200V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-230D	Gastube arrester, 230V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-250D	Gastube arrester, 250V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-350D	Gastube arrester, 350V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-500D	Gastube arrester, 500V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-750D	Gastube arrester, 750V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-800D	Gastube arrester, 800V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA-80D	Gastube arrester, 80V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA3P-350	Gastube arrester, 350V in 3-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	GTA3P-400	Gastube arrester, 400V in 3-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	M10007	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M10010	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M12007	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M16007	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M1R014	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M22007	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M2P-145L	Gastube arrester, 145V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	M2P-230L	Gastube arrester, 230V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	M2P-350L	Gastube arrester,350V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	M2P-470L	Gastube arrester, 470V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	M2P-600L	Gastube arrester, 600V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	M2P-800L	Gastube arrester, 800V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	M2P-90L	Gastube arrester, 90V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	M2R014	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M2R210	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M3R010	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M3R014	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M3R910	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M3R914	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M5R107	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M5R110	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M5R114	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M8R207	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	M8R210	Power thermistor in 2-pin - package. Operational temperature range from -40°C to 200°C.	Datasheet*)
	SA01-242	Gastube arrester, 2400V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	SA01-302	Gastube arrester, 3000V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	SA01-362	Gastube arrester, 3600V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	SA01-401	Gastube arrester, 400V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	SA01-501	Gastube arrester, 500V in 2-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	Z1015	250W transient voltage suppressor, 15V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1018	250W transient voltage suppressor, 18V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1022	250W transient voltage suppressor, 22V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1027	250W transient voltage suppressor, 27V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1033	250W transient voltage suppressor, 33V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1039	250W transient voltage suppressor, 39V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1047	250W transient voltage suppressor, 47V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1056	250W transient voltage suppressor, 56V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1068	250W transient voltage suppressor, 68V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1082	250W transient voltage suppressor, 82V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z10D101	Metal oxide varistor, 100V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D102	Metal oxide varistor, 1000V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D121	Metal oxide varistor, 120V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D151	Metal oxide varistor, 150V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D180	Metal oxide varistor, 18V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D201	Metal oxide varistor, 200V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D220	Metal oxide varistor, 22V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D221	Metal oxide varistor, 220V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D241	Metal oxide varistor, 240V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D270	Metal oxide varistor, 27V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D271	Metal oxide varistor, 270V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D330	Metal oxide varistor, 33V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D331	Metal oxide varistor, 330V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D361	Metal oxide varistor, 360V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D390	Metal oxide varistor, 39V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D391	Metal oxide varistor, 390V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D431	Metal oxide varistor, 430V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D470	Metal oxide varistor, 47V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D471	Metal oxide varistor, 470V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D511	Metal oxide varistor, 510V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D560	Metal oxide varistor, 56V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D561	Metal oxide varistor, 560V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D680	Metal oxide varistor, 68V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D681	Metal oxide varistor, 680V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D751	Metal oxide varistor, 750V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D820	Metal oxide varistor, 82V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D821	Metal oxide varistor, 820V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z10D911	Metal oxide varistor, 910V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z1100	250W transient voltage suppressor, 100V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1120	250W transient voltage suppressor, 120V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z1150	250W transient voltage suppressor, 150V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z15D101	Metal oxide varistor, 100V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D102	Metal oxide varistor, 1000V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D121	Metal oxide varistor, 120V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D151	Metal oxide varistor, 150V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D180	Metal oxide varistor, 18V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D201	Metal oxide varistor, 200V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D220	Metal oxide varistor, 22V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D221	Metal oxide varistor, 220V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D241	Metal oxide varistor, 240V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D270	Metal oxide varistor, 27V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D271	Metal oxide varistor, 270V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D330	Metal oxide varistor, 33V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D331	Metal oxide varistor, 330V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D361	Metal oxide varistor, 360V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D390	Metal oxide varistor, 39V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D391	Metal oxide varistor, 390V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D431	Metal oxide varistor, 430V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D470	Metal oxide varistor, 47V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D471	Metal oxide varistor, 470V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D511	Metal oxide varistor, 510V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D560	Metal oxide varistor, 56V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D561	Metal oxide varistor, 560V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D680	Metal oxide varistor, 68V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D681	Metal oxide varistor, 680V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D751	Metal oxide varistor, 750V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D820	Metal oxide varistor, 82V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D821	Metal oxide varistor, 820V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z15D911	Metal oxide varistor, 910V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z2008	500W transient voltage suppressor, 8V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2008U	500W transient voltage suppressor, 8V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2010	500W transient voltage suppressor, 10V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2010U	500W transient voltage suppressor, 10V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2012	500W transient voltage suppressor, 12V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2012U	500W transient voltage suppressor, 12V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2015	500W transient voltage suppressor, 15V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2015U	500W transient voltage suppressor, 15V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2018	500W transient voltage suppressor, 18V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2018U	500W transient voltage suppressor, 18V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2022	500W transient voltage suppressor, 22V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2022U	500W transient voltage suppressor, 22V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2027	500W transient voltage suppressor, 27V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2027U	500W transient voltage suppressor, 27V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2033	500W transient voltage suppressor, 33V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2033U	500W transient voltage suppressor, 33V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2039	500W transient voltage suppressor, 39V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2039U	500W transient voltage suppressor, 39V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2047	500W transient voltage suppressor, 47V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2047U	500W transient voltage suppressor, 47V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2056	500W transient voltage suppressor, 56V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2056U	500W transient voltage suppressor, 56V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2068	500W transient voltage suppressor, 68V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2068U	500W transient voltage suppressor, 68V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2082	500W transient voltage suppressor, 82V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2082U	500W transient voltage suppressor, 82V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2100	500W transient voltage suppressor, 100V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2100U	500W transient voltage suppressor, 100V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2120	500W transient voltage suppressor, 120V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2120U	500W transient voltage suppressor, 120V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2150	500W transient voltage suppressor, 150V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2150U	500W transient voltage suppressor, 150V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2180	500W transient voltage suppressor, 180V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z2180U	500W transient voltage suppressor, 180V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z21D101	Metal oxide varistor, 100V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D102	Metal oxide varistor, 1000V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D121	Metal oxide varistor, 120V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D151	Metal oxide varistor, 150V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D180	Metal oxide varistor, 18V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D201	Metal oxide varistor, 20V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D220	Metal oxide varistor, 22V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D221	Metal oxide varistor, 22V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D241	Metal oxide varistor, 24V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D270	Metal oxide varistor, 27V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D271	Metal oxide varistor, 27V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D330	Metal oxide varistor, 33V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D331	Metal oxide varistor, 33V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D361	Metal oxide varistor, 36V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D390	Metal oxide varistor, 39V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D391	Metal oxide varistor, 39V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D431	Metal oxide varistor, 430V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D470	Metal oxide varistor, 47V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D471	Metal oxide varistor, 470V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D511	Metal oxide varistor, 510V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D560	Metal oxide varistor, 56V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D561	Metal oxide varistor, 560V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D680	Metal oxide varistor, 68V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D681	Metal oxide varistor, 680V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D751	Metal oxide varistor, 750V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D820	Metal oxide varistor, 82V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D821	Metal oxide varistor, 820V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z21D911	Metal oxide varistor, 910V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M102S	Metal oxide varistor, 1000V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M221S	Metal oxide varistor, 220V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M271S	Metal oxide varistor, 270V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M331S	Metal oxide varistor, 330V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M391S	Metal oxide varistor, 390V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M441S	Metal oxide varistor, 440V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M471S	Metal oxide varistor, 470V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M561S	Metal oxide varistor, 560V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M681S	Metal oxide varistor, 680V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z25M821S	Metal oxide varistor, 820V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M102S	Metal oxide varistor, 1000V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M221S	Metal oxide varistor, 220V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M271S	Metal oxide varistor, 270V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M331S	Metal oxide varistor, 330V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M391S	Metal oxide varistor, 390V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M441S	Metal oxide varistor, 440V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M471S	Metal oxide varistor, 470V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M561S	Metal oxide varistor, 560V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M681S	Metal oxide varistor, 680V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z33M821S	Metal oxide varistor, 820V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D101	Metal oxide varistor, 100V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D121	Metal oxide varistor, 120V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D151	Metal oxide varistor, 150V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D180	Metal oxide varistor, 18V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D201	Metal oxide varistor, 200V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D220	Metal oxide varistor, 22V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D221	Metal oxide varistor, 220V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D241	Metal oxide varistor, 240V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D270	Metal oxide varistor, 27V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D271	Metal oxide varistor, 270V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D330	Metal oxide varistor, 33V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D331	Metal oxide varistor, 330V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D361	Metal oxide varistor, 360V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D390	Metal oxide varistor, 39V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D391	Metal oxide varistor, 390V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D431	Metal oxide varistor, 430V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D470	Metal oxide varistor, 47V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D471	Metal oxide varistor, 470V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D560	Metal oxide varistor, 56V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D680	Metal oxide varistor, 68V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z5D820	Metal oxide varistor, 82V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z6008U	1500W transient voltage suppressor, 8V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6010	1500W transient voltage suppressor, 10V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6010U	1500W transient voltage suppressor, 10V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6012	1500W transient voltage suppressor, 12V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6012U	1500W transient voltage suppressor, 12V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6015	1500W transient voltage suppressor, 15V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6015U	1500W transient voltage suppressor, 15V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6018	1500W transient voltage suppressor, 18V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6018U	1500W transient voltage suppressor, 18V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6022	1500W transient voltage suppressor, 22V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6022U	1500W transient voltage suppressor, 22V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6027	1500W transient voltage suppressor, 27V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6027U	1500W transient voltage suppressor, 27V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6033	1500W transient voltage suppressor, 33V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6033U	1500W transient voltage suppressor, 33V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6039	1500W transient voltage suppressor, 39V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6039U	1500W transient voltage suppressor, 39V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6047	1500W transient voltage suppressor, 47V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6047U	1500W transient voltage suppressor, 47V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6056	1500W transient voltage suppressor, 56V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6056U	1500W transient voltage suppressor, 56V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6068	1500W transient voltage suppressor, 68V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6068U	1500W transient voltage suppressor, 68V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6082	1500W transient voltage suppressor, 82V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6082U	1500W transient voltage suppressor, 82V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6100	1500W transient voltage suppressor, 100V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6100U	1500W transient voltage suppressor, 100V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6120	1500W transient voltage suppressor, 120V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6120U	1500W transient voltage suppressor, 120V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z6150U	1500W transient voltage suppressor, 150V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	Z7D101	Metal oxide varistor, 100V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D121	Metal oxide varistor, 120V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D151	Metal oxide varistor, 150V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D180	Metal oxide varistor, 18V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D201	Metal oxide varistor, 200V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D220	Metal oxide varistor, 22V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D221	Metal oxide varistor, 220V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D241	Metal oxide varistor, 240V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D270	Metal oxide varistor, 27V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D271	Metal oxide varistor, 270V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D330	Metal oxide varistor, 33V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D331	Metal oxide varistor, 330V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D361	Metal oxide varistor, 360V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D390	Metal oxide varistor, 39V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D391	Metal oxide varistor, 390V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D431	Metal oxide varistor, 430V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D470	Metal oxide varistor, 47V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D471	Metal oxide varistor, 470V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D511	Metal oxide varistor, 510V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D560	Metal oxide varistor, 56V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D680	Metal oxide varistor, 68V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z7D820	Metal oxide varistor, 82V in 2-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ZD015	250W transient voltage suppressor, 15V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	ZD018	250W transient voltage suppressor, 18V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	ZD022	250W transient voltage suppressor, 22V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	ZD027	250W transient voltage suppressor, 27V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	ZD033	250W transient voltage suppressor, 33V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	ZD039	250W transient voltage suppressor, 39V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	ZD047	250W transient voltage suppressor, 47V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	ZD056	250W transient voltage suppressor, 56V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	ZD068	250W transient voltage suppressor, 68V in 2-pin - package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	ZS1012D	Transient voltage suppressor, 12V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1012U	Transient voltage suppressor, 12V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1015D	Transient voltage suppressor, 15V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1015U	Transient voltage suppressor, 15V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1018D	Transient voltage suppressor, 18V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1018U	Transient voltage suppressor, 18V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1022D	Transient voltage suppressor, 22V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1022U	Transient voltage suppressor, 22V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1027D	Transient voltage suppressor, 27V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1027U	Transient voltage suppressor, 27V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1033D	Transient voltage suppressor, 33V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1033U	Transient voltage suppressor, 33V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1039D	Transient voltage suppressor, 39V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1039U	Transient voltage suppressor, 39V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1047D	Transient voltage suppressor, 47V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	ZS1047U	Transient voltage suppressor, 47V in 2-pin SMD package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	Z2008UA	8.2V Vbr, 49.5A Ipp transient voltage suppressor	Datasheet*)
	Z2009U	9.1V Vbr, 43.4A Ipp transient voltage suppressor	Datasheet*)
	Z2009UA	9.1V Vbr, 44.7A Ipp transient voltage suppressor	Datasheet*)
	Z2010UA	10V Vbr, 41.3A Ipp transient voltage suppressor	Datasheet*)
	Z2011U	11V Vbr, 37A Ipp transient voltage suppressor	Datasheet*)
	Z2011UA	11V Vbr, 38.4A Ipp transient voltage suppressor	Datasheet*)
	Z2012UA	12V Vbr, 35.9A Ipp transient voltage suppressor	Datasheet*)
	Z2013U	13V Vbr, 31.5A Ipp transient voltage suppressor	Datasheet*)
	Z2013UA	13V Vbr, 32.9A Ipp transient voltage suppressor	Datasheet*)
	Z2015UA	15V Vbr, 27.2A Ipp transient voltage suppressor	Datasheet*)
	Z2016U	16V Vbr, 25.5A Ipp transient voltage suppressor	Datasheet*)
	Z2016UA	16V Vbr, 26.6A Ipp transient voltage suppressor	Datasheet*)
	Z2018UA	18V Vbr, 23.8A Ipp transient voltage suppressor	Datasheet*)
	Z2020U	20V Vbr, 20.6A Ipp transient voltage suppressor	Datasheet*)
	Z2020UA	20V Vbr, 21.6A Ipp transient voltage suppressor	Datasheet*)
	Z2022UA	22V Vbr, 19.6A Ipp transient voltage suppressor	Datasheet*)
	Z2024U	24V Vbr, 17.2A Ipp transient voltage suppressor	Datasheet*)
	Z2024UA	24V Vbr, 18A Ipp transient voltage suppressor	Datasheet*)
	Z2027UA	27V Vbr, 16.0A Ipp transient voltage suppressor	Datasheet*)
	Z2030U	30V Vbr, 13.7A Ipp transient voltage suppressor	Datasheet*)
	Z2030UA	30V Vbr, 14.4A Ipp transient voltage suppressor	Datasheet*)
	Z2033UA	33V Vbr, 13.2A Ipp transient voltage suppressor	Datasheet*)
	Z2036U	36V Vbr, 11.5A Ipp transient voltage suppressor	Datasheet*)
	Z2036UA	36V Vbr, 12A Ipp transient voltage suppressor	Datasheet*)
	Z2039UA	39V Vbr, 11.1A Ipp transient voltage suppressor	Datasheet*)
	Z2043U	43V Vbr, 9.69A Ipp transient voltage suppressor	Datasheet*)
	Z2043UA	43V Vbr, 10.1A Ipp transient voltage suppressor	Datasheet*)
	Z2047UA	47V Vbr, 9.25A Ipp transient voltage suppressor	Datasheet*)
	Z2051U	51V Vbr, 8.16A Ipp transient voltage suppressor	Datasheet*)
	Z2051UA	51V Vbr, 8.55A Ipp transient voltage suppressor	Datasheet*)
	Z2056UA	56V Vbr, 7.79A Ipp transient voltage suppressor	Datasheet*)
	Z2062U	62V Vbr, 6.74A Ipp transient voltage suppressor	Datasheet*)
	Z2062UA	62V Vbr, 7.05A Ipp transient voltage suppressor	Datasheet*)
	Z2068UA	68V Vbr, 6.52A Ipp transient voltage suppressor	Datasheet*)
	Z2075U	75V Vbr, 5.55A Ipp transient voltage suppressor	Datasheet*)
	Z2075UA	75V Vbr, 5.82A Ipp transient voltage suppressor	Datasheet*)
	Z2082UA	82V Vbr, 5.3A Ipp transient voltage suppressor	Datasheet*)
	Z2091U	91V Vbr, 4.58A Ipp transient voltage suppressor	Datasheet*)
	Z2091UA	91V Vbr, 4.8A Ipp transient voltage suppressor	Datasheet*)
	Z2100UA	100V Vbr, 4.16A Ipp transient voltage suppressor	Datasheet*)
	Z2110U	110V Vbr, 3.79A Ipp transient voltage suppressor	Datasheet*)
	Z2110UA	110V Vbr, 3.94A Ipp transient voltage suppressor	Datasheet*)
	Z2120UA	120V Vbr, 3.63A Ipp transient voltage suppressor	Datasheet*)
	Z2130U	130V Vbr, 3.20A Ipp transient voltage suppressor	Datasheet*)
	Z2130UA	130V Vbr, 3.35A Ipp transient voltage suppressor	Datasheet*)
	Z2150UA	150V Vbr, 2.89A Ipp transient voltage suppressor	Datasheet*)
	Z2160U	160V Vbr, 2.3A Ipp transient voltage suppressor	Datasheet*)
	Z2160UA	160V Vbr, 2.73A Ipp transient voltage suppressor	Datasheet*)
	Z2170U	170V Vbr, 2.45A Ipp transient voltage suppressor	Datasheet*)
	Z2170UA	170V Vbr, 2.56A Ipp transient voltage suppressor	Datasheet*)
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