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Z0A0 series datasheets. Manufacturer: SMTUK.
	
   	Z0A0.7	700mV, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A1.4	1.4V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A10	10V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A11	11V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A12	12V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A13	13V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A15	15V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A16	16V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A18	18V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A2.0	2.0V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A2.2	2.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A2.4	2.4V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A2.7	2.7V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A20	20V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A22	22V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A24	24V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A27	27V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A3.0	3.0V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A3.3	3.3V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A3.6	3.6V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A3.9	3.9V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A30	30V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A33	33V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A4.3	4.3V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A4.7	4.7V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A5.1	5.1V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A5.6	5.6V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A6.2	6.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A6.8	6.8V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A7.5	7.5V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A8.2	8.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0A9.1	9.1V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B0.7	700mV, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B1.4	1.4V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B10	10V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B11	11V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B12	12V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B13	13V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B15	15V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B16	16V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B18	18V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B2.0	2.0V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B2.2	2.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B2.4	2.4V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B2.7	2.7V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B20	20V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B22	22V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B24	24V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B27	27V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B3.0	3.0V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B3.3	3.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B3.6	3.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B3.9	3.9V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B30	30V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B33	33V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B4.3	4.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B4.7	4.7V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B5.1	5.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B5.6	5.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B6.2	6.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B6.8	6.8V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B7.5	7.5V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B8.2	8.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0B9.1	9.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C0.7	700mV, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C1.4	1.4V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C10	10V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C11	11V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C12	12V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C13	13V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C15	15V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C16	16V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C18	18V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C2.0	2.0V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C2.2	2.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C2.4	2.4V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C2.7	2.7V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C20	20V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C22	22V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C24	24V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C27	27V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C3.0	3.0V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C3.3	3.3V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C3.6	3.6V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C3.9	3.9V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C30	30V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C33	33V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C4.3	4.3V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C4.7	4.7V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C5.1	5.1V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C5.6	5.6V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C6.2	6.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C6.8	6.8V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C7.5	7.5V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C8.2	8.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0C9.1	9.1V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D0.7	700mV, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D1.4	1.4V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D10	10V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D11	11V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D12	12V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D13	13V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D15	15V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D16	16V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D18	18V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D2.0	2.0V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D2.2	2.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D2.4	2.4V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D2.7	2.7V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D20	20V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D22	22V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D24	24V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D27	27V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D3.0	3.0V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D3.3	3.3V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D3.6	3.6V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D3.9	3.9V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D30	30V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D33	33V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D4.3	4.3V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D4.7	4.7V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D5.1	5.1V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D5.6	5.6V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D6.2	6.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D6.8	6.8V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D7.5	7.5V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D8.2	8.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0D9.1	9.1V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H0.7	700mV, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H1.4	1.4V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H10	10V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H11	11V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H12	12V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H13	13V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H15	15V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H16	16V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H18	18V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H2.0	2.0V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H2.2	2.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H2.4	2.4V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H2.7	2.7V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H20	20V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H22	22V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H24	24V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H27	27V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H3.0	3.0V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H3.3	3.3V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H3.6	3.6V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H3.9	3.9V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H30	30V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H33	33V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H4.3	4.3V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H4.7	4.7V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H5.1	5.1V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H5.6	5.6V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H6.2	6.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H6.8	6.8V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H7.5	7.5V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H8.2	8.2V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z0H9.1	9.1V, 1Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A10	10V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A100	100V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A11	11V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A110	110V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A12	12V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A120	120V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A13	13V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A130	130V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A15	15V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A150	150V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A16	16V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A160	160V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A18	18V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A180	180V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A20	20V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A200	200V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A22	22V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A24	24V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A27	27V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A3.0	3.0V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A3.3	3.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A3.6	3.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A3.9	3.9V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A30	30V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A33	33V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A4.3	4.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A4.7	4.7V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A400	400V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A43	43V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A47	47V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A5.1	5.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A5.6	5.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A51	51V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A56	56V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A6.2	6.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A6.8	6.8V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A62	62V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A68	68V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A7.5	7.5V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A75	75V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A8.2	8.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A82	82V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A9.1	9.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4A91	91V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B10	10V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B100	100V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B11	11V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B110	110V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B12	12V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B120	120V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B13	13V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B130	130V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B15	15V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B150	150V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B16	16V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B160	160V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B18	18V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B180	180V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B20	20V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B200	200V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B22	22V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B24	24V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B27	27V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B3.0	3.0V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B3.3	3.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B3.6	3.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B3.9	3.9V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B30	30V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B33	33V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B4.3	4.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B4.7	4.7V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B400	400V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B43	43V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B47	47V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B5.1	5.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B5.6	5.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B51	51V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B56	56V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B6.2	6.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B6.8	6.8V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B62	62V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B68	68V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B7.5	7.5V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B75	75V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B8.2	8.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B82	82V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B9.1	9.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4B91	91V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C10	10V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C100	100V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C11	11V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C110	110V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C12	12V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C120	120V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C13	13V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C130	130V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C15	15V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C150	150V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C16	16V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C160	160V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C18	18V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C180	180V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C20	20V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C200	200V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C22	22V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C24	24V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C27	27V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C3.0	3.0V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C3.3	3.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C3.6	3.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C3.9	3.9V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C30	30V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C33	33V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C4.3	4.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C4.7	4.7V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C400	400V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C43	43V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C47	47V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C5.1	5.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C5.6	5.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C51	51V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C56	56V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C6.2	6.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C6.8	6.8V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C62	62V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C68	68V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C7.5	7.5V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C75	75V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C8.2	8.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C82	82V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C9.1	9.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4C91	91V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D10	10V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D100	100V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D11	11V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D110	110V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D12	12V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D120	120V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D13	13V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D130	130V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D15	15V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D150	150V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D16	16V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D160	160V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D18	18V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D180	180V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D20	20V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D200	200V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D22	22V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D24	24V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D27	27V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D3.0	3.0V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D3.3	3.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D3.6	3.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D3.9	3.9V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D30	30V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D33	33V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D4.3	4.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D4.7	4.7V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D400	400V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D43	43V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D47	47V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D5.1	5.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D5.6	5.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D51	51V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D56	56V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D6.2	6.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D6.8	6.8V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D62	62V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D68	68V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D7.5	7.5V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D75	75V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D8.2	8.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D82	82V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D9.1	9.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4D91	91V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H10	10V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H100	100V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H11	11V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H110	110V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H12	12V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H120	120V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H13	13V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H130	130V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H15	15V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H150	150V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H16	16V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H160	160V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H18	18V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H180	180V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H20	20V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H200	200V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H22	22V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H24	24V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H27	27V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H3.0	3.0V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H3.3	3.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H3.6	3.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H3.9	3.9V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H30	30V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H33	33V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H36	36V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H39	39V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H4.3	4.3V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H4.7	4.7V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H400	400V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H43	43V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H47	47V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H5.1	5.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H5.6	5.6V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H51	51V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H56	56V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H6.2	6.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H6.8	6.8V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H62	62V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H68	68V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H7.5	7.5V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H75	75V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H8.2	8.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H82	82V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H9.1	9.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z4H91	91V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
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