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K4S643232 series datasheets. Manufacturer: Samsung Electronic.
	
   	K4S643232F-TC45	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 222MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TC50	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 200MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TC55	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 183MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TC60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TC70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TL45	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 222MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TL50	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 200MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TL55	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 183MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TL60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TL70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232F-TI60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	K4S643232F-TI70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	K4S643232F-TP60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	K4S643232F-TP70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	K4S643232E-TC45	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 222MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TC50	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 200MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TC55	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 183MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TC60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TC70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TL45	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 222MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TL50	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 200MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TL55	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 183MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TL60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TL70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232E-TE50	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 200MHz in 86-pin TSOP II package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	K4S643232E-TE60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	K4S643232E-TE70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	K4S643232E-TN50	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 200MHz in 86-pin TSOP II package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	K4S643232E-TN60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	K4S643232E-TN70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	K4S643232E-TI60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from -45°C to 85°C.	Datasheet*)
	K4S643232E-TI70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from -45°C to 85°C.	Datasheet*)
	K4S643232E-TP60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 166MHz in 86-pin TSOP II package. Operational temperature range from -45°C to 85°C.	Datasheet*)
	K4S643232E-TP70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 3.3V, 143MHz in 86-pin TSOP II package. Operational temperature range from -45°C to 85°C.	Datasheet*)
	K4S643232C-TC10	512K x 32bit x 4 banks synchronous DRAM LVTTL, 100MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C-TC55	512K x 32bit x 4 banks synchronous DRAM LVTTL, 183MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C-TC60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 166MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C-TC70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 143MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C-TC80	512K x 32bit x 4 banks synchronous DRAM LVTTL, 125MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C-TL10	512K x 32bit x 4 banks synchronous DRAM LVTTL, 100MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C-TL55	512K x 32bit x 4 banks synchronous DRAM LVTTL, 183MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C-TL60	512K x 32bit x 4 banks synchronous DRAM LVTTL, 166MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C-TL70	512K x 32bit x 4 banks synchronous DRAM LVTTL, 143MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C-TL80	512K x 32bit x 4 banks synchronous DRAM LVTTL, 125MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232H-TC50	64Mb (512K x 32bit x 4 banks) SDRAM, LVTTL, 200MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232H-TC55	64Mb (512K x 32bit x 4 banks) SDRAM, LVTTL, 183MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232H-TC60	64Mb (512K x 32bit x 4 banks) SDRAM, LVTTL, 166MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232H-TC70	64Mb (512K x 32bit x 4 banks) SDRAM, LVTTL, 143MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232H-TL50	64Mb (512K x 32bit x 4 banks) SDRAM, LVTTL, 200MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232H-TL55	64Mb (512K x 32bit x 4 banks) SDRAM, LVTTL, 183MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232H-TL60	64Mb (512K x 32bit x 4 banks) SDRAM, LVTTL, 166MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232H-TL70	64Mb (512K x 32bit x 4 banks) SDRAM, LVTTL, 143MHz in 86-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	K4S643232C	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	K4S643232C-TC/L10	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	K4S643232C-TC/L55	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	K4S643232C-TC/L60	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	K4S643232C-TC/L70	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	K4S643232C-TC/L80	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	V62C5181024LL-70P	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	K4S643232E	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	K4S643232E-TI	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	K4S643232F	2M x 32 SDRAM 512K x 32bit x 4 Banks Synchronous DRAM LVTTL	Datasheet*)
	K4S643232H	64Mb H-die (x32) SDRAM Specification	Datasheet*)
	K4S643232H-TC/L50	64Mb H-die (x32) SDRAM Specification	Datasheet*)
	K4S643232H-TC/L55	64Mb H-die (x32) SDRAM Specification	Datasheet*)
	K4S643232H-TC/L60	64Mb H-die (x32) SDRAM Specification	Datasheet*)
	K4S643232H-TC/L70	64Mb H-die (x32) SDRAM Specification	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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