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S3C84 series datasheets. Manufacturer: Samsung Electronic.
	
   	S3C8444	8-bit single-chip CMOS microcontroller. in 80-pin QFP-1420C package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	S3C8444	8-bit single-chip CMOS microcontroller. in 80-pin TQFP-1212-AN package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	S3C8454	8-bit single-chip CMOS microcontroller. in 80-pin TQFP-1212AN package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C8454	8-bit single-chip CMOS microcontroller. in 80-pin QFP-1420C package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3P8454	8-bit single-chip CMOS microcontroller. OTP version in 80-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3P8454	8-bit single-chip CMOS microcontroller. OTP version in 80-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C8465	8-bit single-chip CMOS microcontroller. in 64-pin QFP-1420F package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C8465	8-bit single-chip CMOS microcontroller. in 64-pin SDIP-750 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C8469	8-bit single-chip CMOS microcontroller. in 64-pin QFP-1420F package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C8469	8-bit single-chip CMOS microcontroller. in 64-pin SDIP-750 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3P8469	8-bit single-chip CMOS microcontroller.OTP version in 64-pin SDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3P8469	8-bit single-chip CMOS microcontroller.OTP version in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C8475	8-bit single-chip CMOS microcontroller. in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C8475	8-bit single-chip CMOS microcontroller. in 42-pin SDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C8478	8-bit single-chip CMOS microcontroller. in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C8478	8-bit single-chip CMOS microcontroller. in 42-pin SDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3P8475	8-bit single-chip CMOS microcontroller. OTP version in 42-pin SDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3P8475	8-bit single-chip CMOS microcontroller. OTP version in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C84A4	8-bit single-chip CMOS microcontroller. 784-byte intemal register file. 4-Kbyte internal program memory. in 64-pin QFP-1420C package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3P84A4	8-bit single-chip CMOS microcontroller. 784-byte intemal register file. 4-Kbyte internal program memory. OTP version. in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	S3C84BB	8-BIT CMOS	Datasheet*)
	S3C84BB/F84BB	8-BIT CMOS	Datasheet*)
	S3F84BB	8-BIT CMOS	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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