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STR7002 series datasheets. Manufacturer: Sanken Electric Co..
	
   	STR7002	Power Stage IC For Switching Regulator	Datasheet*)
	SI-3050C	5V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3050CA	5V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3052P	5V Hybrid Power IC Dropper Type Regulator in 3-pin TO-3P package. Operational temperature range from -20°C to 80°C.	Datasheet*)
	SI-3052V	5V Hybrid Power IC Dropper Type Regulator in 3-pin TO-3P package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	SI-3090C	9V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3090CA	9V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3120C	12V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3120CA	12V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3122P	12V Hybrid Power IC Dropper Type Regulator in 3-pin TO-3P package. Operational temperature range from -20°C to 80°C.	Datasheet*)
	SI-3122V	12V Hybrid Power IC Dropper Type Regulator in 3-pin TO-3P package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	SI-3150C	15V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3150CA	15V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3152P	15V Hybrid Power IC Dropper Type Regulator in 3-pin TO-3P package. Operational temperature range from -20°C to 80°C.	Datasheet*)
	SI-3152V	15V Hybrid Power IC Dropper Type Regulator in 3-pin TO-3P package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	SI-3240C	24V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3240CA	24V Hybrid Power IC Dropper Type Regulator in 5-pin ZIP package. Operational temperature range from -30°C to 100°C.	Datasheet*)
	SI-3242P	24V Hybrid Power IC Dropper Type Regulator in 3-pin TO-3P package. Operational temperature range from -20°C to 80°C.	Datasheet*)
	SI-8020	5V Hybrid Control IC Switching Type Regulator in 10-pin SIP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SI-8021	12V Hybrid Control IC Switching Type Regulator in 10-pin SIP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SI-8022	15V Hybrid Control IC Switching Type Regulator in 10-pin SIP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SI-8023	24V Hybrid Control IC Switching Type Regulator in 10-pin SIP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SI-8201L	5V Hybrid IC Switching Type Regulator with Coil in 10-pin - package. Operational temperature range from -10°C to 65°C.	Datasheet*)
	SI-8202L	6V Hybrid IC Switching Type Regulator with Coil in 10-pin - package. Operational temperature range from -10°C to 65°C.	Datasheet*)
	SI-8203L	12V Hybrid IC Switching Type Regulator with Coil in 10-pin - package. Operational temperature range from -10°C to 65°C.	Datasheet*)
	SI-8204L	5.2V Hybrid IC Switching Type Regulator with Coil in 10-pin - package. Operational temperature range from -10°C to 65°C.	Datasheet*)
	SI-8211L	5V Hybrid IC Switching Type Regulator with Coil in 10-pin - package. Operational temperature range from -10°C to 65°C.	Datasheet*)
	SI-8301L	5.1V Hybrid IC Switching Type Regulator with Coil in 6-pin - package. Operational temperature range from -20°C to 65°C.	Datasheet*)
	SI-8811L	+/-5 V Hybrid IC Switching Type Regulator with Coil in 9-pin - package. Operational temperature range from -10°C to 70°C.	Datasheet*)
	SI-8911L	+/-5 V Hybrid IC Switching Type Regulator with Coil in 9-pin - package. Operational temperature range from -10°C to 60°C.	Datasheet*)
	STR-S6401	250W Hybrid Power IC Switching Type Regulator in 9-pin SIP package. Operational temperature range from -20°C to 125°C.	Datasheet*)
	STR-S6401F	250W Hybrid Power IC Switching Type Regulator in 9-pin SIP package. Operational temperature range from -20°C to 125°C.	Datasheet*)
	STR20005	5.1V Hybrid Power IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR2005	5.1V Hybrid Power IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR2012	12V Hybrid Power IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR2013	13V Hybrid Power IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR2015	15V Hybrid Power IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR2024	24V Hybrid Power IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR7001	6A Hybrid IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STR7002	6A Hybrid IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STR7003	6A Hybrid IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STR7101	12A Hybrid IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STR7102	12A Hybrid IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STR7103	12A Hybrid IC Switching Type Regulator in 5-pin SIP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	STR80145A	Voltage doubler, Bridge Rectifier Automatic Switching IC in 5-pin ZIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR81145A	Voltage doubler, Bridge Rectifier Automatic Switching IC in 5-pin ZIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR81159A	Voltage doubler, Bridge Rectifier Automatic Switching IC in 5-pin ZIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR9005	5V Hybrid Power IC Dropper Type Regulator in 5-pin SIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR9012	12V Hybrid Power IC Dropper Type Regulator in 5-pin SIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)
	STR9015	15V Hybrid Power IC Dropper Type Regulator in 5-pin SIP package. Operational temperature range from -20°C to 100°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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