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BU408 series datasheets. Manufacturer: Semelab Plc..
	
   	BU102	400V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU104	7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU104P	7.0A Ic Low frequency power silicon NPN transistor	Datasheet*)
	BU105	750V Vcbo, 2.5A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU106	325V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU107	300V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU108	1.5kV Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU109	7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU110	8.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU111	4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU112	550V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU113	700V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU114	6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU124	350V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU126	3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU132	1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 135°C.	Datasheet*)
	BU133	3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU134	500V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU137	1.0kV Vcbo, 12A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU142	12A Ic Low frequency power silicon NPN transistor	Datasheet*)
	BU143	12A Ic Low frequency power silicon NPN transistor	Datasheet*)
	BU157	1.5kV Vcbo, 12A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU204	2.5A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU205	2.5A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU206	2.5A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU207	5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 115°C.	Datasheet*)
	BU208D	5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 115°C.	Datasheet*)
	BU209	4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU226	2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU326	6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU326A	6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU406	400V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BU406D	400V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BU407	330V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BU407D	330V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BU408	400V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU408D	400V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU409	250V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU409D	7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU426	6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BU426A	6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BU433	6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU500	1.5kV Vcbo, 6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	BU508	8.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BU508A	1.5kV Vcbo, 8.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BU526	8.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU606	400V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU607	330V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU608	400V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU626A	1.0kV Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU800	3.0A Ic Low frequency power silicon NPN transistor	Datasheet*)
	BU930P	15A Ic Low frequency power silicon NPN transistor	Datasheet*)
	BU932P	15A Ic Low frequency power silicon NPN transistor	Datasheet*)
	There are other manufacturers for this components. For more information please check
  BU408 (BOCA)
 BU408 (CENTR)
 BU408 (Fairchild Semiconductor)
 BU408 (MOSP)
 BU408 (Samsung Electronic)
 BU408 (SGS-Thomson Microelectronics)
 BU408 (Wing Shing Electronic Co.)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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