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LPPT670 series datasheets. Manufacturer: Siemens.
	
   	LGGT670-JO	Green/green TOPLED in 2-pin Plastic colorless clear package package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	LOOT670-JO	Orange/orange TOPLED in 2-pin Plastic colorless clear package package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	LPPT670-JO	Pure green/pure green TOPLED in 2-pin Plastic colorless clear package package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	LSST670-JO	Super-red/super-red TOPLED in 2-pin Plastic colorless clear package package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	LYYT670-JO	Yellow/yellow TOPLED in 2-pin Plastic colorless clear package package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	LPPT670-HO	Multi TOPLED	Datasheet*)
	LSST670	Multi TOPLED	Datasheet*)
	Q62703-Q2902	Multi TOPLED	Datasheet*)
	Q62703-Q2903	Multi TOPLED	Datasheet*)
	Q62703-Q2904	Multi TOPLED	Datasheet*)
	Q62703-Q2905	Multi TOPLED	Datasheet*)
	Q62703-Q2906	Multi TOPLED	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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