

	
   			
      			
	
         
         
          
         

        
	


     
		
	
      			



     


  
	
   	
      	
	


      	
         
          
          
           		
             		


            

          


        


      	
	
	
	
	
	
	
	


      	
	
         	
               
                More than
4 307 195 
components listed               
           
	
         
         
          
         

        


        


     			


  	
   	
      
     
	
 



 


    
STH51004 series datasheets. Manufacturer: Siemens.
	
   	STH51004A	1300 nm laser in coaxial package with SM-pigtail, high power in 2-pin .- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	STH51004G	1300 nm laser in coaxial package with SM-pigtail, high power in 2-pin .- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	STH51005A	1300 nm laser in coaxial package with SM-pigtail, high power in 2-pin .- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	STH51005G	1300 nm laser in coaxial package with SM-pigtail, high power in 2-pin .- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	STH51004X	1300 nm Laser in Coaxial Package with SM-Pigtail, High Power	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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