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SST39CF200A-90-4 series datasheets. Manufacturer: Silicon Storage Technology, Inc.
	
   	SST39CF200A-90-4C-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-45-4C-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-45-4C-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-45-4C-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-45-4C-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-45-4C-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-45-4C-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-45-4E-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-45-4E-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-45-4E-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-45-4E-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-45-4E-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-45-4E-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-45-4I-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-45-4I-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-45-4I-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-45-4I-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-45-4I-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-45-4I-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-55-4C-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-55-4C-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-55-4C-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-55-4C-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-55-4C-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-55-4C-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-55-4E-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-55-4E-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-55-4E-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-55-4E-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-55-4E-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-55-4E-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-55-4I-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-55-4I-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-55-4I-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-55-4I-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-55-4I-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-55-4I-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-70-4C-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-70-4C-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-70-4C-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-70-4C-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-70-4C-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-70-4C-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-70-4E-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-70-4E-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-70-4E-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-70-4E-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-70-4E-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-70-4E-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-70-4I-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-70-4I-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-70-4I-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-70-4I-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-70-4I-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-70-4I-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-90-4C-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-90-4C-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-90-4C-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-90-4C-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-90-4C-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-90-4C-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF200A-90-4E-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-90-4E-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-90-4E-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-90-4E-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-90-4E-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-90-4E-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF200A-90-4I-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-90-4I-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-90-4I-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-90-4I-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-90-4I-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF200A-90-4I-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-45-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-45-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-45-4C-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-45-4C-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-45-4C-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-45-4C-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-45-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-45-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-45-4E-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-45-4E-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-45-4E-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-45-4E-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-45-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-45-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-45-4I-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-45-4I-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-45-4I-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-45-4I-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-55-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-55-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-55-4C-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-55-4C-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-55-4C-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-55-4C-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-55-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-55-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-55-4E-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-55-4E-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-55-4E-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-55-4E-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-55-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-55-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-55-4I-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-55-4I-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-55-4I-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-55-4I-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-70-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-70-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-70-4C-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-70-4C-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-70-4C-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-70-4C-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-70-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-70-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-70-4E-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-70-4E-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-70-4E-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-70-4E-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-70-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-70-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-70-4I-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-70-4I-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-70-4I-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-70-4I-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-80-4E-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-90-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-90-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-90-4C-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-90-4C-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-90-4C-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-90-4C-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-90-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-90-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-90-4E-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-90-4E-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-90-4E-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-90-4E-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF400A-90-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-90-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF400A-90-4I-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-90-4I-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-90-4I-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF400A-90-4I-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-45-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-45-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-45-4C-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-45-4C-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-45-4C-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-45-4C-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-45-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-45-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-45-4E-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-45-4E-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-45-4E-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-45-4E-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-45-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-45-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-45-4I-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-45-4I-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-45-4I-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-45-4I-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-55-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-55-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-55-4C-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-55-4C-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-55-4C-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-55-4C-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-55-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-55-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-55-4E-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-55-4E-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-55-4E-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-55-4E-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-55-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-55-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-55-4I-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-55-4I-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-55-4I-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-55-4I-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-70-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-70-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-70-4C-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-70-4C-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-70-4C-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-70-4C-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-70-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-70-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-70-4E-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-70-4E-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-70-4E-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-70-4E-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-70-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-70-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-70-4I-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-70-4I-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-70-4I-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-70-4I-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-90-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-90-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-90-4C-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-90-4C-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-90-4C-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-90-4C-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39LF800A-90-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-90-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-90-4E-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-90-4E-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-90-4E-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-90-4E-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39LF800A-90-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-90-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-90-4I-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-90-4I-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-90-4I-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39LF800A-90-4I-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-45-4C-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-45-4C-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-45-4C-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-45-4C-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-45-4C-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-45-4C-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-45-4E-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-45-4E-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-45-4E-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-45-4E-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-45-4E-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-45-4E-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-45-4I-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-45-4I-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-45-4I-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-45-4I-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-45-4I-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-45-4I-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-55-4C-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-55-4C-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-55-4C-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-55-4C-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-55-4C-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-55-4C-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-55-4E-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-55-4E-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-55-4E-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-55-4E-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-55-4E-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-55-4E-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-55-4I-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-55-4I-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-55-4I-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-55-4I-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-55-4I-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-55-4I-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-70-4C-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-70-4C-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-70-4C-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-70-4C-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-70-4C-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-70-4C-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-70-4E-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-70-4E-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-70-4E-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-70-4E-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-70-4E-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-70-4E-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-70-4I-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-70-4I-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-70-4I-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-70-4I-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-70-4I-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-70-4I-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-90-4C-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-90-4C-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-90-4C-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-90-4C-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-90-4C-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-90-4C-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF200A-90-4E-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-90-4E-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-90-4E-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-90-4E-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-90-4E-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-90-4E-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF200A-90-4I-B3K	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-90-4I-B3N	2 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-90-4I-EK	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-90-4I-EN	2 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-90-4I-UK	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF200A-90-4I-UN	2 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-45-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-45-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-45-4C-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-45-4C-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-45-4C-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-45-4C-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-45-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-45-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-45-4E-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-45-4E-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-45-4E-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-45-4E-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-45-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-45-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-45-4I-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-45-4I-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-45-4I-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-45-4I-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-55-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-55-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-55-4C-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-55-4C-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-55-4C-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-55-4C-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-55-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-55-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-55-4E-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-55-4E-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-55-4E-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-55-4E-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-55-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-55-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-55-4I-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-55-4I-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-55-4I-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-55-4I-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-70-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-70-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-70-4C-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-70-4C-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-70-4C-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-70-4C-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-70-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-70-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-70-4E-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-70-4E-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-70-4E-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-70-4E-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-70-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-70-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-70-4I-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-70-4I-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-70-4I-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-70-4I-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-90-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-90-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-90-4C-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-90-4C-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-90-4C-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-90-4C-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF400A-90-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-90-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-90-4E-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-90-4E-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-90-4E-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-90-4E-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF400A-90-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-90-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-90-4I-EK	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-90-4I-EN	4 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-90-4I-UK	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF400A-90-4I-UN	4 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-45-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-45-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-45-4C-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-45-4C-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-45-4C-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-45-4C-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-45-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-45-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-45-4E-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-45-4E-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-45-4E-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-45-4E-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-45-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-45-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-45-4I-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-45-4I-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-45-4I-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-45-4I-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-55-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-55-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-55-4C-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-55-4C-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-55-4C-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-55-4C-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-55-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-55-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-55-4E-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-55-4E-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-55-4E-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-55-4E-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-55-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-55-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-55-4I-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-55-4I-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-55-4I-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-55-4I-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-70-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-70-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-70-4C-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-70-4C-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-70-4C-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-70-4C-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-70-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-70-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-70-4E-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-70-4E-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-70-4E-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-70-4E-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-70-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-70-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-70-4I-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-70-4I-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-70-4I-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-70-4I-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-90-4C-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-90-4C-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-90-4C-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-90-4C-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-90-4C-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-90-4C-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-90-4E-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-90-4E-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-90-4E-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-90-4E-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-90-4E-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-90-4E-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -20°C to 85°C.	Datasheet*)
	SST39VF800A-90-4I-B3K	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-90-4I-B3N	4 Mbit multi-purpose flash in 48-pin TFBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	SST39VF800A-90-4I-EK	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-90-4I-EN	8 Mbit multi-purpose flash in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-90-4I-UK	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SST39VF800A-90-4I-UN	8 Mbit multi-purpose flash in 48-pin DIE package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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