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5KP10 series datasheets. Manufacturer: TEL.
	
   	5KP10	10 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP100	100 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP100A	100 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP100C	100 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP100CA	100 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP10A	10 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP10C	10 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP10CA	10 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP11	11 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP110	110 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP110A	110 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP110C	110 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP110CA	110 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP11A	11 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP11C	11 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP11CA	11 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP12	12 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP12A	12 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP12C	12 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP12CA	12 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP13	13 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP13A	13 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP13C	13 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP13CA	13 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP14	14 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP14A	14 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP14C	14 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP14CA	14 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP15	15 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP15A	15 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP15C	15 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP15CA	15 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP16	16 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP16A	16 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP16C	16 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP16CA	16 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP17	17 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP17A	17 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP17C	17 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP17CA	17 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP18	18 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP18A	18 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP18C	18 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP18CA	18 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP20	20 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP20A	20 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP20C	20 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP20CA	20 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP22	22 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP22A	22 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP22C	22 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP22CA	22 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP24	24 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP24A	24 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP24C	24 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP24CA	24 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP26	26 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP26A	26 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP26C	26 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP26CA	26 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP28	28 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP28A	28 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP28C	28 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP28CA	28 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP30	30 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP30A	30 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP30C	30 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP30CA	30 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP33	33 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP33A	33 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP33C	33 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP33CA	33 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP36	36 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP36A	36 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP36C	36 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP36CA	36 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP40	40 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP40A	40 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP40C	40 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP40CA	40 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP43	43 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP43A	43 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP43C	43 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP43CA	43 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP45	45 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP45A	45 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP45C	45 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP45CA	45 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP48	48 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP48A	48 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP48C	48 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP48CA	48 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP5.0	5.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP5.0A	5.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP5.0C	5.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP5.0CA	5.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP51	51 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP51A	51 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP51C	51 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP51CA	51 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP54	54 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP54A	54 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP54C	54 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP54CA	54 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP58	58 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP58A	58 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP58C	58 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP58CA	58 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.0	6.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.0A	6.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.0C	6.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.0CA	6.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.5	6.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.5A	6.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.5C	6.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP6.5CA	6.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP60	60 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP60A	60 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP60C	60 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP60CA	60 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP64	64 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP64A	64 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP64C	64 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP64CA	64 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.0	7.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.0A	7.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.0C	7.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.0CA	7.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.5	7.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.5A	7.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.5C	7.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP7.5CA	7.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP70	70 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP70A	70 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP70C	70 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP70CA	70 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP75	75 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP75A	75 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP75C	75 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP75CA	75 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP78	78 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP78A	78 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP78C	78 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP78CA	78 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.0	8.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.0A	8.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.0C	8.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.0CA	8.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.5	8.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.5A	8.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.5C	8.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP8.5CA	8.5 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP85	85 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP85A	85 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP85C	85 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP85CA	85 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP9.0	9.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP9.0A	9.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP9.0C	9.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP9.0CA	9.0 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP90	90 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP90A	90 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP90C	90 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	5KP90CA	90 V, 5000 W, glass passivated junction transient voltage suppressor in 2-pin P-600 package. Operational temperature range from -55°C to 175°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  5KP10 (APD)
 5KP10 (Diotec Elektronische)
 5KP10 (EIC)
 5KP10 (GSEMI)
 5KP10 (INTRN)
 5KP10 (LITON)
 5KP10 (MCC)
 5KP10 (SMTUK)
 5KP10 (SSE)
 5KP10 (SURGE)
 5KP10 (TRSYS)
 5KP10 (WTE)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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