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TC4429 series datasheets. Manufacturer: TelCom Semiconductor Inc..
	
   	TC4420CAT	6A high-speed MOSFET driver. Logic noninverting. in 5-pin TO-220 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TC4420COA	6A high-speed MOSFET driver. Logic noninverting. in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TC4420CPA	6A high-speed MOSFET driver. Logic noninverting. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TC4420EOA	6A high-speed MOSFET driver. Logic noninverting. in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	TC4420EPA	6A high-speed MOSFET driver. Logic noninverting. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	TC4420IJA	6A high-speed MOSFET driver. Logic noninverting. in 8-pin CerDIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	TC4420MJA	6A high-speed MOSFET driver. Logic noninverting. in 8-pin CerDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TC4429CAT	6A high-speed MOSFET driver. Logic inverting. in 5-pin TO-220 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TC4429COA	6A high-speed MOSFET driver. Logic inverting. in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TC4429CPA	6A high-speed MOSFET driver. Logic inverting. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TC4429EOA	6A high-speed MOSFET driver. Logic inverting. in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	TC4429EPA	6A high-speed MOSFET driver. Logic inverting. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	TC4429IJA	6A high-speed MOSFET driver. Logic inverting. in 8-pin CerDIP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	TC4429MJA	6A high-speed MOSFET driver. Logic inverting. in 8-pin CerDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TC4429	6A HIGH-SPEED MOSFET DRIVERS	Datasheet*)
	There are other manufacturers for this components. For more information please check
  TC4429 (Microchip Technology, Inc.)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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