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5962-9555001 series datasheets. Manufacturer: Texas Instruments.
	
   	5962-9555001NXDR	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin D package.	Datasheet*)
	TLC139MFKB	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLC139MJ	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLC139MJB	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLC339CD	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin D package.	Datasheet*)
	TLC339CDB	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin DB package.	Datasheet*)
	TLC339CDBR	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin DB package.	Datasheet*)
	TLC339CDR	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin D package.	Datasheet*)
	TLC339CN	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin N package.	Datasheet*)
	TLC339CN10	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin N package.	Datasheet*)
	TLC339CNS	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin NS package.	Datasheet*)
	TLC339CNSR	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin NS package.	Datasheet*)
	TLC339CPW	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin PW package.	Datasheet*)
	TLC339CPWLE	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin PW package.	Datasheet*)
	TLC339CPWR	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin PW package.	Datasheet*)
	TLC339ID	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin D package.	Datasheet*)
	TLC339IDR	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin D package.	Datasheet*)
	TLC339IN	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin N package.	Datasheet*)
	TLC339MD	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin D package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLC339MDR	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin D package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLC339MN	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR in 14-pin N package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLC339Y	 QUAD, MICROPOWER, LINCMOS(TM) COMPARATOR	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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