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CD54AC240 series datasheets. Manufacturer: Texas Instruments.
	
   	CD54AC240F3A	 INVERTING OCTAL BUFFER/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	CD54AC244F3A	 NON-INVERTING OCTAL BUFFER/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	CD54ACT240F3A	 INVERTING OCTAL BUFFER/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	CD54ACT241F3A	 NON-INVERTING OCTAL BUFFER/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	CD54ACT244F3A	 NON-INVERTING OCTAL BUFFER/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	CD74AC240E	 OCTAL INVERTING BUFFER/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin N package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74AC240M	 OCTAL INVERTING BUFFER/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DW package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74AC240M96	 OCTAL INVERTING BUFFER/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DW package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74AC244E	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin N package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74AC244M	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DW package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74AC244M96	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DW package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74AC244SM	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DB package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74AC244SM96	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DB package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT240E	 OCTAL INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin N package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT240M	 OCTAL INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DW package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT240M96	 OCTAL INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DW package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT241E	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin N package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT241M96	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DW package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT244E	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin N package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT244M	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DW package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT244M96	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DW package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT244SM	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DB package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD74ACT244SM96	 OCTAL NON-INVERTING BUFFERS/LINE DRIVERS WITH 3-STATE OUTPUTS in 20-pin DB package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CD54AC240	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	CD54AC244	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	CD54ACT240	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	CD54ACT241	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	CD54ACT244	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	CD74AC240	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	CD74AC244	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	CD74ACT240	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	CD74ACT241	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	CD74ACT244	OCTAL BUFFER/LINE DRIVERS, 3-STATE	Datasheet*)
	There are other manufacturers for this components. For more information please check
  CD54AC240 (Intersil Corp.)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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