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SM320C50 series datasheets. Manufacturer: Texas Instruments.
	
   	5962-9455803QXA	 DIGITAL SIGNAL PROCESSORS in 141-pin GFA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-9455803QYA	 DIGITAL SIGNAL PROCESSORS in 132-pin HFG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-9455804NZB	 DIGITAL SIGNAL PROCESSOR in 132-pin PQ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-9455804QXA	 DIGITAL SIGNAL PROCESSORS in 141-pin GFA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-9455804QYA	 DIGITAL SIGNAL PROCESSORS in 132-pin HFG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SM320C50GFAM50	 DIGITAL SIGNAL PROCESSORS in 141-pin GFA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SM320C50GFAM66	 DIGITAL SIGNAL PROCESSORS in 141-pin GFA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SM320C50HFGM50	 DIGITAL SIGNAL PROCESSORS in 132-pin HFG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SM320C50HFGM66	 DIGITAL SIGNAL PROCESSORS in 132-pin HFG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMJ320C50GFAM50	 DIGITAL SIGNAL PROCESSORS in 141-pin GFA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMJ320C50GFAM66	 DIGITAL SIGNAL PROCESSORS in 141-pin GFA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMJ320C50HFGM50	 DIGITAL SIGNAL PROCESSORS in 132-pin HFG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMJ320C50HFGM66	 DIGITAL SIGNAL PROCESSORS in 132-pin HFG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMQ320C50PQM66	 DIGITAL SIGNAL PROCESSOR in 132-pin PQ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SM320C50-EP	Military Enhanced Plastic Digital Signal Processor	Datasheet*)
	SM320C50PQI80EP	Military Enhanced Plastic Digital Signal Processor	Datasheet*)
	SM320C50PQM66EP	Military Enhanced Plastic Digital Signal Processor	Datasheet*)
	V62/03613-01XE	Military Enhanced Plastic Digital Signal Processor	Datasheet*)
	SM320C50	Digital Signal Processors	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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