

	
   			
      			
	
         
         
          
         

        
	


     
		
	
      			



     


  
	
   	
      	
	


      	
         
          
          
           		
             		


            

          


        


      	
	
	
	
	
	
	
	


      	
	
         	
               
                More than
480 476 
registered clients               
           
	
         
         
          
         

        


        


     			


  	
   	
      
     
	
 



 


    
SN74HC10 series datasheets. Manufacturer: Texas Instruments.
	
   	JM38510/65304B2A	 DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	JM38510/65304BEA	 DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET in 16-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SN54HC109J	 DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET in 16-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SN74HC109D	 DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET in 16-pin D package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SN74HC109DR	 DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET in 16-pin D package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SN74HC109N	 DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET in 16-pin N package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SNJ54HC109FK	 DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SNJ54HC109J	 DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET in 16-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SNJ54HC109W	 DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET in 16-pin W package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	84038012A	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	JM38510/65002B2A	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	JM38510/65002BCA	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 14-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	JM38510/65002BDA	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 14-pin W package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SN54HC10J	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 14-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SN74HC10D	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 14-pin D package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SN74HC10DR	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 14-pin D package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SN74HC10N	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 14-pin N package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SN74HC10N3	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 14-pin N package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SNJ54HC10FK	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SNJ54HC10J	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 14-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SNJ54HC10W	 TRIPLE 3-INPUT POSITIVE-NAND GATES in 14-pin W package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SN54HC10	TRIPLE 3-INPUT POSITIVE-NAND GATES	Datasheet*)
	SN54HC10FK	TRIPLE 3-INPUT POSITIVE-NAND GATES	Datasheet*)
	SN54HC10W	TRIPLE 3-INPUT POSITIVE-NAND GATES	Datasheet*)
	SN74HC10	TRIPLE 3-INPUT POSITIVE-NAND GATES	Datasheet*)
	SN54HC109	DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET	Datasheet*)
	SN54HC109FK	DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET	Datasheet*)
	SN74HC109	DUAL J-K POSITIVE-EDGE-TRIGGERED FLIP-FLOPS WITH CLEAR AND PRESET	Datasheet*)
	8403801CA	Triple 3-Input Positive-NAND Gates	Datasheet*)
	8403801DA	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10DBR	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10DBRE4	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10DE4	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10DRE4	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10DT	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10DTE4	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10NE4	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10NSR	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10NSRE4	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10PW	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10PWE4	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10PWR	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10PWRE4	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10PWT	Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10PWTE4	Triple 3-Input Positive-NAND Gates	Datasheet*)
	84150012A	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear And Preset	Datasheet*)
	8415001EA	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear And Preset	Datasheet*)
	8415001FA	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear And Preset	Datasheet*)
	SN74HC109DE4	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear and Preset	Datasheet*)
	SN74HC109DRE4	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear and Preset	Datasheet*)
	SN74HC109DT	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear and Preset	Datasheet*)
	SN74HC109DTE4	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear and Preset	Datasheet*)
	SN74HC109NE4	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear and Preset	Datasheet*)
	SN74HC109NSR	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear and Preset	Datasheet*)
	SN74HC109NSRE4	Dual J-K Positive-Edge-Triggered Flip-Flops With Clear and Preset	Datasheet*)
	SN74HC10-EP	Military Enhanced Plastic Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10QDREP	Military Enhanced Plastic Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10QPWREP	Military Enhanced Plastic Triple 3-Input Positive-NAND Gates	Datasheet*)
	V62/04688-01XE	Military Enhanced Plastic Triple 3-Input Positive-NAND Gates	Datasheet*)
	V62/04688-01YE	Military Enhanced Plastic Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10-Q1	Automotive Catalog Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10QDRQ1	Automotive Catalog Triple 3-Input Positive-NAND Gates	Datasheet*)
	SN74HC10QPWRQ1	Automotive Catalog Triple 3-Input Positive-NAND Gates	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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