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THS1206 series datasheets. Manufacturer: Texas Instruments.
	
   	5962-9957701NXD	 12-BIT, 6 MSPS ADC QUAD CH. (CONFIG.), DSP/UP IF, INTEG. 16X FIFO, CHANNEL AUTOSCAN, LOW POWER in 32-pin DA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	THS1206CDA	 12-BIT, 6 MSPS ADC QUAD CH. (CONFIG.), DSP/UP IF, INTEG. 16X FIFO, CHANNEL AUTOSCAN, LOW POWER in 32-pin DA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	THS1206CDAR	 12-BIT, 6 MSPS ADC QUAD CH. (CONFIG.), DSP/UP IF, INTEG. 16X FIFO, CHANNEL AUTOSCAN, LOW POWER in 32-pin DA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	THS1206IDA	 12-BIT, 6 MSPS ADC QUAD CH. (CONFIG.), DSP/UP IF, INTEG. 16X FIFO, CHANNEL AUTOSCAN, LOW POWER in 32-pin DA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	THS1206IDAR	 12-BIT, 6 MSPS ADC QUAD CH. (CONFIG.), DSP/UP IF, INTEG. 16X FIFO, CHANNEL AUTOSCAN, LOW POWER in 32-pin DA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	THS1206QDA	 12-BIT, 6 MSPS ADC QUAD CH. (CONFIG.), DSP/UP IF, INTEG. 16X FIFO, CHANNEL AUTOSCAN, LOW POWER in 32-pin DA package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	THS1206QDAR	 12-BIT, 6 MSPS ADC QUAD CH. (CONFIG.), DSP/UP IF, INTEG. 16X FIFO, CHANNEL AUTOSCAN, LOW POWER in 32-pin DA package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	THS1206	12-BIT 6 MSPS, SIMULTANEOUS SAMPLING ANALOG-TO-DIGITAL CONVERTERS	Datasheet*)
	THS1206DA	12-BIT 6 MSPS, SIMULTANEOUS SAMPLING ANALOG-TO-DIGITAL CONVERTERS	Datasheet*)
	THS1206MDA	12-BIT 6 MSPS, SIMULTANEOUS SAMPLING ANALOG-TO-DIGITAL CONVERTERS	Datasheet*)
	THS1206-EP	Military Enhanced Plastic 12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO	Datasheet*)
	THS1206MDAREP	Military Enhanced Plastic 12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO	Datasheet*)
	V62/03609-01XE	Military Enhanced Plastic 12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO	Datasheet*)
	THS1206CDAG4	12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power	Datasheet*)
	THS1206CDARG4	12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power	Datasheet*)
	THS1206IDAG4	12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power	Datasheet*)
	THS1206IDARG4	12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


