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THS1401 series datasheets. Manufacturer: Texas Instruments.
	
   	5962-0051101NXD	 14-BIT, 8 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package.	Datasheet*)
	THS1401CPFB	 14-BIT, 1 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	THS1401IPFB	 14-BIT, 1 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	THS1401QPFB	 14-BIT, 1 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	THS1403CPFB	 14-BIT, 3 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	THS1403IPFB	 14-BIT, 3 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	THS1403QPFB	 14-BIT, 3 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	THS1408CPFB	 14-BIT, 8 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	THS1408EVM	 14-BIT, 8 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H Operational temperature range from -40°C to 85°C.	Datasheet*)
	THS1408IPFB	 14-BIT, 8 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	THS1408QPFB	 14-BIT, 8 MSPS ADC SINGLE CH., DIFF. INPUT, DSP/UP IF, PGMABLE GAIN AMP, INTERNAL S&H in 48-pin PFB package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	THS1401	14-BIT, 1/3/8 MSPS DSP COMPATIBLE ANALOG-TO-DIGITAL CONVERTERS WITH INTERNAL REFERENCE AND PGA	Datasheet*)
	THS1401PFB	14-BIT, 1/3/8 MSPS DSP COMPATIBLE ANALOG-TO-DIGITAL CONVERTERS WITH INTERNAL REFERENCE AND PGA	Datasheet*)
	THS1403	14-BIT, 1/3/8 MSPS DSP COMPATIBLE ANALOG-TO-DIGITAL CONVERTERS WITH INTERNAL REFERENCE AND PGA	Datasheet*)
	THS1403PFB	14-BIT, 1/3/8 MSPS DSP COMPATIBLE ANALOG-TO-DIGITAL CONVERTERS WITH INTERNAL REFERENCE AND PGA	Datasheet*)
	THS1408	14-BIT, 1/3/8 MSPS DSP COMPATIBLE ANALOG-TO-DIGITAL CONVERTERS WITH INTERNAL REFERENCE AND PGA	Datasheet*)
	THS1408PFB	14-BIT, 1/3/8 MSPS DSP COMPATIBLE ANALOG-TO-DIGITAL CONVERTERS WITH INTERNAL REFERENCE AND PGA	Datasheet*)
	THS1401-EP	Military Enhanced Plastic 14-Bit, 1/3/8 MSPS DSP Compatible Analog-to-Digital Converters	Datasheet*)
	THS1401QPHPEP	Military Enhanced Plastic 14-Bit, 1/3/8 MSPS DSP Compatible Analog-to-Digital Converters	Datasheet*)
	THS1403-EP	Military Enhanced Plastic 14-Bit, 1/3/8 MSPS DSP Compatible Analog-to-Digital Converters	Datasheet*)
	THS1403QPHPEP	Military Enhanced Plastic 14-Bit, 1/3/8 MSPS DSP Compatible Analog-to-Digital Converters	Datasheet*)
	THS1408-EP	Military Enhanced Plastic 14-Bit, 8 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp	Datasheet*)
	THS1408MPHPEP	Military Enhanced Plastic 14-Bit, 8 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp	Datasheet*)
	V62/03608-01XE	Military Enhanced Plastic 14-Bit, 1/3/8 MSPS DSP Compatible Analog-to-Digital Converters	Datasheet*)
	V62/03608-02XE	Military Enhanced Plastic 14-Bit, 1/3/8 MSPS DSP Compatible Analog-to-Digital Converters	Datasheet*)
	V62/03608-03XE	Military Enhanced Plastic 14-Bit, 8 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp	Datasheet*)
	THS1401QPHP	14-Bit, 1 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&H	Datasheet*)
	THS1403IPFBG4	14-Bit, 3 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&H	Datasheet*)
	THS1403QPHP	14-Bit, 3 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&H	Datasheet*)
	THS1408IPFBG4	14-Bit, 8 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&H	Datasheet*)
	THS1408QPHP	14-Bit, 8 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&H	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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