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TLV2462 series datasheets. Manufacturer: Texas Instruments.
	
   	5962-0051201Q2A	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051201QHA	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051201QPA	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051202Q2A	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051202QHA	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051202QPA	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051203Q2A	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051203QHA	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051203QPA	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051204Q2A	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051204QHA	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-0051204QPA	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460AID	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460AIDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460AIP	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460AMFK	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460AMFKB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460AMJG	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460AMJGB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460AMUB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460AQD	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460AQDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460AQPW	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460AQPWR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460CD	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2460CDBVR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 6-pin DBV package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2460CDBVT	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 6-pin DBV package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2460CDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2460CP	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2460ID	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460IDBVR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 6-pin DBV package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460IDBVT	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 6-pin DBV package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460IDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460IP	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460MFKB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460MJG	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460MJGB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460MUB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2460QD	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460QDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460QPW	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460QPWR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461AID	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461AIDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461AIP	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461AMFKB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2461AMJG	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2461AMJGB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2461AMUB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2461AQD	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461AQDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461AQPW	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461AQPWR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461CD	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2461CDBVR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 5-pin DBV package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2461CDBVT	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 5-pin DBV package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2461CDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2461CP	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2461ID	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461IDBVR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 5-pin DBV package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461IDBVT	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 5-pin DBV package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461IDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461IP	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461MFKB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2461MJG	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2461MJGB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2461MUB	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2461QD	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461QDR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461QPW	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2461QPWR	 SINGLE, LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2462AID	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2462AIDR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2462AIP	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2462CD	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2462CDGK	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin DGK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2462CDGKR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin DGK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2462CDR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2462CP	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2462ID	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2462IDGK	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin DGK package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2462IDGKR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin DGK package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2462IDR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2462IP	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2463AID	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2463AIDR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2463AIN	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2463CD	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2463CDGS	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin DGS package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2463CDGSR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin DGS package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2463CDR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2463CN	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin N package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2463ID	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2463IDGS	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin DGS package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2463IDGSR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin DGS package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2463IDR	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2463IN	 DUAL LOW-POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464AID	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464AIDR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464AIN	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464AIPW	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464AIPWR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464CD	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2464CDR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2464CN	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin N package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2464CPW	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2464CPWR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2464ID	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464IDR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464IN	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464IPW	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2464IPWR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465AID	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465AIDR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465AIN	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465AIPW	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465AIPWR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465CD	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2465CDR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2465CN	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin N package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2465CPW	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2465CPWR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2465ID	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465IDR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465IN	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465IPW	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2465IPWR	 QUAD LOW POWER, RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2460	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460CDBV	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460IDBV	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460Y	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461CDBV	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461IDBV	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461Y	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462Y	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463Y	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2464	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2464Y	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2465	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2465Y	FAMILY OF LOW-POWER RAIL-TO-RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460A	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460AMU	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460MFK	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460MU	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461AMFK	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461AMU	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461MFK	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461MU	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462AMFK	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462AMJG	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462AMU	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462AQD	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462AQPW	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462MFK	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462MJG	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462MU	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462QD	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462QPW	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463AMFK	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463AMJ	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463AQD	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463AQPW	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463MFK	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463MJ	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463QD	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463QPW	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV246XA	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIOANAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460A-Q1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460AQDRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460AQPWRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460QDRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460QPWRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461A-Q1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461AQDRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461AQPWRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461QDRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2461QPWRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462A-Q1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462AQDRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462AQPWRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462QDRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2462QPWRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463A-Q1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463AQDRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463AQPWRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463QDRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2463QPWRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2464A-Q1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2464AQDRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2464AQPWRQ1	FAMILY OF LOW POWER RAIL TO RAIL INPUT/OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2460-Q1	Automotive Catalog Low-Power Rail-to-Rail Input/Output Operational Amp w/Shutdown	Datasheet*)
	TLV2461-Q1	Automotive Catalog Low-Power Rail-to-Rail Input/Output Operational Amp w/Shutdown	Datasheet*)
	TLV2462-Q1	Automotive Catalog Low-Power Rail-to-Rail Input/Output Operational Amp w/Shutdown	Datasheet*)
	TLV2463-Q1	Automotive Catalog Low-Power Rail-to-Rail Input/Output Operational Amp w/Shutdown	Datasheet*)
	5962-0051205Q2A	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	5962-0051205QHA	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	5962-0051205QPA	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	5962-0051206Q2A	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	5962-0051206QHA	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	5962-0051206QPA	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	5962-0051207Q2A	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	5962-0051207QCA	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	5962-0051208Q2A	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	5962-0051208QCA	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460AIPE4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460CDBVRG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460CDBVTG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460CDRG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460CPE4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460IDBVRG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460IDBVTG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460IDRG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460IPE4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2460M	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2461A	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461AIDRG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461AIPE4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461CDBVRG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461CDBVTG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461CDRG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461CPE4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461IDBVRG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461IDBVTG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461IDG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461IDRG4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461IPE4	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2461M	Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462A	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AIDG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AIDRG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AIPE4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AM	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AMFKB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AMJGB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AMUB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AQDR	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AQPWR	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462CDG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462CDGKG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462CDGKRG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462CDRG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462CPE4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462IDG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462IDGKRG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462IDRG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462IPE4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462M	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462MFKB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462MJGB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462MUB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462QDR	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462QPWR	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2463A	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463AIDG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463AIDRG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463AINE4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463AMFKB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463AMJB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463AQDR	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463AQPWR	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463CDGSG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463CDGSRG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463CDRG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463CNE4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463IDGSRG4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463INE4	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463MFKB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463MJB	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463QDR	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463QPWR	Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2464A	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464AIDRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464AINE4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464AIPWG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464AIPWRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464CDG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464CDRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464CNE4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464CPWG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464CPWRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464IDG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464IDRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464INE4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464IPWG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2464IPWRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2465A	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2465AIDG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2465AIPWRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2465CDRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2465CNE4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2465CPWRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2465IDG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2465IDRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2465INE4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2465IPWRG4	Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2462A-EP	Military Enhanced Plastic Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AMDREP	Military Enhanced Plastic Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2462AQDREP	Military Enhanced Plastic Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	TLV2463A-EP	Military Enhanced Plastic Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2463AQDREP	Military Enhanced Plastic Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2464A-EP	Military Enhanced Plastic Low-Power Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2464AMDREP	Military Enhanced Plastic Low-Power Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2464AMPWREP	Military Enhanced Plastic Low-Power Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	V62/03619-03XE	Military Enhanced Plastic Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	V62/03619-04YE	Military Enhanced Plastic Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	V62/03619-06XE	Military Enhanced Plastic Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier	Datasheet*)
	V62/03619-07YE	Military Enhanced Plastic Low-Power Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
	V62/03619-07ZE	Military Enhanced Plastic Low-Power Rail-to-Rail Input/Output Operational Amplifier w/Shutdown	Datasheet*)
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