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TLV2772 series datasheets. Manufacturer: Texas Instruments.
	
   	TLV2770AID	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2770AIDR	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2770AIP	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2770CD	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2770CDGK	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin DGK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2770CDGKR	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin DGK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2770CDR	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2770CP	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2770ID	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2770IDGK	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin DGK package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2770IDGKR	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin DGK package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2770IDR	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2770IP	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2771AID	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2771AIDR	 SINGLE 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2771CD	 SINGLE 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2771CDBVR	 SINGLE 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 5-pin DBV package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2771CDBVT	 SINGLE 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 5-pin DBV package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2771CDR	 SINGLE 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2771ID	 SINGLE 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2771IDBV	 SINGLE 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 5-pin DBV package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2771IDBVR	 SINGLE 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 5-pin DBV package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2771IDBVT	 SINGLE 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 5-pin DBV package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2771IDR	 SINGLE 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2772AID	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2772AIDR	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2772AIP	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2772AMD	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2772AMDR	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2772AMFKB	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2772AMJGB	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2772AMUB	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2772CD	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2772CDGK	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin DGK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2772CDGKR	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin DGK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2772CDR	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2772CP	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2772ID	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2772IDGK	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin DGK package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2772IDGKR	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin DGK package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2772IDR	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2772IP	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin P package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2772MD	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2772MDR	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin D package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2772MFKB	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2772MJGB	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2772MUB	 DUAL 2.7-V HIGH SLEW RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 10-pin U package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV2773AID	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2773AIDR	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2773AIN	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2773CD	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2773CDGS	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin DGS package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2773CDGSR	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin DGS package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2773CDR	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2773CN	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin N package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2773ID	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2773IDGS	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin DGS package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2773IDGSR	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 10-pin DGS package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2773IDR	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2773IN	 DUAL 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774AID	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774AIDR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774AIN	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774AIPW	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774AIPWR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774CD	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2774CDR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2774CN	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin N package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2774CPW	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2774CPWR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2774ID	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774IDR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774IN	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774IPW	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2774IPWR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER in 14-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775AID	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775AIDR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775AIN	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775AIPW	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775AIPWR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775CD	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2775CDR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2775CN	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin N package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2775CPW	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2775CPWR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV2775ID	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775IDR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775IN	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 14-pin N package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775IPW	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2775IPWR	 QUAD 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIER W/SHUTDOWN in 16-pin PW package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV2770	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2771	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2771CDBV	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2772	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2772AMFK	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2772AMJG	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2772AMU	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2772MFK	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2772MJG	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2772MU	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2773	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2774	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2774AIP	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2774CP	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2774IP	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2775	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV277X	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV277xA	FAMILY OF 2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS WITH SHUTDOWN	Datasheet*)
	TLV2772A	2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT DUAL OPERATIONAL AMPLIFIERS	Datasheet*)
	TLV2772AIDGK	2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT DUAL OPERATIONAL AMPLIFIERS	Datasheet*)
	TLV2772Y	2.7-V HIGH-SLEW-RATE RAIL-TO-RAIL OUTPUT DUAL OPERATIONAL AMPLIFIERS	Datasheet*)
	5962-9858801Q2A	Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier	Datasheet*)
	5962-9858801QHA	Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier	Datasheet*)
	5962-9858801QPA	Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier	Datasheet*)
	5962-9858802Q2A	Dual 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier	Datasheet*)
	5962-9858802QHA	Dual 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier	Datasheet*)
	5962-9858802QPA	Dual 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier	Datasheet*)
	TLV2770A	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2770AIPE4	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2770CDGKG4	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2770CDGKRG4	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2770CPE4	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2770IDGKRG4	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2770IDRG4	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2770IPE4	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier w/Shutdown	Datasheet*)
	TLV2771A	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier	Datasheet*)
	TLV2771AIDRG4	Single 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier	Datasheet*)
	TLV2771CDBVRG4	Single 2.7-V High Slew Rate Rail-to-Rail Output Operational Amplifier	Datasheet*)
	TLV2771CDBVTG4	Single 2.7-V High Slew Rate Rail-to-Rail Output Operational Amplifier	Datasheet*)
	TLV2771CDRG4	Single 2.7-V High Slew Rate Rail-to-Rail Output Operational Amplifier	Datasheet*)
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