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TLV5618 series datasheets. Manufacturer: Texas Instruments.
	
   	TLV5618ACD	 12-BIT, 2.5 US DUAL DAC, SERIAL OUT, PGRMABLE SETTLING TIME, Q TEMP AVAILABLE in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV5618ACDR	 12-BIT, 2.5 US DUAL DAC, SERIAL OUT, PGRMABLE SETTLING TIME, Q TEMP AVAILABLE in 8-pin D package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TLV5618AID	 12-BIT, 2.5 US DUAL DAC, SERIAL OUT, PGRMABLE SETTLING TIME, Q TEMP AVAILABLE in 8-pin D package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	TLV5618AIDR	 12-BIT, 2.5 US DUAL DAC, SERIAL OUT, PGRMABLE SETTLING TIME, Q TEMP AVAILABLE in 8-pin D package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	TLV5618AMFKB	 12-BIT, 2.5 US DUAL DAC, SERIAL OUT, PGRMABLE SETTLING TIME, Q TEMP AVAILABLE in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV5618AMJG	 12-BIT, 2.5 US DUAL DAC, SERIAL OUT, PGRMABLE SETTLING TIME, Q TEMP AVAILABLE in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV5618AMJGB	 12-BIT, 2.5 US DUAL DAC, SERIAL OUT, PGRMABLE SETTLING TIME, Q TEMP AVAILABLE in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV5618AQD	 12-BIT, 2.5 US DUAL DAC, SERIAL OUT, PGRMABLE SETTLING TIME, Q TEMP AVAILABLE in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV5618AQDR	 12-BIT, 2.5 US DUAL DAC, SERIAL OUT, PGRMABLE SETTLING TIME, Q TEMP AVAILABLE in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV5618A	2.7-V TO 5.5-V LOW-POWER DUAL 12-BIT DIGITAL-TO-ANALOG CONVERTER WITH POWER DOWN	Datasheet*)
	TLV5618AD	2.7-V TO 5.5-V LOW-POWER DUAL 12-BIT DIGITAL-TO-ANALOG CONVERTER WITH POWER DOWN	Datasheet*)
	TLV5618AFK	2.7-V TO 5.5-V LOW-POWER DUAL 12-BIT DIGITAL-TO-ANALOG CONVERTER WITH POWER DOWN	Datasheet*)
	TLV5618AJG	2.7-V TO 5.5-V LOW-POWER DUAL 12-BIT DIGITAL-TO-ANALOG CONVERTER WITH POWER DOWN	Datasheet*)
	TLV5618A-EP	Military Enhanced Plastic Digital-to-Analog Converter with Power Down	Datasheet*)
	TLV5618AMDREP	Military Enhanced Plastic Digital-to-Analog Converter with Power Down	Datasheet*)
	V62/04646-01XE	Military Enhanced Plastic Digital-to-Analog Converter with Power Down	Datasheet*)
	5962-9955701Q2A	12-Bit, 2.5 us Dual DAC, Serial Input, Programmable Settling Time, M temperature	Datasheet*)
	5962-9955701QPA	12-Bit, 2.5 us Dual DAC, Serial Input, Programmable Settling Time, M temperature	Datasheet*)
	TLV5618ACDG4	12-Bit, 2.5 us Dual DAC, Serial Input, Pgrmable Settling Time, Q temp available	Datasheet*)
	TLV5618ACDRG4	12-Bit, 2.5 us Dual DAC, Serial Input, Pgrmable Settling Time, Q temp available	Datasheet*)
	TLV5618ACP	12-Bit, 2.5 us Dual DAC, Serial Input, Pgrmable Settling Time, Q temp available	Datasheet*)
	TLV5618ACPE4	12-Bit, 2.5 us Dual DAC, Serial Input, Pgrmable Settling Time, Q temp available	Datasheet*)
	TLV5618AIDG4	12-Bit, 2.5 us Dual DAC, Serial Input, Pgrmable Settling Time, Q temp available	Datasheet*)
	TLV5618AIDRG4	12-Bit, 2.5 us Dual DAC, Serial Input, Pgrmable Settling Time, Q temp available	Datasheet*)
	TLV5618AIP	12-Bit, 2.5 us Dual DAC, Serial Input, Pgrmable Settling Time, Q temp available	Datasheet*)
	TLV5618AIPE4	12-Bit, 2.5 us Dual DAC, Serial Input, Pgrmable Settling Time, Q temp available	Datasheet*)
	TLV5618AM	12-Bit, 2.5 us Dual DAC, Serial Input, Programmable Settling Time, M temperature	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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