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TLV5638 series datasheets. Manufacturer: Texas Instruments.
	
   	5962-9957601Q2A	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-9957601QPA	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV5638CD	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 8-pin D package.	Datasheet*)
	TLV5638CDR	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 8-pin D package.	Datasheet*)
	TLV5638ID	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 8-pin D package.	Datasheet*)
	TLV5638IDR	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 8-pin D package.	Datasheet*)
	TLV5638MFKB	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 20-pin FK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV5638MJG	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV5638MJGB	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 8-pin JG package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TLV5638QD	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV5638QDR	 12-BIT, 1 OR 3.5 US DAC SERIAL OUT, DUAL DAC, PGRMABLE INT. REF., SETTLING TIME, PWR CONSUMPTION in 8-pin D package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	TLV5638	2.7 V TO 5.5 V LOW POWER DUAL 12-BIT DIGITAL-TO-ANALOG CONVERTER WITH INTERNAL REFERENCE AND POWER DOWN	Datasheet*)
	TLV5638D	2.7 V TO 5.5 V LOW POWER DUAL 12-BIT DIGITAL-TO-ANALOG CONVERTER WITH INTERNAL REFERENCE AND POWER DOWN	Datasheet*)
	TLV5638FK	2.7 V TO 5.5 V LOW POWER DUAL 12-BIT DIGITAL-TO-ANALOG CONVERTER WITH INTERNAL REFERENCE AND POWER DOWN	Datasheet*)
	TLV5638JG	2.7 V TO 5.5 V LOW POWER DUAL 12-BIT DIGITAL-TO-ANALOG CONVERTER WITH INTERNAL REFERENCE AND POWER DOWN	Datasheet*)
	TLV5638-EP	Military Enhanced Plastic 12-Bit, 1 us Serial Input Dual DAC, Pgrmable Int. Ref., Settling Time	Datasheet*)
	TLV5638MDREP	Military Enhanced Plastic 12-Bit, 1 us Serial Input Dual DAC, Pgrmable Int. Ref., Settling Time	Datasheet*)
	TLV5638QDREP	Military Enhanced Plastic 12-Bit, 1 us Serial Input Dual DAC, Pgrmable Int. Ref., Settling Time	Datasheet*)
	V62/03628-01XE	Military Enhanced Plastic 12-Bit, 1 us Serial Input Dual DAC, Pgrmable Int. Ref., Settling Time	Datasheet*)
	V62/03628-02XE	Military Enhanced Plastic 12-Bit, 1 us Serial Input Dual DAC, Pgrmable Int. Ref., Settling Time	Datasheet*)
	TLV5638CDG4	12-Bit, 1 or 3.5 us DAC Serial Input, Dual DAC, Pgrmable Int. Ref., Settling Time, Pwr Consumption	Datasheet*)
	TLV5638CDRG4	12-Bit, 1 or 3.5 us DAC Serial Input, Dual DAC, Pgrmable Int. Ref., Settling Time, Pwr Consumption	Datasheet*)
	TLV5638IDG4	12-Bit, 1 or 3.5 us DAC Serial Input, Dual DAC, Pgrmable Int. Ref., Settling Time, Pwr Consumption	Datasheet*)
	TLV5638IDRG4	12-Bit, 1 or 3.5 us DAC Serial Input, Dual DAC, Pgrmable Int. Ref., Settling Time, Pwr Consumption	Datasheet*)
	TLV5638M	12-Bit, 1 or 3.5 us DAC Serial Input, Dual DAC, Pgrmable Int. Ref., Settling Time, Pwr Consumption	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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