

	
   			
      			
	
         
         
          
         

        
	


     
		
	
      			



     


  
	
   	
      	
	


      	
         
          
          
           		
             		


            

          


        


      	
	
	
	
	
	
	
	


      	
	
         	
               
                More than
4 307 195 
components listed               
           
	
         
         
          
         

        


        


     			


  	
   	
      
     
	
 



 


    
UC2875 series datasheets. Manufacturer: Texas Instruments.
	
   	5962-9455501MRA	 PHASE SHIFT RESONANT CONTROLLER in 20-pin J package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-9455501MXA	 PHASE SHIFT RESONANT CONTROLLER in 28-pin LP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UC1875J	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UC1875J883B	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UC1875LP	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UC1875LP883B	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UC1876J	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UC1876J883B	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UC1878J	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UC2875DWP	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UC2875DWPTR	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UC2875J	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UC2875N	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UC2875QP	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UC2875QPTR	 PHASE SHIFT RESONANT CONTROLLER in 28-pin FN package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UC2876N	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UC2878N	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UC3875DWP	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3875DWPTR	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3875N	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3875QP	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3875QPTR	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3876N	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3877DWP	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3877DWPTR	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3877N	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3878DWP	 PHASE SHIFT RESONANT CONTROLLER in 28-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC3878DWPTR	 PHASE SHIFT RESONANT CONTROLLER in 28-pin DW package.	Datasheet*)
	UC3878N	 PHASE SHIFT RESONANT CONTROLLER in 20-pin package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UC1875	Phase Shift Resonant Controller	Datasheet*)
	UC1876	Phase Shift Resonant Controller	Datasheet*)
	UC1878	Phase Shift Resonant Controller	Datasheet*)
	UC2875	Phase Shift Resonant Controller	Datasheet*)
	UC2876	Phase Shift Resonant Controller	Datasheet*)
	UC2878	Phase Shift Resonant Controller	Datasheet*)
	UC3875	Phase Shift Resonant Controller	Datasheet*)
	UC3876	Phase Shift Resonant Controller	Datasheet*)
	UC3877	Phase Shift Resonant Controller	Datasheet*)
	UC3878	Phase Shift Resonant Controller	Datasheet*)
	5962-9455501M3A	Phase Shift Resonant Controller	Datasheet*)
	5962-9455501V3A	Phase Shift Resonant Controller	Datasheet*)
	5962-9455501VRA	Phase Shift Resonant Controller	Datasheet*)
	UC1875JQMLV	Phase Shift Resonant Controller	Datasheet*)
	UC1875L	Phase Shift Resonant Controller	Datasheet*)
	UC1875L883B	Phase Shift Resonant Controller	Datasheet*)
	UC2875DWPG4	Phase Shift Resonant Controller	Datasheet*)
	UC2875DWPTRG4	Phase Shift Resonant Controller	Datasheet*)
	UC2875NG4	Phase Shift Resonant Controller	Datasheet*)
	UC2876NG4	Phase Shift Resonant Controller	Datasheet*)
	UC3875DWPG4	Phase Shift Resonant Controller	Datasheet*)
	UC3875DWPTRG4	Phase Shift Resonant Controller	Datasheet*)
	UC3875NG4	Phase Shift Resonant Controller	Datasheet*)
	UC2875-EP	Military Enhanced Plastic Phase Shift Resonant Controller	Datasheet*)
	UC2875SDWREP	Military Enhanced Plastic Phase Shift Resonant Controller	Datasheet*)
	V62/04752-01XE	Military Enhanced Plastic Phase Shift Resonant Controller	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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