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XC61CC1002 series datasheets. Manufacturer: Torex Semiconductor.
	
   	XC61CC1002LB	CMOS low voltage detector 1.0V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1002LH	CMOS low voltage detector 1.0V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1002ML	CMOS low voltage detector 1.0V +/-2% in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1002MR	CMOS low voltage detector 1.0V +/-2% in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1002NL	CMOS low voltage detector 1.0V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1002NR	CMOS low voltage detector 1.0V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1002PL	CMOS low voltage detector 1.0V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1002PR	CMOS low voltage detector 1.0V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1002TB	CMOS low voltage detector 1.0V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1002TH	CMOS low voltage detector 1.0V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102LB	CMOS low voltage detector 1.1V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102LH	CMOS low voltage detector 1.1V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102ML	CMOS low voltage detector 1.1V +/-2% in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102MR	CMOS low voltage detector 1.1V +/-2% in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102NL	CMOS low voltage detector 1.1V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102NR	CMOS low voltage detector 1.1V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102PL	CMOS low voltage detector 1.1V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102PR	CMOS low voltage detector 1.1V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102TB	CMOS low voltage detector 1.1V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1102TH	CMOS low voltage detector 1.1V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202LB	CMOS low voltage detector 1.2V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202LH	CMOS low voltage detector 1.2V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202ML	CMOS low voltage detector 1.2V +/-2% in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202MR	CMOS low voltage detector 1.2V +/-2% in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202NL	CMOS low voltage detector 1.2V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202NR	CMOS low voltage detector 1.2V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202PL	CMOS low voltage detector 1.2V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202PR	CMOS low voltage detector 1.2V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202TB	CMOS low voltage detector 1.2V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1202TH	CMOS low voltage detector 1.2V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302LB	CMOS low voltage detector 1.3V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302LH	CMOS low voltage detector 1.3V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302ML	CMOS low voltage detector 1.3V +/-2% in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302MR	CMOS low voltage detector 1.3V +/-2% in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302NL	CMOS low voltage detector 1.3V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302NR	CMOS low voltage detector 1.3V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302PL	CMOS low voltage detector 1.3V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302PR	CMOS low voltage detector 1.3V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302TB	CMOS low voltage detector 1.3V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1302TH	CMOS low voltage detector 1.3V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1402LB	CMOS low voltage detector 1.4V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1402LH	CMOS low voltage detector 1.4V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1402ML	CMOS low voltage detector 1.4V +/-2% in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1402NL	CMOS low voltage detector 1.4V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1402NR	CMOS low voltage detector 1.4V +/-2% in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1402PL	CMOS low voltage detector 1.4V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1402PR	CMOS low voltage detector 1.4V +/-2% in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1402TB	CMOS low voltage detector 1.4V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CC1402TH	CMOS low voltage detector 1.4V +/-2% in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002LB	Low voltage detector 1.0V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002LH	Low voltage detector 1.0V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002ML	Low voltage detector 1.0V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002MR	Low voltage detector 1.0V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002NL	Low voltage detector 1.0V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002NR	Low voltage detector 1.0V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002PL	Low voltage detector 1.0V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002PR	Low voltage detector 1.0V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002TB	Low voltage detector 1.0V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1002TH	Low voltage detector 1.0V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102LB	Low voltage detector 1.1V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102LH	Low voltage detector 1.1V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102ML	Low voltage detector 1.1V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102MR	Low voltage detector 1.1V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102NL	Low voltage detector 1.1V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102NR	Low voltage detector 1.1V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102PL	Low voltage detector 1.1V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102PR	Low voltage detector 1.1V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102TB	Low voltage detector 1.1V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1102TH	Low voltage detector 1.1V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202LB	Low voltage detector 1.2V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202LH	Low voltage detector 1.2V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202ML	Low voltage detector 1.2V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202MR	Low voltage detector 1.2V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202NL	Low voltage detector 1.2V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202NR	Low voltage detector 1.2V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202PL	Low voltage detector 1.2V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202PR	Low voltage detector 1.2V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202TB	Low voltage detector 1.2V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1202TH	Low voltage detector 1.2V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302LB	Low voltage detector 1.3V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302LH	Low voltage detector 1.3V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302ML	Low voltage detector 1.3V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302MR	Low voltage detector 1.3V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302NL	Low voltage detector 1.3V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302NR	Low voltage detector 1.3V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302PL	Low voltage detector 1.3V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302PR	Low voltage detector 1.3V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302TB	Low voltage detector 1.3V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1302TH	Low voltage detector 1.3V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402LB	Low voltage detector 1.4V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402LH	Low voltage detector 1.4V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402ML	Low voltage detector 1.4V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402MR	Low voltage detector 1.4V +/-2%, N-ch open drain in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402NL	Low voltage detector 1.4V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402NR	Low voltage detector 1.4V +/-2%, N-ch open drain in 4-pin SSOT-24 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402PL	Low voltage detector 1.4V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402PR	Low voltage detector 1.4V +/-2%, N-ch open drain in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402TB	Low voltage detector 1.4V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC61CN1402TH	Low voltage detector 1.4V +/-2%, N-ch open drain in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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