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XC6203 series datasheets. Manufacturer: Torex Semiconductor.
	
   	XC6203E182FL	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E182FR	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E182LB	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E182LH	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E182PL	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E182PR	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E182TB	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E182TH	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E192FL	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E192FR	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E192LB	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E192LH	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E192PL	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E192PR	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E192TB	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E192TH	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E202FL	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E202FR	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E202LB	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E202LH	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E202PL	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E202PR	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E202TB	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E202TH	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E212FL	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E212FR	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E212LB	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E212LH	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E212PL	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E212PR	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E212TB	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E212TH	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E222FL	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E222FR	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E222LB	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E222LH	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E222PL	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E222PR	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E222TB	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E222TH	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E232FL	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E232FR	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E232LB	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E232LH	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E232PL	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E232PR	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E232TB	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E232TH	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E242FL	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E242FR	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E242LB	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E242LH	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E242PL	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E242PR	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E242TB	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E242TH	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E252FL	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E252FR	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E252LB	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E252LH	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E252PL	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E252PR	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E252TB	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E252TH	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E262FL	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E262FR	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E262LB	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E262LH	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E262PL	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E262PR	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E262TB	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E262TH	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E272FL	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E272FR	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E272LB	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E272LH	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E272PL	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E272PR	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E272TB	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E272TH	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E282FL	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E282FR	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E282LB	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E282LH	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E282PL	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E282PR	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E282TB	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E282TH	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E28AFL	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E28AFR	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E28ALB	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E28ALH	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E28APL	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E28APR	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E28ATB	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E28ATH	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E292FL	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E292FR	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E292LB	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E292LH	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E292PL	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E292PR	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E292TB	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E292TH	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E302FL	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E302FR	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E302LB	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E302LH	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E302PL	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E302PR	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E302TB	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E302TH	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E312FL	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E312FR	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E312LB	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E312LH	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E312PL	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E312PR	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E312TB	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E312TH	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E322FL	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E322FR	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E322LB	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E322LH	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E322PL	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E322PR	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E322TB	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E322TH	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E332FL	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E332FR	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E332LB	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E332LH	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E332PL	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E332PR	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E332TB	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E332TH	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E342FL	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E342FR	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E342LB	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E342LH	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E342PL	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E342PR	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E342TB	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E342TH	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E352FL	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E352FR	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E352LB	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E352LH	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E352PL	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E352PR	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E352TB	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E352TH	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E362FL	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E362FR	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E362LB	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E362LH	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E362PL	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E362PR	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E362TB	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E362TH	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E372FL	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E372FR	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E372LB	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E372LH	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E372PL	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E372PR	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E372TB	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E372TH	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E382FL	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E382FR	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E382LB	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E382LH	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E382PL	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E382PR	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E382TB	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E382TH	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E392FL	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E392FR	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E392LB	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E392LH	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E392PL	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E392PR	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E392TB	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E392TH	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E402FL	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E402FR	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E402LB	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E402LH	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E402PL	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E402PR	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E402TB	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E402TH	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E412FL	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E412FR	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E412LB	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E412LH	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E412PL	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E412PR	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E412TB	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E412TH	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E422FL	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E422FR	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E422LB	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E422LH	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E422PL	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E422PR	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E422TB	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E422TH	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E432FL	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E432FR	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E432LB	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E432LH	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E432PL	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E432PR	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E432TB	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E432TH	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E442FL	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E442FR	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E442LB	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E442LH	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E442PL	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E442PR	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E442TB	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E442TH	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E452FL	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E452FR	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E452LB	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E452LH	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E452PL	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E452PR	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E452TB	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E452TH	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E462FL	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E462FR	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E462LB	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E462LH	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E462PL	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E462PR	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E462TB	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E462TH	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E472FL	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E472FR	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E472LB	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E472LH	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E472PL	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E472PR	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E472TB	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E472TH	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E482FL	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E482FR	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E482LB	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E482LH	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E482PL	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E482PR	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E482TB	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E482TH	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E492FL	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E492FR	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E492LB	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E492LH	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E492PL	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E492PR	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E492TB	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E492TH	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E502FL	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E502FR	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E502LB	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E502LH	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E502PL	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E502PR	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E502TB	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E502TH	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E512FL	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E512FR	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E512LB	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E512LH	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E512PL	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E512PR	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E512TB	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E512TH	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E522FL	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E522FR	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E522LB	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E522LH	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E522PL	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E522PR	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E522TB	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E522TH	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E532FL	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E532FR	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E532LB	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E532LH	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E532PL	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E532PR	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E532TB	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E532TH	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E542FL	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E542FR	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E542LB	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E542LH	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E542PL	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E542PR	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E542TB	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E542TH	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E552FL	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E552FR	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E552LB	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E552LH	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E552PL	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E552PR	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E552TB	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E552TH	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E562FL	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E562FR	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E562LB	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E562LH	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E562PL	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E562PR	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E562TB	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E562TH	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E572FL	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E572FR	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E572LB	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E572LH	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E572PL	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E572PR	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E572TB	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E572TH	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E582FL	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E582FR	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E582LB	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E582LH	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E582PL	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E582PR	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E582TB	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E582TH	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E592FL	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E592FR	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E592LB	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E592LH	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E592PL	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E592PR	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E592TB	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E592TH	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E602FL	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E602FR	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E602LB	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E602LH	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E602PL	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E602PR	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E602TB	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203E602TH	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P182FL	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P182FR	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P182LB	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P182LH	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P182PL	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P182PR	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P182TB	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P182TH	400mA positive voltage regulator, tolerance 2%, output 1.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P192FL	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P192FR	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P192LB	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P192LH	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P192PL	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P192PR	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P192TB	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P192TH	400mA positive voltage regulator, tolerance 2%, output 1.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P202FL	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P202FR	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P202LB	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P202LH	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P202PL	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P202PR	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P202TB	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P202TH	400mA positive voltage regulator, tolerance 2%, output 2.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P212FL	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P212FR	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P212LB	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P212LH	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P212PL	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P212PR	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P212TB	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P212TH	400mA positive voltage regulator, tolerance 2%, output 2.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P222FL	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P222FR	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P222LB	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P222LH	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P222PL	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P222PR	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P222TB	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P222TH	400mA positive voltage regulator, tolerance 2%, output 2.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P232FL	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P232FR	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P232LB	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P232LH	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P232PL	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P232PR	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P232TB	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P232TH	400mA positive voltage regulator, tolerance 2%, output 2.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P242FL	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P242FR	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P242LB	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P242LH	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P242PL	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P242PR	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P242TB	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P242TH	400mA positive voltage regulator, tolerance 2%, output 2.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P252FL	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P252FR	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P252LB	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P252LH	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P252PL	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P252PR	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P252TB	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P252TH	400mA positive voltage regulator, tolerance 2%, output 2.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P262FL	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P262FR	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P262LB	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P262LH	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P262PL	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P262PR	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P262TB	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P262TH	400mA positive voltage regulator, tolerance 2%, output 2.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P272FL	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P272FR	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P272LB	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P272LH	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P272PL	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P272PR	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P272TB	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P272TH	400mA positive voltage regulator, tolerance 2%, output 2.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P282FL	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P282FR	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P282LB	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P282LH	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P282PL	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P282PR	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P282TB	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P282TH	400mA positive voltage regulator, tolerance 2%, output 2.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P28AFL	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P28AFR	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P28ALB	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P28ALH	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P28APL	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P28APR	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P28ATB	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P28ATH	400mA positive voltage regulator, tolerance 2%, output 2.85V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P292FL	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P292FR	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P292LB	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P292LH	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P292PL	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P292PR	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P292TB	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P292TH	400mA positive voltage regulator, tolerance 2%, output 2.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P302FL	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P302FR	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P302LB	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P302LH	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P302PL	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P302PR	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P302TB	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P302TH	400mA positive voltage regulator, tolerance 2%, output 3.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P312FL	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P312FR	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P312LB	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P312LH	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P312PL	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P312PR	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P312TB	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P312TH	400mA positive voltage regulator, tolerance 2%, output 3.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P322FL	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P322FR	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P322LB	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P322LH	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P322PL	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P322PR	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P322TB	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P322TH	400mA positive voltage regulator, tolerance 2%, output 3.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P332FL	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P332FR	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P332LB	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P332LH	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P332PL	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P332PR	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P332TB	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P332TH	400mA positive voltage regulator, tolerance 2%, output 3.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P342FL	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P342FR	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P342LB	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P342LH	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P342PL	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P342PR	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P342TB	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P342TH	400mA positive voltage regulator, tolerance 2%, output 3.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P352FL	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P352FR	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P352LB	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P352LH	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P352PL	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P352PR	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P352TB	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P352TH	400mA positive voltage regulator, tolerance 2%, output 3.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P362FL	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P362FR	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P362LB	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P362LH	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P362PL	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P362PR	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P362TB	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P362TH	400mA positive voltage regulator, tolerance 2%, output 3.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P372FL	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P372FR	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P372LB	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P372LH	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P372PL	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P372PR	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P372TB	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P372TH	400mA positive voltage regulator, tolerance 2%, output 3.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P382FL	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P382FR	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P382LB	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P382LH	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P382PL	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P382PR	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P382TB	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P382TH	400mA positive voltage regulator, tolerance 2%, output 3.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P392FL	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P392FR	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P392LB	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P392LH	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P392PL	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P392PR	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P392TB	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P392TH	400mA positive voltage regulator, tolerance 2%, output 3.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P402FL	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P402FR	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P402LB	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P402LH	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P402PL	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P402PR	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P402TB	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P402TH	400mA positive voltage regulator, tolerance 2%, output 4.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P412FL	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P412FR	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P412LB	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P412LH	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P412PL	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P412PR	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P412TB	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P412TH	400mA positive voltage regulator, tolerance 2%, output 4.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P422FL	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P422FR	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P422LB	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P422LH	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P422PL	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P422PR	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P422TB	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P422TH	400mA positive voltage regulator, tolerance 2%, output 4.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P432FL	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P432FR	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P432LB	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P432LH	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P432PL	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P432PR	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P432TB	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P432TH	400mA positive voltage regulator, tolerance 2%, output 4.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P442FL	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P442FR	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P442LB	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P442LH	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P442PL	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P442PR	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P442TB	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P442TH	400mA positive voltage regulator, tolerance 2%, output 4.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P452FL	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P452FR	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P452LB	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P452LH	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P452PL	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P452PR	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P452TB	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P452TH	400mA positive voltage regulator, tolerance 2%, output 4.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P462FL	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P462FR	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P462LB	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P462LH	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P462PL	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P462PR	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P462TB	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P462TH	400mA positive voltage regulator, tolerance 2%, output 4.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P472FL	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P472FR	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P472LB	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P472LH	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P472PL	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P472PR	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P472TB	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P472TH	400mA positive voltage regulator, tolerance 2%, output 4.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P482FL	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P482FR	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P482LB	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P482LH	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P482PL	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P482PR	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P482TB	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P482TH	400mA positive voltage regulator, tolerance 2%, output 4.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P492FL	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P492FR	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P492LB	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P492LH	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P492PL	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P492PR	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P492TB	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P492TH	400mA positive voltage regulator, tolerance 2%, output 4.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P502FL	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P502FR	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P502LB	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P502LH	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P502PL	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P502PR	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P502TB	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P502TH	400mA positive voltage regulator, tolerance 2%, output 5.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P512FL	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P512FR	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P512LB	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P512LH	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P512PL	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P512PR	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P512TB	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P512TH	400mA positive voltage regulator, tolerance 2%, output 5.1V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P522FL	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P522FR	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P522LB	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P522LH	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P522PL	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P522PR	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P522TB	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P522TH	400mA positive voltage regulator, tolerance 2%, output 5.2V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P532FL	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P532FR	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P532LB	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P532LH	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P532PL	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P532PR	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P532TB	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P532TH	400mA positive voltage regulator, tolerance 2%, output 5.3V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P542FL	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P542FR	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P542LB	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P542LH	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P542PL	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P542PR	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P542TB	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P542TH	400mA positive voltage regulator, tolerance 2%, output 5.4V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P552FL	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P552FR	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P552LB	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P552LH	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P552PL	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P552PR	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P552TB	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P552TH	400mA positive voltage regulator, tolerance 2%, output 5.5V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P562FL	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P562FR	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P562LB	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P562LH	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P562PL	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P562PR	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P562TB	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P562TH	400mA positive voltage regulator, tolerance 2%, output 5.6V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P572FL	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P572FR	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P572LB	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P572LH	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P572PL	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P572PR	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P572TB	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P572TH	400mA positive voltage regulator, tolerance 2%, output 5.7V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P582FL	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P582FR	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P582LB	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P582LH	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P582PL	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P582PR	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P582TB	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P582TH	400mA positive voltage regulator, tolerance 2%, output 5.8V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P592FL	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P592FR	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P592LB	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P592LH	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P592PL	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P592PR	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P592TB	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P592TH	400mA positive voltage regulator, tolerance 2%, output 5.9V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P602FL	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P602FR	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin SOT-223 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P602LB	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P602LH	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P602PL	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P602PR	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P602TB	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203P602TH	400mA positive voltage regulator, tolerance 2%, output 6.0V in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6203	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E252FB	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E252FH	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E252LL	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E252LR	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E252PB	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E252PH	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E252TL	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E252TR	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E28AFB	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E28AFH	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E28ALL	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E28ALR	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E28APB	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E28APH	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E28ATL	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203E28ATR	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P252FB	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P252FH	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P252LL	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P252LR	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P252PB	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P252PH	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P252TL	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P252TR	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P28AFB	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P28AFH	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P28ALL	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P28ALR	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P28APB	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P28APH	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P28ATL	POSITIVE VOLTAGE REGULATORS	Datasheet*)
	XC6203P28ATR	POSITIVE VOLTAGE REGULATORS	Datasheet*)
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