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XC6204A182 series datasheets. Manufacturer: Torex Semiconductor.
	
   	XC6204A182DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A182DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A182ML	low noise, positive voltage LDO regulators, output 1.8V +/-2%, pull-down resistor built in in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A182MR	low noise, positive voltage LDO regulators, output 1.8V +/-2%, pull-down resistor built in in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A18ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A18ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A18AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A18AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A192DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A192DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A192ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A192MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A19ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A19ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A19AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A19AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 1.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A202DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A202DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A202ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A202MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A20ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A20ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A20AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A20AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A212DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A212DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A212ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A212MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A21ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A21ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A21AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A21AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A222DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A222DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A222ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A222MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A22ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A22ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A22AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A22AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A232DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A232DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A232ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A232MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A23ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A23ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A23AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A23AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A242DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A242DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A242ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A242MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A24ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A24ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A24AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A24AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A252DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A252DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A252ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A252MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A25ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A25ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A25AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A25AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A262DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A262DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A262ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A262MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A26ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A26ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A26AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A26AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A272DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A272DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A272ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A272MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A27ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A27ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A27AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A27AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A282DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A282DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A282ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A282MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A28ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A28ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A28AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A28AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A292DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A292DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A292ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A292MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A29ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A29ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A29AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A29AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 2.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A302DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A302DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A302ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A302MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A30ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A30ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A30AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A30AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A312DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A312DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A312ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A312MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A31ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A31ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A31AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A31AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A322DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A322DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A322ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A322MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A32ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A32ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A32AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A32AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A332DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A332DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A332ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A332MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A33ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A33ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A33AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A33AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A342DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A342DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A342ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A342MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A34ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A34ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A34AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A34AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A352DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A352DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A352ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A352MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A35ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A35ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A35AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A35AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A362DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A362DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A362ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A362MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A36ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A36ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A36AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A36AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A372DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A372DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A372ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A372MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A37ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A37ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A37AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A37AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A382DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A382DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A382ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A382MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A38ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A38ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A38AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A38AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A392DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A392DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A392ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A392MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A39ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A39ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A39AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A39AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 3.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A402DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A402DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A402ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A402MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A40ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A40ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A40AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A40AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A412DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A412DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A412ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A412MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A41ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A41ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A41AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A41AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A422DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A422DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A422ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A422MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A42ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A42ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A42AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A42AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A432DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A432DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A432ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A432MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A43ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A43ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A43AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A43AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A442DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A442DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A442ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A442MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A44ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A44ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A44AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A44AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A452DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A452DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A452ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A45ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A45ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A45AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A45AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A462DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A462DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A462ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A462MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A46ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A46ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A46AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A46AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A472DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A472DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A472ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A472MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A47ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A47ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A47AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A47AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A482DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A482DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A482ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A482MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A48ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A48ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A48AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A48AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A492DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A492DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A492ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A492MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A49ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A49ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A49AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A49AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 4.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A502DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A502DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A502ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A502MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A50ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A50ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A50AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A50AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A512DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A512DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A512ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A512MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A51ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A51ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A51AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A51AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A522DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A522DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A522ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A522MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A52ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A52ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A52AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A52AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A532DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A532DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A532ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A532MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A53ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A53ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A53AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A53AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A542DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A542DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A542ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A542MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A54ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A54ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A54AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A54AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A552DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A552DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A552ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A552MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A55ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A55ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A55AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A55AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A562DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A562DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A562ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A562MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A56ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A56ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A56AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A56AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A572DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A572DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A572ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A572MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A57ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A57ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A57AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A57AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A582DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A582DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A582ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A582MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A58ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A58ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A58AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A58AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A592DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A592DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A592ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A592MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A59ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A59ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A59AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A59AMR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 5.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A602DL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 6.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A602DR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 6.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A602ML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 6.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A602MR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 6.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A60ADL	low noise, positive voltage LDO regulators, pull-down resistor built in, output 6.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A60ADR	low noise, positive voltage LDO regulators, pull-down resistor built in, output 6.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204A60AML	low noise, positive voltage LDO regulators, pull-down resistor built in, output 6.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B182DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B182DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B182ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B182MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B18ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B18ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B18AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B18AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B192DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B192DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B192ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B192MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B19ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B19ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B19AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B19AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 1.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B202DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B202DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B202ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B202MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B20ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B20ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B20AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B20AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B212DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B212DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B212ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B212MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B21ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B21ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B21AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B21AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B222DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B222DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B222ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B222MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B22ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B22ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B22AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B22AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B232DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B232DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B232ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B232MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B23ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B23ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B23AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B23AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B242DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B242DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B242ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B242MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B24ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B24ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B24AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B24AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B252DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B252DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B252ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B252MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B25ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B25ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B25AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B25AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B262DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B262DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B262ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B262MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B26ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B26ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B26AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B26AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B272DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B272DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B272ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B272MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B27ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B27ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B27AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B27AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B282DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B282DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B282ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B282MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B28ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B28ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B28AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B28AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B292DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B292DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B292ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B292MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B29ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B29ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B29AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B29AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 2.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B302DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B302DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B302ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B302MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B30ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B30ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B30AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B30AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B312DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B312DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B312ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B312MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B31ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B31ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B31AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B31AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B322DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B322DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B322ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B322MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B32ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B32ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B32AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B32AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B332DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B332DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B332ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B332MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B33ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B33ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B33AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B33AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B342DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B342DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B342ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B342MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B34ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B34ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B34AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B34AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B352DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B352DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B352ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B352MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B35ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B35ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B35AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B35AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B362DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B362DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B362ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B362MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B36ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B36ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B36AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B36AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B372DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B372DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B372ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B372MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B37ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B37ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B37AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B37AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B382DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B382DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B382ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B382MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B38ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B38ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B38AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B38AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B392DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B392DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B392ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B392MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B39ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B39ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B39AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B39AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 3.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B402DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B402DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B402ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B402MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B40ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B40ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B40AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B40AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B412DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B412DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B412ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B412MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B41ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B41ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B41AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B41AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B422DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B422DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B422ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B422MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B42ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B42ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B42AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B42AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B432DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B432DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B432ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B432MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B43ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B43ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B43AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B43AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B442DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B442DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B442ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B442MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B44ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B44ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B44AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B44AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B452DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B452DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B452ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B452MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B45ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B45ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B45AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B45AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B462DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B462DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B462ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B462MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B46ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B46ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B46AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B46AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B472DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B472DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B472ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B472MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B47ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B47ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B47AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B47AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B482DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B482DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B482ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B482MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B48ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B48ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B48AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B48AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B492DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B492DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B492ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B492MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B49ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B49ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B49AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B49AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 4.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B502DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B502DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B502ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B502MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B50ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B50ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B50AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B50AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B512DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B512DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B512ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B512MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B51ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B51ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B51AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B51AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B522DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B522DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B522ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B522MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B52ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B52ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B52AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B52AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B532DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B532DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B532ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B532MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B53ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B53ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B53AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B53AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B542DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B542DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B542ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B542MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B54ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B54ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B54AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B54AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B552DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B552DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B552ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B552MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B55ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B55ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B55AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B55AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B562DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B562DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B562ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B562MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B56ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B56ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B56AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B56AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B572DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B572DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B572ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B572MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B57ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B57ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B57AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B57AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B582DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B582DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B582ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B582MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B58ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B58ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B58AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B58AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B592DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B592DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B592ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B592MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B59ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B59ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B59AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B59AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 5.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B602DL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 6.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B602DR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 6.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B602ML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 6.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B602MR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 6.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B60ADL	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 6.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B60ADR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 6.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B60AML	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 6.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204B60AMR	low noise, positive voltage LDO regulators, no pull-down resistor built in, output 6.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C182DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C182DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C182ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C182MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C18ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C18ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C18AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C18AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C192DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C192DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C192ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C192MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C19ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C19ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C19AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C19AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 1.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C202DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C202DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C202ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C202MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C20ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C20ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C20AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C20AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C212DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C212DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C212ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C212MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C21ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C21ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C21AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C21AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C222DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C222DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C222ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C222MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C22ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C22ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C22AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C22AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C232DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C232DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C232ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C232MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C23ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C23ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C23AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C23AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C242DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C242DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C242ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C242MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C24ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C24ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C24AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C24AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C252DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C252DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C252ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C252MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C25ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C25ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C25AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C25AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C262DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C262DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C262ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C262MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C26ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C26ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C26AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C26AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C272DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C272DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C272ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C272MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C27ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C27ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C27AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C27AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C282DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C282DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C282ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C282MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C28ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C28ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C28AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C28AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C292DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C292DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C292ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C292MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C29ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C29ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C29AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C29AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 2.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C302DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C302DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C302ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C302MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C30ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C30ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C30AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C30AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C312DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C312DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C312ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C312MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C31ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C31ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C31AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C31AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C322DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C322DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C322ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C322MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C32ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C32ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C32AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C32AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C332DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C332DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C332ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C332MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C33ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C33ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C33AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C33AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C342DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C342DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C342ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C342MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C34ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C34ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C34AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C34AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C352DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C352DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C352ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C352MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C35ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C35ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C35AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C35AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C362DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C362DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C362ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C362MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C36ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C36ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C36AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C36AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C372DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C372DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C372ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C372MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C37ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C37ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C37AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C37AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C382DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C382DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C382ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C382MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C38ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C38ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C38AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C38AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C392DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C392DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C392ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C392MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C39ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C39ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C39AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C39AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 3.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C402DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C402DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C402ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C402MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C40ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C40ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C40AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C40AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C412DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C412DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C412ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C412MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C41ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C41ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C41AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C41AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C422DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C422DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C422ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C422MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C42ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C42ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C42AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C42AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C432DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C432DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C432ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C432MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C43ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C43ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C43AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C43AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C442DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C442DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C442ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C442MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C44ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C44ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C44AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C44AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C452DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C452DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C452ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C452MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C45ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C45ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C45AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C45AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C462DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C462DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C462ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C462MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C46ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C46ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C46AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C46AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C472DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C472DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C472ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C472MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C47ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C47ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C47AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C47AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C482DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C482DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C482ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C482MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C48ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C48ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C48AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C48AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C492DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C492DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C492ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C492MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C49ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C49ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C49AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C49AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 4.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C502DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C502DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C502ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C502MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C50ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C50ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C50AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C50AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C512DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C512DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C512ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C512MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C51ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C51ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C51AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C51AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C522DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C522DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C522ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C522MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C52ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C52ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C52AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C52AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C532DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C532DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C532ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C532MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C53ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C53ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C53AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C53AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C542DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C542DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C542ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C542MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C54ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C54ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C54AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C54AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C552DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C552DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C552ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C552MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C55ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C55ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C55AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C55AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C562DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C562DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C562ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C562MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C56ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C56ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C56AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C56AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C572DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C572DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C572ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C572MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C57ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C57ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C57AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C57AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C582DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C582DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C582ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C582MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C58ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C58ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C58AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C58AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C592DL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C592DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C592ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C592MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C59ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C59ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C59AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C59AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 5.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C602DR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 6.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C602ML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 6.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C602MR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 6.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C60ADL	low noise, positive voltage LDO regulators, pull-up resistor built in, output 6.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C60ADR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 6.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C60AML	low noise, positive voltage LDO regulators, pull-up resistor built in, output 6.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204C60AMR	low noise, positive voltage LDO regulators, pull-up resistor built in, output 6.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D182DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D182DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D182ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D182MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D18ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D18ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D18AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D18AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D192DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D192DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D192ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D192MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D19ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D19ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D19AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D19AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 1.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D202DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D202DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D202ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D202MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D20ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D20ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D20AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D20AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D212DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D212DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D212ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D212MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D21ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D21ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D21AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D21AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D222DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D222DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D222ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D222MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D22ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D22ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D22AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D22AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D232DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D232DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D232ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D232MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D23ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D23ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D23AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D23AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D242DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D242DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D242ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D242MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D24ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D24ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D24AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D24AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D252DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D252DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D252ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D252MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D25ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D25ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D25AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D25AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D262DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D262DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D262ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D262MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D26ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D26ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D26AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D26AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D272DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D272DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D272ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D272MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D27ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D27ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D27AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D27AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D282DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D282DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D282ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D282MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D28ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D28ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D28AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D28AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D292DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D292DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D292ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D292MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D29ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D29ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D29AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D29AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 2.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D302DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D302DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D302ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D302MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D30ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D30ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D30AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D30AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D312DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D312DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D312ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D312MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D31ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D31ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D31AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D31AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D322DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D322DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D322ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D322MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D32ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D32ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D32AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D32AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D332DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D332DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D332ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D332MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D33ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D33ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D33AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D33AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D342DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D342DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D342ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D342MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D34ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D34ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D34AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D34AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D352DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D352DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D352ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D352MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D35ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D35ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D35AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D35AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D362DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D362DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D362ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D362MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D36ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D36ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D36AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D36AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D372DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D372DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D372ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D372MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D37ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D37ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D37AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D37AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D382DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D382DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D382ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D382MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D38ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D38ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D38AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D38AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D392DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D392DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D392ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D392MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D39ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D39ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D39AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D39AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 3.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D402DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D402DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D402ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D402MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D40ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D40ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D40AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D40AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D412DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D412DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D412ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D412MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D41ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D41ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D41AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D41AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D422DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D422DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D422ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D422MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D42ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D42ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D42AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D42AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D432DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D432DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D432ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D432MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D43ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D43ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D43AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D43AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D442DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D442DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D442ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D442MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D44ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D44ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D44AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D44AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D452DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D452DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D452ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D452MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D45ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D45ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D45AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D45AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D462DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D462DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D462ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D462MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D46ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D46ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D46AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D46AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D472DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D472DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D472ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D472MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D47ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D47ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D47AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D47AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D482DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D482DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D482ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D482MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D48ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D48ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D48AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D48AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D492DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D492DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D492ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D492MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D49ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D49ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D49AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D49AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 4.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D502DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D502DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D502ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D502MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D50ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D50ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D50AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D50AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D512DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D512DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.1V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D512ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D512MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.1V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D51ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D51ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.15V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D51AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D51AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.15V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D522DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D522DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.2V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D522ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D522MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.2V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D52ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D52ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.25V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D52AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D52AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.25V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D532DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D532DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.3V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D532ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D532MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.3V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D53ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D53ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.35V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D53AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D53AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.35V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D542DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D542DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.4V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D542ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D542MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.4V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D54ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D54ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.45V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D54AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D54AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.45V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D552DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D552DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.5V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D552ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D552MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.5V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D55ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D55ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.55V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D55AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D55AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.55V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D562DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D562DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.6V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D562ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D562MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.6V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D56ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D56ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.65V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D56AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D56AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.65V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D572DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D572DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.7V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D572ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D572MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.7V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D57ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D57ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.75V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D57AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D57AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.75V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D582DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D582DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.8V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D582ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D582MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.8V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D58ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D58ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.85V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D58AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D58AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.85V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D592DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D592DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.9V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D592ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D592MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.9V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D59ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D59ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.95V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D59AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D59AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 5.95V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D602DL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 6.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D602DR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 6.0V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D602ML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 6.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D602MR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 6.0V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D60ADL	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 6.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D60ADR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 6.05V +/-2% in 6-pin USP-6B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D60AML	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 6.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC6204D60AMR	low noise, positive voltage LDO regulators, no pull-up resistor built in, output 6.05V +/-2% in 5-pin SOT-25 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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