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5962-8957701 series datasheets. Manufacturer: UTMC.
	
   	5962-8957701QXA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish solder. Total dose none. in 84-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701QXC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish gold. Total dose none. in 84-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701QXX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish optional. Total dose none. in 84-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701QYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish solder. Total dose none. in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701QYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish gold. Total dose none. in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701QYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish optional. Total dose none. in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701QZA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish solder. Total dose none. in 84-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701VXA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish solder. Total dose none. in 84-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701VXC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish gold. Total dose none. in 84-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701VXX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish optional. Total dose none. in 84-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701VYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish solder. Total dose none. in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701VYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish gold. Total dose none. in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701VYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish optional. Total dose none. in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957701VZA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish solder. Total dose none. in 84-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962F8957701QYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish solder. Total dose 3E5(300KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962F8957701QYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish gold. Total dose 3E5(300KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962F8957701QYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish optional. Total dose 3E5(300KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962F8957701VYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish solder. Total dose 3E5(300KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962F8957701VYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish gold. Total dose 3E5(300KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962F8957701VYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish optional. Total dose 3E5(300KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962G8957701QYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish solder. Total dose 5E5(500KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962G8957701QYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish gold. Total dose 5E5(500KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962G8957701QYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish optional. Total dose 5E5(500KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962G8957701VYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish solder. Total dose 5E5(500KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962G8957701VYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish gold. Total dose 5E5(500KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962G8957701VYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish optional. Total dose 5E5(500KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962H8957701QYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish solder. Total dose 1E6(1MRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962H8957701QYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish gold. Total dose 1E6(1MRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962H8957701QYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish optional. Total dose 1E6(1MRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962H8957701VYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish solder. Total dose 1E6(1MRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962H8957701VYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish gold. Total dose 1E6(1MRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962H8957701VYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish optional. Total dose 1E6(1MRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962R8957701QYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish solder. Total dose 1E5(100KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962R8957701QYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish gold. Total dose 1E5(100KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962R8957701QYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML Q. Lead finish optional. Total dose 1E5(100KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962R8957701VYA	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish solder. Total dose 1E5(100KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962R8957701VYC	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish gold. Total dose 1E5(100KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962R8957701VYX	UT1553B BCRT/M bus controller/remote terminal/monitor: SMD. Class designator QML V. Lead finish optional. Total dose 1E5(100KRad). in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT1553B/BCRTM-ACA0	UT1553B BCRT/M bus controller/remote terminal/monitor. Lead finish solder. Total dose none. in 84-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT1553B/BCRTM-GCA0	UT1553B BCRT/M bus controller/remote terminal/monitor. Lead finish solder. Total dose none. in 84-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT1553B/BCRTM-GCC0	UT1553B BCRT/M bus controller/remote terminal/monitor. Lead finish gold. Total dose none. in 84-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT1553B/BCRTM-GCX0	UT1553B BCRT/M bus controller/remote terminal/monitor. Lead finish optional. Total dose none. in 84-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT1553B/BCRTM-GPC0	UT1553B BCRT/M bus controller/remote terminal/monitor. Lead finish gold. Total dose none. Prototype flow. in 84-pin PGA package.	Datasheet*)
	UT1553B/BCRTM-WCA0	UT1553B BCRT/M bus controller/remote terminal/monitor. Lead finish solder. Total dose none. in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT1553B/BCRTM-WCC0	UT1553B BCRT/M bus controller/remote terminal/monitor. Lead finish gold. Total dose none. in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT1553B/BCRTM-WCX0	UT1553B BCRT/M bus controller/remote terminal/monitor. Lead finish optional. Total dose none. in 84-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT1553B/BCRTM-WPC0	UT1553B BCRT/M bus controller/remote terminal/monitor. Lead finish gold. Total dose none. Prototype flow. in 84-pin FlatPack package.	Datasheet*)
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