

	
   			
      			
	
         
         
          
         

        
	


     
		
	
      			



     


  
	
   	
      	
	


      	
         
          
          
           		
             		


            

          


        


      	
	
	
	
	
	
	
	


      	
	
         	
               
                More than
480 476 
registered clients               
           
	
         
         
          
         

        


        


     			


  	
   	
      
     
	
 



 


    
UT54ACS27 series datasheets. Manufacturer: UTMC.
	
   	UT54ACS27	Radiation-hardened triple 3-input NOR gate. in 14-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS27	Radiation-hardened triple 3-input NOR gate. in 14-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS27	Radiation-hardened triple 3-input NOR gate. in 14-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS27	Radiation-hardened triple 3-input NOR gate. in 14-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS273	Radiation-hardened octal D-flip-flop with clear. in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS273	Radiation-hardened octal D-flip-flop with clear. in 20-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS273	Radiation-hardened octal D-flip-flop with clear. in 20-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS273	Radiation-hardened octal D-flip-flop with clear. in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS279	Radiation-hardened quadruple S-R latche. in 16-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS279	Radiation-hardened quadruple S-R latche. in 16-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS279	Radiation-hardened quadruple S-R latche. in 16-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS279	Radiation-hardened quadruple S-R latche. in 16-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS00PCA	RadHard MSI Quadruple 2-input NAND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS00PCC	RadHard MSI Quadruple 2-input NAND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS00PCX	RadHard MSI Quadruple 2-input NAND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS00UCA	RadHard MSI Quadruple 2-input NAND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS00UCC	RadHard MSI Quadruple 2-input NAND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS00UCX	RadHard MSI Quadruple 2-input NAND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS02PCA	RadHard MSI. Quadruple 2-input NOR. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS02PCC	RadHard MSI. Quadruple 2-input NOR. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS02PCX	RadHard MSI. Quadruple 2-input NOR. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS02UCA	RadHard MSI. Quadruple 2-input NOR. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS02UCC	RadHard MSI. Quadruple 2-input NOR. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS02UCX	RadHard MSI. Quadruple 2-input NOR. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS04PCA	RadHard MSI. Hex inverter. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS04PCC	RadHard MSI. Hex inverter. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS04PCX	RadHard MSI. Hex inverter. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS04UCA	RadHard MSI. Hex inverter. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS04UCC	RadHard MSI. Hex inverter. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS04UCX	RadHard MSI. Hex inverter. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS08PCA	RadHard MSI. Quadruple 2-input AND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS08PCC	RadHard MSI. Quadruple 2-input AND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS08PCX	RadHard MSI. Quadruple 2-input AND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS08UCA	RadHard MSI. Quadruple 2-input AND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS08UCC	RadHard MSI. Quadruple 2-input AND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS08UCX	RadHard MSI. Quadruple 2-input AND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS109PCA	RadHard MSI. Dual J-K flip-flop. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS109PCC	RadHard MSI. Dual J-K flip-flop. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS109PCX	RadHard MSI. Dual J-K flip-flop. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS109UCA	RadHard MSI. Dual J-K flip-flop. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS109UCC	RadHard MSI. Dual J-K flip-flop. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS109UCX	RadHard MSI. Dual J-K flip-flop. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS10PCA	RadHard MSI. Triple 3-input NAND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS10PCC	RadHard MSI. Triple 3-input NAND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS10PCX	RadHard MSI. Triple 3-input NAND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS10UCA	RadHard MSI. Triple 3-input NAND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS10UCC	RadHard MSI. Triple 3-input NAND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS10UCX	RadHard MSI. Triple 3-input NAND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS11PCA	RadHard MSI. Triple 3-input AND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS11PCC	RadHard MSI. Triple 3-input AND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS11PCX	RadHard MSI. Triple 3-input AND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS11UCA	RadHard MSI. Triple 3-input AND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS11UCC	RadHard MSI. Triple 3-input AND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS11UCX	RadHard MSI. Triple 3-input AND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS132PCA	RadHard MSI. Quadruple 2-input NAND schmitt trigger. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS132PCC	RadHard MSI. Quadruple 2-input NAND schmitt trigger. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS132PCX	RadHard MSI. Quadruple 2-input NAND schmitt trigger. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS132UCA	RadHard MSI. Quadruple 2-input NAND schmitt trigger. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS132UCC	RadHard MSI. Quadruple 2-input NAND schmitt trigger. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS132UCX	RadHard MSI. Quadruple 2-input NAND schmitt trigger. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS138PCA	RadHard MSI. 3-line to 8-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS138PCC	RadHard MSI. 3-line to 8-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS138PCX	RadHard MSI. 3-line to 8-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS138UCA	RadHard MSI. 3-line to 8-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS138UCC	RadHard MSI. 3-line to 8-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS138UCX	RadHard MSI. 3-line to 8-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS139PCA	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS139PCC	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS139PCX	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS139UCA	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS139UCC	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS139UCX	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS14PCA	RadHard MSI. Hex inverter with schmitt trigger. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS14PCC	RadHard MSI. Hex inverter with schmitt trigger. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS14PCX	RadHard MSI. Hex inverter with schmitt trigger. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS14UCA	RadHard MSI. Hex inverter with schmitt trigger. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS14UCC	RadHard MSI. Hex inverter with schmitt trigger. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS14UCX	RadHard MSI. Hex inverter with schmitt trigger. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS151PCA	RadHard MSI. 1 of 8 data selector/multiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS151PCC	RadHard MSI. 1 of 8 data selector/multiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS151PCX	RadHard MSI. 1 of 8 data selector/multiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS151UCA	RadHard MSI. 1 of 8 data selector/multiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS151UCC	RadHard MSI. 1 of 8 data selector/multiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS151UCX	RadHard MSI. 1 of 8 data selector/multiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS153PCA	RadHard MSI. Dual 4 to 1 multiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS153PCC	RadHard MSI. Dual 4 to 1 multiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS153PCX	RadHard MSI. Dual 4 to 1 multiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS153UCA	RadHard MSI. Dual 4 to 1 multiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS153UCC	RadHard MSI. Dual 4 to 1 multiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS153UCX	RadHard MSI. Dual 4 to 1 multiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS157PCA	RadHard MSI. Quadruple 2 to 1 multiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS157PCC	RadHard MSI. Quadruple 2 to 1 multiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS157PCX	RadHard MSI. Quadruple 2 to 1 multiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS157UCA	RadHard MSI. Quadruple 2 to 1 multiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS157UCC	RadHard MSI. Quadruple 2 to 1 multiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS157UCX	RadHard MSI. Quadruple 2 to 1 multiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS163PCA	RadHard MSI. 4-bit synchronous counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS163PCC	RadHard MSI. 4-bit synchronous counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS163PCX	RadHard MSI. 4-bit synchronous counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS163UCA	RadHard MSI. 4-bit synchronous counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS163UCC	RadHard MSI. 4-bit synchronous counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS163UCX	RadHard MSI. 4-bit synchronous counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS164PCA	RadHard MSI. 8-bit shift register. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS164PCC	RadHard MSI. 8-bit shift register. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS164PCX	RadHard MSI. 8-bit shift register. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS164UCA	RadHard MSI. 8-bit shift register. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS164UCC	RadHard MSI. 8-bit shift register. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS164UCX	RadHard MSI. 8-bit shift register. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS165PCA	RadHard MSI. 8-bit parallel shift register. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS165PCC	RadHard MSI. 8-bit parallel shift register. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS165PCX	RadHard MSI. 8-bit parallel shift register. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS165UCA	RadHard MSI. 8-bit parallel shift register. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS165UCC	RadHard MSI. 8-bit parallel shift register. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS165UCX	RadHard MSI. 8-bit parallel shift register. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS169PCA	RadHard MSI. 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS169PCC	RadHard MSI. 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS169PCX	RadHard MSI. 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS169UCA	RadHard MSI. 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS169UCC	RadHard MSI. 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS169UCX	RadHard MSI. 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS190PCA	RadHard MSI. Synchronous 4-bit up/down BCD counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS190PCC	RadHard MSI. Synchronous 4-bit up/down BCD counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS190PCX	RadHard MSI. Synchronous 4-bit up/down BCD counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS190UCA	RadHard MSI. Synchronous 4-bit up/down BCD counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS190UCC	RadHard MSI. Synchronous 4-bit up/down BCD counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS190UCX	RadHard MSI. Synchronous 4-bit up/down BCD counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS191PCA	RadHard MSI. Synchronous 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS191PCC	RadHard MSI. Synchronous 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS191PCX	RadHard MSI. Synchronous 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS191UCA	RadHard MSI. Synchronous 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS191UCC	RadHard MSI. Synchronous 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS191UCX	RadHard MSI. Synchronous 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS193PCA	RadHard MSI. Synchronous 4-bit up/down dual clock counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS193PCC	RadHard MSI. Synchronous 4-bit up/down dual clock counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS193PCX	RadHard MSI. Synchronous 4-bit up/down dual clock counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS193UCA	RadHard MSI. Synchronous 4-bit up/down dual clock counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS193UCC	RadHard MSI. Synchronous 4-bit up/down dual clock counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS193UCX	RadHard MSI. Synchronous 4-bit up/down dual clock counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS20PCA	RadHard MSI. Dual 4-input NAND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS20PCC	RadHard MSI. Dual 4-input NAND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS20PCX	RadHard MSI. Dual 4-input NAND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS20UCA	RadHard MSI. Dual 4-input NAND. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS20UCC	RadHard MSI. Dual 4-input NAND. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS20UCX	RadHard MSI. Dual 4-input NAND. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS220PCA	RadHard MSI. Clock and wait-state. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS220PCC	RadHard MSI. Clock and wait-state. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS220PCX	RadHard MSI. Clock and wait-state. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS220UCA	RadHard MSI. Clock and wait-state. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS220UCC	RadHard MSI. Clock and wait-state. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS220UCX	RadHard MSI. Clock and wait-state. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS240PCA	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS240PCC	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS240PCX	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS240UCA	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS240UCC	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS240UCX	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS244PCA	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS244PCC	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS244PCX	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS244UCA	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS244UCC	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS244UCX	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245PCA	RadHard MSI. Octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245PCC	RadHard MSI. Octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245PCX	RadHard MSI. Octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245SPCA	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245SPCC	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245SPCX	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245SUCA	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245SUCC	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245SUCX	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245UCA	RadHard MSI. Octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245UCC	RadHard MSI. Octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS245UCX	RadHard MSI. Octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS253PCA	RadHard MSI. Dual 4-input multiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS253PCC	RadHard MSI. Dual 4-input multiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS253PCX	RadHard MSI. Dual 4-input multiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS253UCA	RadHard MSI. Dual 4-input multiplexer. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS253UCC	RadHard MSI. Dual 4-input multiplexer. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS253UCX	RadHard MSI. Dual 4-input multiplexer. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS264PCA	RadHard MSI. Look-ahead carry genrator for counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS264PCC	RadHard MSI. Look-ahead carry genrator for counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS264PCX	RadHard MSI. Look-ahead carry genrator for counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS264UCA	RadHard MSI. Look-ahead carry genrator for counter. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS264UCC	RadHard MSI. Look-ahead carry genrator for counter. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS264UCX	RadHard MSI. Look-ahead carry genrator for counter. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS273PCA	RadHard MSI. Octal D flip-flop with clear. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS273PCC	RadHard MSI. Octal D flip-flop with clear. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS273PCX	RadHard MSI. Octal D flip-flop with clear. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS273UCA	RadHard MSI. Octal D flip-flop with clear. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS273UCC	RadHard MSI. Octal D flip-flop with clear. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS273UCX	RadHard MSI. Octal D flip-flop with clear. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS279PCA	RadHard MSI. Quadruple S-R latch. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS279PCC	RadHard MSI. Quadruple S-R latch. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS279PCX	RadHard MSI. Quadruple S-R latch. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS279UCA	RadHard MSI. Quadruple S-R latch. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS279UCC	RadHard MSI. Quadruple S-R latch. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS279UCX	RadHard MSI. Quadruple S-R latch. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS27PCA	RadHard MSI. Triple 3-input NOR. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS27PCC	RadHard MSI. Triple 3-input NOR. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS27PCX	RadHard MSI. Triple 3-input NOR. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS27UCA	RadHard MSI. Triple 3-input NOR. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS27UCC	RadHard MSI. Triple 3-input NOR. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS27UCX	RadHard MSI. Triple 3-input NOR. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS280PCA	RadHard MSI. 9-bit parity generator/checker. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS280PCC	RadHard MSI. 9-bit parity generator/checker. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS280PCX	RadHard MSI. 9-bit parity generator/checker. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS280UCA	RadHard MSI. 9-bit parity generator/checker. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS280UCC	RadHard MSI. 9-bit parity generator/checker. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS280UCX	RadHard MSI. 9-bit parity generator/checker. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS283PCA	RadHard MSI. 4-bit binary full adder. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS283PCC	RadHard MSI. 4-bit binary full adder. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS283PCX	RadHard MSI. 4-bit binary full adder. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS283UCA	RadHard MSI. 4-bit binary full adder. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS283UCC	RadHard MSI. 4-bit binary full adder. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS283UCX	RadHard MSI. 4-bit binary full adder. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS34PCA	RadHard MSI. Hex noninverting buffer. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS34PCC	RadHard MSI. Hex noninverting buffer. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS34PCX	RadHard MSI. Hex noninverting buffer. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS34UCA	RadHard MSI. Hex noninverting buffer. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS34UCC	RadHard MSI. Hex noninverting buffer. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS34UCX	RadHard MSI. Hex noninverting buffer. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS365PCA	RadHard MSI. Hex buffer/line driver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS365PCC	RadHard MSI. Hex buffer/line driver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS365PCX	RadHard MSI. Hex buffer/line driver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS365UCA	RadHard MSI. Hex buffer/line driver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS365UCC	RadHard MSI. Hex buffer/line driver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS365UCX	RadHard MSI. Hex buffer/line driver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS373PCA	RadHard MSI. Octal transparent latch with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS373PCC	RadHard MSI. Octal transparent latch with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS373PCX	RadHard MSI. Octal transparent latch with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS373UCA	RadHard MSI. Octal transparent latch with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS373UCC	RadHard MSI. Octal transparent latch with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS373UCX	RadHard MSI. Octal transparent latch with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS374PCA	RadHard MSI. Octal DFF with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS374PCC	RadHard MSI. Octal DFF with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS374PCX	RadHard MSI. Octal DFF with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS374UCA	RadHard MSI. Octal DFF with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS374UCC	RadHard MSI. Octal DFF with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS374UCX	RadHard MSI. Octal DFF with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS4002PCA	RadHard MSI. Dual 4-input NOR counter. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS4002PCC	RadHard MSI. Dual 4-input NOR counter. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS4002PCX	RadHard MSI. Dual 4-input NOR counter. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS4002UCA	RadHard MSI. Dual 4-input NOR counter. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS4002UCC	RadHard MSI. Dual 4-input NOR counter. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS4002UCX	RadHard MSI. Dual 4-input NOR counter. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS540PCA	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS540PCC	RadHard MSI. Octal buffer & line driver with iverted 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS540PCX	RadHard MSI. Octal buffer & line driver with iverted 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS540UCA	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS540UCC	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS540UCX	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS541PCA	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS541PCC	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS541PCX	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS541UCA	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS541UCC	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS541UCX	RadHard MSI. Octal buffer & line driver with 3-state outputs. CMOS compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS54PCA	RadHard MSI. 4-wide AND-OR invert. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS54PCC	RadHard MSI. 4-wide AND-OR invert. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS54PCX	RadHard MSI. 4-wide AND-OR invert. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS54UCA	RadHard MSI. 4-wide AND-OR invert. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS54UCC	RadHard MSI. 4-wide AND-OR invert. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS54UCX	RadHard MSI. 4-wide AND-OR invert. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS74PCA	RadHard MSI. Dual D flip-flop with clear and preset. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS74PCC	RadHard MSI. Dual D flip-flop with clear and preset. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS74PCX	RadHard MSI. Dual D flip-flop with clear and preset. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS74UCA	RadHard MSI. Dual D flip-flop with clear and preset. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS74UCC	RadHard MSI. Dual D flip-flop with clear and preset. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS74UCX	RadHard MSI. Dual D flip-flop with clear and preset. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS85PCA	RadHard MSI. 4-bit comparator. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS85PCC	RadHard MSI. 4-bit comparator. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS85PCX	RadHard MSI. 4-bit comparator. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS85UCA	RadHard MSI. 4-bit comparator. CMOS compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS85UCC	RadHard MSI. 4-bit comparator. CMOS compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS85UCX	RadHard MSI. 4-bit comparator. CMOS compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS86PCA	RadHard MSI. Quadruple 2-input exclusive OR. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS86PCC	RadHard MSI. Quadruple 2-input exclusive OR. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS86PCX	RadHard MSI. Quadruple 2-input exclusive OR. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS86UCA	RadHard MSI. Quadruple 2-input exclusive OR. CMOS compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS86UCC	RadHard MSI. Quadruple 2-input exclusive OR. CMOS compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACS86UCX	RadHard MSI. Quadruple 2-input exclusive OR. CMOS compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS00PCA	RadHard MSI Quadruple 2-input NAND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS00PCC	RadHard MSI Quadruple 2-input NAND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS00PCX	RadHard MSI Quadruple 2-input NAND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS00UCA	RadHard MSI Quadruple 2-input NAND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS00UCC	RadHard MSI Quadruple 2-input NAND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS00UCX	RadHard MSI Quadruple 2-input NAND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS02PCA	RadHard MSI. Quadruple 2-input NOR. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS02PCC	RadHard MSI. Quadruple 2-input NOR. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS02PCX	RadHard MSI. Quadruple 2-input NOR. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS02UCA	RadHard MSI. Quadruple 2-input NOR. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS02UCC	RadHard MSI. Quadruple 2-input NOR. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS02UCX	RadHard MSI. Quadruple 2-input NOR. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS04PCA	RadHard MSI. Hex inverter. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS04PCC	RadHard MSI. Hex inverter. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS04PCX	RadHard MSI. Hex inverter. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS04UCA	RadHard MSI. Hex inverter. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS04UCC	RadHard MSI. Hex inverter. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS04UCX	RadHard MSI. Hex inverter. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS08PCA	RadHard MSI. Quadruple 2-input AND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS08PCC	RadHard MSI. Quadruple 2-input AND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS08PCX	RadHard MSI. Quadruple 2-input AND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS08UCA	RadHard MSI. Quadruple 2-input AND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS08UCC	RadHard MSI. Quadruple 2-input AND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS08UCX	RadHard MSI. Quadruple 2-input AND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS109PCA	RadHard MSI. Dual J-K flip-flop. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS109PCC	RadHard MSI. Dual J-K flip-flop. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS109PCX	RadHard MSI. Dual J-K flip-flop. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS109UCA	RadHard MSI. Dual J-K flip-flop. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS109UCC	RadHard MSI. Dual J-K flip-flop. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS109UCX	RadHard MSI. Dual J-K flip-flop. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS10PCA	RadHard MSI. Triple 3-input NAND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS10PCC	RadHard MSI. Triple 3-input NAND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS10PCX	RadHard MSI. Triple 3-input NAND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS10UCA	RadHard MSI. Triple 3-input NAND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS10UCC	RadHard MSI. Triple 3-input NAND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS10UCX	RadHard MSI. Triple 3-input NAND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS11PCA	RadHard MSI. Triple 3-input AND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS11PCC	RadHard MSI. Triple 3-input AND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS11PCX	RadHard MSI. Triple 3-input AND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS11UCA	RadHard MSI. Triple 3-input AND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS11UCC	RadHard MSI. Triple 3-input AND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS11UCX	RadHard MSI. Triple 3-input AND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS132PCA	RadHard MSI. Quadruple 2-input NAND schmitt trigger. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS132PCC	RadHard MSI. Quadruple 2-input NAND schmitt trigger. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS132PCX	RadHard MSI. Quadruple 2-input NAND schmitt trigger. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS132UCA	RadHard MSI. Quadruple 2-input NAND schmitt trigger. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS132UCC	RadHard MSI. Quadruple 2-input NAND schmitt trigger. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS132UCX	RadHard MSI. Quadruple 2-input NAND schmitt trigger. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS138PCA	RadHard MSI. 3-line to 8-line decoder/demultiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS138PCC	RadHard MSI. 3-line to 8-line decoder/demultiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS138PCX	RadHard MSI. 3-line to 8-line decoder/demultiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS138UCA	RadHard MSI. 3-line to 8-line decoder/demultiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS138UCC	RadHard MSI. 3-line to 8-line decoder/demultiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS138UCX	RadHard MSI. 3-line to 8-line decoder/demultiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS139PCA	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS139PCC	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS139PCX	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS139UCA	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS139UCC	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS139UCX	RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS14PCA	RadHard MSI. Hex inverter with schmitt trigger. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS14PCC	RadHard MSI. Hex inverter with schmitt trigger. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS14PCX	RadHard MSI. Hex inverter with schmitt trigger. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS14UCA	RadHard MSI. Hex inverter with schmitt trigger. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS14UCC	RadHard MSI. Hex inverter with schmitt trigger. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS14UCX	RadHard MSI. Hex inverter with schmitt trigger. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS151PCA	RadHard MSI. 1 of 8 data selector/multiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS151PCC	RadHard MSI. 1 of 8 data selector/multiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS151PCX	RadHard MSI. 1 of 8 data selector/multiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS151UCA	RadHard MSI. 1 of 8 data selector/multiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin FlatPack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS151UCC	RadHard MSI. 1 of 8 data selector/multiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS151UCX	RadHard MSI. 1 of 8 data selector/multiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS153PCA	RadHard MSI. Dual 4 to 1 multiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS153PCC	RadHard MSI. Dual 4 to 1 multiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS153PCX	RadHard MSI. Dual 4 to 1 multiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS153UCA	RadHard MSI. Dual 4 to 1 multiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS153UCC	RadHard MSI. Dual 4 to 1 multiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS153UCX	RadHard MSI. Dual 4 to 1 multiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS157PCA	RadHard MSI. Quadruple 2 to 1 multiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS157PCC	RadHard MSI. Quadruple 2 to 1 multiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS157PCX	RadHard MSI. Quadruple 2 to 1 multiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS157UCA	RadHard MSI. Quadruple 2 to 1 multiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS157UCC	RadHard MSI. Quadruple 2 to 1 multiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS157UCX	RadHard MSI. Quadruple 2 to 1 multiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS163PCA	RadHard MSI. 4-bit synchronous counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS163PCC	RadHard MSI. 4-bit synchronous counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS163PCX	RadHard MSI. 4-bit synchronous counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS163UCA	RadHard MSI. 4-bit synchronous counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS163UCC	RadHard MSI. 4-bit synchronous counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS163UCX	RadHard MSI. 4-bit synchronous counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS164PCA	RadHard MSI. 8-bit shift register. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS164PCC	RadHard MSI. 8-bit shift register. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS164PCX	RadHard MSI. 8-bit shift register. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS164UCA	RadHard MSI. 8-bit shift register. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS164UCC	RadHard MSI. 8-bit shift register. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS164UCX	RadHard MSI. 8-bit shift register. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS165PCA	RadHard MSI. 8-bit parallel shift register. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS165PCC	RadHard MSI. 8-bit parallel shift register. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS165PCX	RadHard MSI. 8-bit parallel shift register. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS165UCA	RadHard MSI. 8-bit parallel shift register. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS165UCC	RadHard MSI. 8-bit parallel shift register. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS165UCX	RadHard MSI. 8-bit parallel shift register. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS169PCA	RadHard MSI. 4-bit up/down binary counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS169PCC	RadHard MSI. 4-bit up/down binary counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS169PCX	RadHard MSI. 4-bit up/down binary counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS169UCA	RadHard MSI. 4-bit up/down binary counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS169UCC	RadHard MSI. 4-bit up/down binary counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS169UCX	RadHard MSI. 4-bit up/down binary counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS190PCA	RadHard MSI. Synchronous 4-bit up/down BCD counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS190PCC	RadHard MSI. Synchronous 4-bit up/down BCD counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS190PCX	RadHard MSI. Synchronous 4-bit up/down BCD counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS190UCA	RadHard MSI. Synchronous 4-bit up/down BCD counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS190UCC	RadHard MSI. Synchronous 4-bit up/down BCD counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS190UCX	RadHard MSI. Synchronous 4-bit up/down BCD counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS191PCA	RadHard MSI. Synchronous 4-bit up/down binary counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS191PCC	RadHard MSI. Synchronous 4-bit up/down binary counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS191PCX	RadHard MSI. Synchronous 4-bit up/down binary counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS191UCA	RadHard MSI. Synchronous 4-bit up/down binary counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS191UCC	RadHard MSI. Synchronous 4-bit up/down binary counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS191UCX	RadHard MSI. Synchronous 4-bit up/down binary counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS193PCA	RadHard MSI. Synchronous 4-bit up/down dual clock counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS193PCC	RadHard MSI. Synchronous 4-bit up/down dual clock counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS193PCX	RadHard MSI. Synchronous 4-bit up/down dual clock counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS193UCA	RadHard MSI. Synchronous 4-bit up/down dual clock counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS193UCC	RadHard MSI. Synchronous 4-bit up/down dual clock counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS193UCX	RadHard MSI. Synchronous 4-bit up/down dual clock counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS20PCA	RadHard MSI. Dual 4-input NAND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS20PCC	RadHard MSI. Dual 4-input NAND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS20PCX	RadHard MSI. Dual 4-input NAND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS20UCA	RadHard MSI. Dual 4-input NAND. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS20UCC	RadHard MSI. Dual 4-input NAND. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS20UCX	RadHard MSI. Dual 4-input NAND. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS220PCA	RadHard MSI. Clock and wait-state. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS220PCC	RadHard MSI. Clock and wait-state. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS220PCX	RadHard MSI. Clock and wait-state. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS220UCA	RadHard MSI. Clock and wait-state. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS220UCC	RadHard MSI. Clock and wait-state. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS220UCX	RadHard MSI. Clock and wait-state. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS240PCA	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS240PCC	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS240PCX	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS240UCA	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS240UCC	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS240UCX	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS244PCA	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS244PCC	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS244PCX	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS244UCA	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS244UCC	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS244UCX	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245PCA	RadHard MSI. Octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245PCC	RadHard MSI. Octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245PCX	RadHard MSI. Octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245SPCA	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245SPCC	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245SPCX	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245SUCA	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245SUCC	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245SUCX	RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245UCA	RadHard MSI. Octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245UCC	RadHard MSI. Octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS245UCX	RadHard MSI. Octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS253PCA	RadHard MSI. Dual 4-input multiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS253PCC	RadHard MSI. Dual 4-input multiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS253PCX	RadHard MSI. Dual 4-input multiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS253UCA	RadHard MSI. Dual 4-input multiplexer. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS253UCC	RadHard MSI. Dual 4-input multiplexer. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS253UCX	RadHard MSI. Dual 4-input multiplexer. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS264PCA	RadHard MSI. Look-ahead carry genrator for counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS264PCC	RadHard MSI. Look-ahead carry genrator for counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS264PCX	RadHard MSI. Look-ahead carry genrator for counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS264UCA	RadHard MSI. Look-ahead carry genrator for counter. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS264UCC	RadHard MSI. Look-ahead carry genrator for counter. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS264UCX	RadHard MSI. Look-ahead carry genrator for counter. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS273PCA	RadHard MSI. Octal D flip-flop with clear. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS273PCC	RadHard MSI. Octal D flip-flop with clear. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS273PCX	RadHard MSI. Octal D flip-flop with clear. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS273UCA	RadHard MSI. Octal D flip-flop with clear. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS273UCC	RadHard MSI. Octal D flip-flop with clear. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS273UCX	RadHard MSI. Octal D flip-flop with clear. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS279PCA	RadHard MSI. Quadruple S-R latch. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS279PCC	RadHard MSI. Quadruple S-R latch. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS279PCX	RadHard MSI. Quadruple S-R latch. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS279UCA	RadHard MSI. Quadruple S-R latch. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS279UCC	RadHard MSI. Quadruple S-R latch. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS279UCX	RadHard MSI. Quadruple S-R latch. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS27PCA	RadHard MSI. Triple 3-input NOR. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS27PCC	RadHard MSI. Triple 3-input NOR. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS27PCX	RadHard MSI. Triple 3-input NOR. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS27UCA	RadHard MSI. Triple 3-input NOR. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS27UCC	RadHard MSI. Triple 3-input NOR. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS27UCX	RadHard MSI. Triple 3-input NOR. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS280PCA	RadHard MSI. 9-bit parity generator/checker. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS280PCC	RadHard MSI. 9-bit parity generator/checker. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS280PCX	RadHard MSI. 9-bit parity generator/checker. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS280UCA	RadHard MSI. 9-bit parity generator/checker. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS280UCC	RadHard MSI. 9-bit parity generator/checker. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS280UCX	RadHard MSI. 9-bit parity generator/checker. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS283PCA	RadHard MSI. 4-bit binary full adder. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS283PCC	RadHard MSI. 4-bit binary full adder. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS283PCX	RadHard MSI. 4-bit binary full adder. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS283UCA	RadHard MSI. 4-bit binary full adder. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS283UCC	RadHard MSI. 4-bit binary full adder. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS283UCX	RadHard MSI. 4-bit binary full adder. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS34PCA	RadHard MSI. Hex noninverting buffer. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS34PCC	RadHard MSI. Hex noninverting buffer. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS34PCX	RadHard MSI. Hex noninverting buffer. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS34UCA	RadHard MSI. Hex noninverting buffer. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS34UCC	RadHard MSI. Hex noninverting buffer. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS34UCX	RadHard MSI. Hex noninverting buffer. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS365PCA	RadHard MSI. Hex buffer/line driver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS365PCC	RadHard MSI. Hex buffer/line driver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS365PCX	RadHard MSI. Hex buffer/line driver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS365UCA	RadHard MSI. Hex buffer/line driver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS365UCC	RadHard MSI. Hex buffer/line driver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS365UCX	RadHard MSI. Hex buffer/line driver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS373PCA	RadHard MSI. Octal transparent latch with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS373PCC	RadHard MSI. Octal transparent latch with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS373PCX	RadHard MSI. Octal transparent latch with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS373UCA	RadHard MSI. Octal transparent latch with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS373UCC	RadHard MSI. Octal transparent latch with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS373UCX	RadHard MSI. Octal transparent latch with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS374PCA	RadHard MSI. Octal DFF with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS374PCC	RadHard MSI. Octal DFF with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS374PCX	RadHard MSI. Octal DFF with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS374UCA	RadHard MSI. Octal DFF with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS374UCC	RadHard MSI. Octal DFF with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS374UCX	RadHard MSI. Octal DFF with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS4002PCA	RadHard MSI. Dual 4-input NOR counter. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS4002PCC	RadHard MSI. Dual 4-input NOR counter. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS4002PCX	RadHard MSI. Dual 4-input NOR counter. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS4002UCA	RadHard MSI. Dual 4-input NOR counter. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS4002UCC	RadHard MSI. Dual 4-input NOR counter. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS4002UCX	RadHard MSI. Dual 4-input NOR counter. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS540PCA	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS540PCC	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS540PCX	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS540UCA	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS540UCC	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS540UCX	RadHard MSI. Octal buffer & line driver with inverted 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS541PCA	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS541PCC	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS541PCX	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS541UCA	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish solder. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS541UCC	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish gold. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS541UCX	RadHard MSI. Octal buffer & line driver with 3-state outputs. TTL compatible I/O level. Lead finish optional. in 20-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS54PCA	RadHard MSI. 4-wide AND-OR invert. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS54PCC	RadHard MSI. 4-wide AND-OR invert. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS54PCX	RadHard MSI. 4-wide AND-OR invert. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS54UCA	RadHard MSI. 4-wide AND-OR invert. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS54UCC	RadHard MSI. 4-wide AND-OR invert. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS54UCX	RadHard MSI. 4-wide AND-OR invert. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS74PCA	RadHard MSI. Dual D flip-flop with clear and preset. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS74PCC	RadHard MSI. Dual D flip-flop with clear and preset. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS74PCX	RadHard MSI. Dual D flip-flop with clear and preset. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS74UCA	RadHard MSI. Dual D flip-flop with clear and preset. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS74UCC	RadHard MSI. Dual D flip-flop with clear and preset. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS74UCX	RadHard MSI. Dual D flip-flop with clear and preset. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS85PCA	RadHard MSI. 4-bit comparator. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS85PCC	RadHard MSI. 4-bit comparator. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS85PCX	RadHard MSI. 4-bit comparator. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS85UCA	RadHard MSI. 4-bit comparator. TTL compatible I/O level. Lead finish solder. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS85UCC	RadHard MSI. 4-bit comparator. TTL compatible I/O level. Lead finish gold. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS85UCX	RadHard MSI. 4-bit comparator. TTL compatible I/O level. Lead finish optional. in 16-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS86PCA	RadHard MSI. Quadruple 2-input exclusive OR. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS86PCC	RadHard MSI. Quadruple 2-input exclusive OR. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS86PCX	RadHard MSI. Quadruple 2-input exclusive OR. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS86UCA	RadHard MSI. Quadruple 2-input exclusive OR. TTL compatible I/O level. Lead finish solder. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS86UCC	RadHard MSI. Quadruple 2-input exclusive OR. TTL compatible I/O level. Lead finish gold. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	UT54ACTS86UCX	RadHard MSI. Quadruple 2-input exclusive OR. TTL compatible I/O level. Lead finish optional. in 14-pin Ceramic flatpack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
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