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VI-200 series datasheets. Manufacturer: VICOR.
	
   	VI-200CX	InputV:12V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-200EX	InputV:12V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-200IX	InputV:12V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-200MX	InputV:12V; outputV:5.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-201CX	InputV:12V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-201EX	InputV:12V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-201IX	InputV:12V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-201MX	InputV:12V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-202CX	InputV:12V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-202EX	InputV:12V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-202IX	InputV:12V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-202MX	InputV:12V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-203CX	InputV:12V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-203EX	InputV:12V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-203IX	InputV:12V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-203MX	InputV:12V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-204CX	InputV:12V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-204EX	InputV:12V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-204IX	InputV:12V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-204MX	InputV:12V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20BCX	InputV:12V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20BEX	InputV:12V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20BIX	InputV:12V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20BMX	InputV:12V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20DCX	InputV:12V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20DEX	InputV:12V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20DIX	InputV:12V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20DMX	InputV:12V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20FCX	InputV:12V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20FEX	InputV:12V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20FIX	InputV:12V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20FMX	InputV:12V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20HCX	InputV:12V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20HEX	InputV:12V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20HIX	InputV:12V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20HMX	InputV:12V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20JCX	InputV:12V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20JEX	InputV:12V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20JIX	InputV:12V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20JMX	InputV:12V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20KCX	InputV:12V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20KEX	InputV:12V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20KIX	InputV:12V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20KMX	InputV:12V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20LCX	InputV:12V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20LEX	InputV:12V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20LIX	InputV:12V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20LMX	InputV:12V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20MCX	InputV:12V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20MEX	InputV:12V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20MIX	InputV:12V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20MMX	InputV:12V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20NCX	InputV:12V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20NEX	InputV:12V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20NIX	InputV:12V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20NMX	InputV:12V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20PCX	InputV:12V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20PEX	InputV:12V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20PIX	InputV:12V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20PMX	InputV:12V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20RCX	InputV:12V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20REX	InputV:12V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20RIX	InputV:12V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20RMX	InputV:12V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20TCX	InputV:12V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20TEX	InputV:12V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20TIX	InputV:12V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20TMX	InputV:12V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20VCX	InputV:12V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20VEX	InputV:12V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20VIX	InputV:12V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20VMX	InputV:12V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20WCX	InputV:12V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20WEX	InputV:12V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20WIX	InputV:12V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20WMX	InputV:12V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20XCX	InputV:12V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20XEX	InputV:12V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20XIX	InputV:12V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20XMX	InputV:12V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20YCX	InputV:12V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20YEX	InputV:12V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20YIX	InputV:12V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20YMX	InputV:12V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-20ZCX	InputV:12V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-20ZEX	InputV:12V; outputV:2V; 50-200W; 10-40A; "zero-current-switching" component level DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-20ZIX	InputV:12V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-20ZMX	InputV:12V; outputV:2.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-210CX	InputV:24V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-210EX	InputV:24V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-210IX	InputV:24V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-210MX	InputV:24V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-211CX	InputV:24V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-211EX	InputV:24V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-211IX	InputV:24V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-211MX	InputV:24V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-212CX	InputV:24V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-212EX	InputV:24V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-212IX	InputV:24V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-212MX	InputV:24V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-213CX	InputV:24V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-213EX	InputV:24V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-213IX	InputV:24V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-213MX	InputV:24V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-214CX	InputV:24V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-214EX	InputV:24V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-214IX	InputV:24V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-214MX	InputV:24V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21BCX	InputV:24V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21BEX	InputV:24V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21BIX	InputV:24V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21BMX	InputV:24V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21DCX	InputV:24V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21DEX	InputV:24V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21DIX	InputV:24V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21DMX	InputV:24V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21FCX	InputV:24V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21FEX	InputV:24V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21FIX	InputV:24V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21FMX	InputV:24V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21HCX	InputV:24V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21HEX	InputV:24V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21HIX	InputV:24V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21HMX	InputV:24V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21JCX	InputV:24V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21JEX	InputV:24V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21JIX	InputV:24V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21JMX	InputV:24V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21KCX	InputV:24V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21KEX	InputV:24V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21KIX	InputV:24V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21KMX	InputV:24V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21LCX	InputV:24V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21LEX	InputV:24V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21LIX	InputV:24V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21LMX	InputV:24V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21MCX	InputV:24V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21MEX	InputV:24V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21MIX	InputV:24V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21MMX	InputV:24V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21NCX	InputV:24V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21NEX	InputV:24V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21NIX	InputV:24V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21NMX	InputV:24V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21PCX	InputV:24V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21PEX	InputV:24V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21PIX	InputV:24V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21PMX	InputV:24V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21RCX	InputV:24V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21REX	InputV:24V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21RIX	InputV:24V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21RMX	InputV:24V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21TCX	InputV:24V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21TEX	InputV:24V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21TIX	InputV:24V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21TMX	InputV:24V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21VCX	InputV:24V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21VEX	InputV:24V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21VIX	InputV:24V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21VMX	InputV:24V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21WCX	InputV:24V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21WEX	InputV:24V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21WIX	InputV:24V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21WMX	InputV:24V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21XCX	InputV:24V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21XEX	InputV:24V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21XIX	InputV:24V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21XMX	InputV:24V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21YCX	InputV:24V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21YEX	InputV:24V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21YIX	InputV:24V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21YMX	InputV:24V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-21ZCX	InputV:24V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-21ZEX	InputV:24V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-21ZIX	InputV:24V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-21ZMX	InputV:24V; outputV:2.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-220CX	InputV:36V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-220EX	InputV:36V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-220IX	InputV:36V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-220MX	InputV:36V; outputV:5.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-221CX	InputV:36V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-221EX	InputV:36V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-221IX	InputV:36V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-221MX	InputV:36V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-222CX	InputV:36V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-222EX	InputV:36V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-222IX	InputV:36V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-222MX	InputV:36V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-223CX	InputV:36V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-223EX	InputV:36V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-223IX	InputV:36V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-223MX	InputV:36V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-224CX	InputV:36V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-224EX	InputV:36V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-224IX	InputV:36V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-224MX	InputV:36V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22BCX	InputV:36V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22BEX	InputV:36V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22BIX	InputV:36V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22BMX	InputV:36V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22DCX	InputV:36V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22DEX	InputV:36V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22DIX	InputV:36V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22DMX	InputV:36V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22FCX	InputV:36V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22FEX	InputV:36V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22FIX	InputV:36V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22FMX	InputV:36V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22HCX	InputV:36V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22HEX	InputV:36V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22HIX	InputV:36V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22HMX	InputV:36V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22JCX	InputV:36V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22JEX	InputV:36V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22JIX	InputV:36V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22JMX	InputV:36V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22KCX	InputV:36V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22KEX	InputV:36V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22KIX	InputV:36V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22KMX	InputV:36V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22LCX	InputV:36V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22LEX	InputV:36V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22LIX	InputV:36V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22LMX	InputV:36V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22MCX	InputV:36V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22MEX	InputV:36V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22MIX	InputV:36V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22MMX	InputV:36V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22NCX	InputV:36V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22NEX	InputV:36V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22NIX	InputV:36V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22NMX	InputV:36V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22PCX	InputV:36V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22PEX	InputV:36V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22PIX	InputV:36V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22PMX	InputV:36V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22RCX	InputV:36V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22REX	InputV:36V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22RIX	InputV:36V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22RMX	InputV:36V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22TCX	InputV:36V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22TEX	InputV:36V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22TIX	InputV:36V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22TMX	InputV:36V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22VCX	InputV:36V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22VEX	InputV:36V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22VIX	InputV:36V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22VMX	InputV:36V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22WCX	InputV:36V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22WEX	InputV:36V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22WIX	InputV:36V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22WMX	InputV:36V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22XCX	InputV:36V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22XEX	InputV:36V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22XIX	InputV:36V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22XMX	InputV:36V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22YCX	InputV:36V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22YEX	InputV:36V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22YIX	InputV:36V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22YMX	InputV:36V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-22ZCX	InputV:36V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-22ZEX	InputV:36V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-22ZIX	InputV:36V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-22ZMX	InputV:36V; outputV:2.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-230CX	InputV:48V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-230EX	InputV:48V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-230IX	InputV:48V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-230MX	InputV:48V; outputV:5.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-231CX	InputV:48V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-231EX	InputV:48V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-231IX	InputV:48V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-231MX	InputV:48V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-232CX	InputV:48V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-232EX	InputV:48V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-232IX	InputV:48V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-232MX	InputV:48V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-233CX	InputV:48V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-233EX	InputV:48V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-233IX	InputV:48V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-233MX	InputV:48V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-234CX	InputV:48V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-234EX	InputV:48V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-234IX	InputV:48V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-234MX	InputV:48V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23BCX	InputV:48V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23BEX	InputV:48V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23BIX	InputV:48V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23BMX	InputV:48V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23DCX	InputV:48V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23DEX	InputV:48V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23DIX	InputV:48V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23DMX	InputV:48V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23FCX	InputV:48V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23FEX	InputV:48V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23FIX	InputV:48V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23FMX	InputV:48V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23HCX	InputV:48V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23HEX	InputV:48V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23HIX	InputV:48V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23HMX	InputV:48V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23JCX	InputV:48V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23JEX	InputV:48V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23JIX	InputV:48V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23JMX	InputV:48V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23KCX	InputV:48V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23KEX	InputV:48V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23KIX	InputV:48V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23KMX	InputV:48V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23LCX	InputV:48V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23LEX	InputV:48V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23LIX	InputV:48V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23LMX	InputV:48V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23MCX	InputV:48V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23MEX	InputV:48V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23MIX	InputV:48V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23MMX	InputV:48V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23NCX	InputV:48V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23NEX	InputV:48V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23NIX	InputV:48V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23NMX	InputV:48V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23PCX	InputV:48V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23PEX	InputV:48V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23PIX	InputV:48V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23PMX	InputV:48V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23RCX	InputV:48V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23REX	InputV:48V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23RIX	InputV:48V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23RMX	InputV:48V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23TCX	InputV:48V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23TEX	InputV:48V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23TIX	InputV:48V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23TMX	InputV:48V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23VCX	InputV:48V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23VEX	InputV:48V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23VIX	InputV:48V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23VMX	InputV:48V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23WCX	InputV:48V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23WEX	InputV:48V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23WIX	InputV:48V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23WMX	InputV:48V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23XCX	InputV:48V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23XEX	InputV:48V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23XIX	InputV:48V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23XMX	InputV:48V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23YCX	InputV:48V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23YEX	InputV:48V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23YIX	InputV:48V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23YMX	InputV:48V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-23ZCX	InputV:48V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-23ZEX	InputV:48V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-23ZIX	InputV:48V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-23ZMX	InputV:48V; outputV:2.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-240CX	InputV:72V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-240EX	InputV:72V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-240IX	InputV:72V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-240MX	InputV:72V; outputV:5.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-241CX	InputV:72V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-241EX	InputV:72V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-241IX	InputV:72V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-241MX	InputV:72V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-242CX	InputV:72V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-242EX	InputV:72V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-242IX	InputV:72V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-242MX	InputV:72V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-243CX	InputV:72V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-243EX	InputV:72V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-243IX	InputV:72V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-243MX	InputV:72V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-244CX	InputV:72V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-244EX	InputV:72V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-244IX	InputV:72V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-244MX	InputV:72V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24BCX	InputV:72V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24BEX	InputV:72V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24BIX	InputV:72V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24BMX	InputV:72V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24DCX	InputV:72V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24DEX	InputV:72V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24DIX	InputV:72V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24DMX	InputV:72V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24FCX	InputV:72V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24FEX	InputV:72V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24FIX	InputV:72V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24FMX	InputV:72V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24HCX	InputV:72V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24HEX	InputV:72V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24HIX	InputV:72V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24HMX	InputV:72V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24JCX	InputV:72V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24JEX	InputV:72V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24JIX	InputV:72V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24JMX	InputV:72V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24KCX	InputV:72V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24KEX	InputV:72V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24KIX	InputV:72V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24KMX	InputV:72V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24LCX	InputV:72V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24LEX	InputV:72V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24LIX	InputV:72V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24LMX	InputV:72V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24MCX	InputV:72V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24MEX	InputV:72V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24MIX	InputV:72V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24MMX	InputV:72V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24NCX	InputV:72V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24NEX	InputV:72V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24NIX	InputV:72V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24NMX	InputV:72V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24PCX	InputV:72V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24PEX	InputV:72V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24PIX	InputV:72V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24PMX	InputV:72V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24RCX	InputV:72V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24REX	InputV:72V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24RIX	InputV:72V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24RMX	InputV:72V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24TCX	InputV:72V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24TEX	InputV:72V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24TIX	InputV:72V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24TMX	InputV:72V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24VCX	InputV:72V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24VEX	InputV:72V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24VIX	InputV:72V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24VMX	InputV:72V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24WCX	InputV:72V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24WEX	InputV:72V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24WIX	InputV:72V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24WMX	InputV:72V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24XCX	InputV:72V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24XEX	InputV:72V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24XIX	InputV:72V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24XMX	InputV:72V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24YCX	InputV:72V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24YEX	InputV:72V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24YIX	InputV:72V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24YMX	InputV:72V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-24ZCX	InputV:72V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-24ZEX	InputV:72V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-24ZIX	InputV:72V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-24ZMX	InputV:72V; outputV:2.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-250CX	InputV:150V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-250EX	InputV:150V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-250IX	InputV:150V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-250MX	InputV:150V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-251CX	InputV:150V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-251EX	InputV:150V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-251IX	InputV:150V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-251MX	InputV:150V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-252CX	InputV:150V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-252EX	InputV:150V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-252IX	InputV:150V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-252MX	InputV:150V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-253CX	InputV:150V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-253EX	InputV:150V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-253IX	InputV:150V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-253MX	InputV:150V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-254CX	InputV:150V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-254EX	InputV:150V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-254IX	InputV:150V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-254MX	InputV:150V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25BCX	InputV:150V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25BEX	InputV:150V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25BIX	InputV:150V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25BMX	InputV:150V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25DCX	InputV:150V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25DEX	InputV:150V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25DIX	InputV:150V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25DMX	InputV:150V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25FCX	InputV:150V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25FEX	InputV:150V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25FIX	InputV:150V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25FMX	InputV:150V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25HCX	InputV:150V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25HEX	InputV:150V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25HIX	InputV:150V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25HMX	InputV:150V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25JCX	InputV:150V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25JEX	InputV:150V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25JIX	InputV:150V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25JMX	InputV:150V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25KCX	InputV:150V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25KEX	InputV:150V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25KIX	InputV:150V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25KMX	InputV:150V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25LCX	InputV:150V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25LEX	InputV:150V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25LIX	InputV:150V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25LMX	InputV:150V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25MCX	InputV:150V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25MEX	InputV:150V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25MIX	InputV:150V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25MMX	InputV:150V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25NCX	InputV:150V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25NEX	InputV:150V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25NIX	InputV:150V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25NMX	InputV:150V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25PCX	InputV:150V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25PEX	InputV:150V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25PIX	InputV:150V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25PMX	InputV:150V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25RCX	InputV:150V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25REX	InputV:150V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25RIX	InputV:150V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25RMX	InputV:150V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25TCX	InputV:150V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25TEX	InputV:150V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25TIX	InputV:150V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25TMX	InputV:150V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25VCX	InputV:150V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25VEX	InputV:150V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25VIX	InputV:150V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25VMX	InputV:150V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25WCX	InputV:150V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25WEX	InputV:150V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25WIX	InputV:150V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25WMX	InputV:150V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25XCX	InputV:150V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25XEX	InputV:150V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25XIX	InputV:150V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25XMX	InputV:150V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25YCX	InputV:150V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25YEX	InputV:150V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25YIX	InputV:150V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25YMX	InputV:150V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-25ZCX	InputV:150V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-25ZEX	InputV:150V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-25ZIX	InputV:150V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-25ZMX	InputV:150V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-260CX	InputV:300V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-260EX	InputV:300V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-260IX	InputV:300V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-260MX	InputV:300V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-261CX	InputV:300V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-261EX	InputV:300V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-261IX	InputV:300V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-261MX	InputV:300V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-262CX	InputV:300V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-262EX	InputV:300V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-262IX	InputV:300V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-262MX	InputV:300V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-263CX	InputV:300V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-263EX	InputV:300V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-263IX	InputV:300V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-263MX	InputV:300V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-264CX	InputV:300V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-264EX	InputV:300V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-264IX	InputV:300V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-264MX	InputV:300V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26BCX	InputV:300V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26BEX	InputV:300V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26BIX	InputV:300V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26BMX	InputV:300V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26DCX	InputV:300V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26DEX	InputV:300V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26DIX	InputV:300V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26DMX	InputV:300V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26FCX	InputV:300V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26FEX	InputV:300V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26FIX	InputV:300V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26FMX	InputV:300V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26HCX	InputV:300V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26HEX	InputV:300V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26HIX	InputV:300V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26HMX	InputV:300V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26JCX	InputV:300V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26JEX	InputV:300V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26JIX	InputV:300V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26JMX	InputV:300V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26KCX	InputV:300V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26KEX	InputV:300V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26KIX	InputV:300V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26KMX	InputV:300V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26LCX	InputV:300V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26LEX	InputV:300V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26LIX	InputV:300V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26LMX	InputV:300V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26MCX	InputV:300V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26MEX	InputV:300V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26MIX	InputV:300V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26MMX	InputV:300V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26NCX	InputV:300V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26NEX	InputV:300V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26NIX	InputV:300V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26NMX	InputV:300V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26PCX	InputV:300V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26PEX	InputV:300V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26PIX	InputV:300V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26PMX	InputV:300V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26RCX	InputV:300V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26REX	InputV:300V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26RIX	InputV:300V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26RMX	InputV:300V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26TCX	InputV:300V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26TEX	InputV:300V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26TIX	InputV:300V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26TMX	InputV:300V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26VCX	InputV:300V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26VEX	InputV:300V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26VIX	InputV:300V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26VMX	InputV:300V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26WCX	InputV:300V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26WEX	InputV:300V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26WIX	InputV:300V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26WMX	InputV:300V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26XCX	InputV:300V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26XEX	InputV:300V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26XIX	InputV:300V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26XMX	InputV:300V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26YCX	InputV:300V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26YEX	InputV:300V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26YIX	InputV:300V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26YMX	InputV:300V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-26ZCX	InputV:300V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-26ZEX	InputV:300V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-26ZIX	InputV:300V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-26ZMX	InputV:300V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-270CX	InputV:150/300V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-270EX	InputV:150/300V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-270IX	InputV:150/300V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-270MX	InputV:150/300V; outputV:5.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-271CX	InputV:150/300V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-271EX	InputV:150/300V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-271IX	InputV:150/300V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-271MX	InputV:150/300V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-272CX	InputV:150/300V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-272EX	InputV:150/300V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-272IX	InputV:150/300V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-272MX	InputV:150/300V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-273CX	InputV:150/300V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-273EX	InputV:150/300V; outputV:224V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-273IX	InputV:150/300V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-273MX	InputV:150/300V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-274CX	InputV:150/300V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-274EX	InputV:150/300V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-274IX	InputV:150/300V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-274MX	InputV:150/300V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27BCX	InputV:150/300V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27BEX	InputV:150/300V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27BIX	InputV:150/300V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27BMX	InputV:150/300V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27DCX	InputV:150/300V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27DEX	InputV:150/300V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27DIX	InputV:150/300V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27DMX	InputV:150/300V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27FCX	InputV:150/300V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27FEX	InputV:150/300V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27FIX	InputV:150/300V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27FMX	InputV:150/300V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27HCX	InputV:150/300V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27HEX	InputV:150/300V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27HIX	InputV:150/300V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27HMX	InputV:150/300V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27JCX	InputV:150/300V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27JEX	InputV:150/300V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27JIX	InputV:150/300V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27JMX	InputV:150/300V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27KCX	InputV:150/300V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27KEX	InputV:150/300V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27KIX	InputV:150/300V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27KMX	InputV:150/300V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27LCX	InputV:150/300V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27LEX	InputV:150/300V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27LIX	InputV:150/300V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27LMX	InputV:150/300V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27MCX	InputV:150/300V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27MEX	InputV:150/300V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27MIX	InputV:150/300V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27MMX	InputV:150/300V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27NCX	InputV:150/300V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27NEX	InputV:150/300V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27NIX	InputV:150/300V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27NMX	InputV:150/300V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27PCX	InputV:150/300V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27PEX	InputV:150/300V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27PIX	InputV:150/300V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27PMX	InputV:150/300V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27RCX	InputV:150/300V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27REX	InputV:150/300V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27RIX	InputV:150/300V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27RMX	InputV:150/300V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27TCX	InputV:150/300V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27TEX	InputV:150/300V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27TIX	InputV:150/300V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27TMX	InputV:150/300V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27VCX	InputV:150/300V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27VEX	InputV:150/300V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27VIX	InputV:150/300V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27VMX	InputV:150/300V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27WCX	InputV:150/300V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27WEX	InputV:150/300V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27WIX	InputV:150/300V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27WMX	InputV:150/300V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27XCX	InputV:150/300V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27XEX	InputV:150/300V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27XIX	InputV:150/300V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27XMX	InputV:150/300V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27YCX	InputV:150/300V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27YEX	InputV:150/300V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27YIX	InputV:150/300V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27YMX	InputV:150/300V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-27ZCX	InputV:150/300V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-27ZEX	InputV:150/300V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-27ZIX	InputV:150/300V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-27ZMX	InputV:150/300V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2N0CX	InputV:48V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2N0EX	InputV:48V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2N0IX	InputV:48V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2N0MX	InputV:48V; outputV:5.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2N1CX	InputV:48V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2N1EX	InputV:48V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2N1IX	InputV:48V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2N1MX	InputV:48V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2N2CX	InputV:48V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2N2EX	InputV:48V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2N2IX	InputV:48V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2N2MX	InputV:48V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2N3CX	InputV:48V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2N3EX	InputV:48V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2N3IX	InputV:48V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2N3MX	InputV:48V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2N4CX	InputV:48V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2N4EX	InputV:48V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2N4IX	InputV:48V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2N4MX	InputV:48V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NBCX	InputV:48V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NBEX	InputV:48V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NBIX	InputV:48V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NBMX	InputV:48V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NDCX	InputV:48V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NDEX	InputV:48V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NDIX	InputV:48V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NDMX	InputV:48V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NFCX	InputV:48V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NFEX	InputV:48V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NFIX	InputV:48V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NFMX	InputV:48V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NHCX	InputV:48V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NHEX	InputV:48V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NHIX	InputV:48V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NHMX	InputV:48V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NJCX	InputV:48V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NJEX	InputV:48V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NJIX	InputV:48V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NJMX	InputV:48V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NKCX	InputV:48V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NKEX	InputV:48V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NKIX	InputV:48V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NKMX	InputV:48V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NLCX	InputV:48V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NLEX	InputV:48V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NLIX	InputV:48V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NLMX	InputV:48V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NMCX	InputV:48V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NMEX	InputV:48V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NMIX	InputV:48V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NMMX	InputV:48V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NNCX	InputV:48V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NNEX	InputV:48V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NNIX	InputV:48V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NNMX	InputV:48V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NPCX	InputV:48V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NPEX	InputV:48V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NPIX	InputV:48V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NPMX	InputV:48V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NRCX	InputV:48V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NREX	InputV:48V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NRIX	InputV:48V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NRMX	InputV:48V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NTCX	InputV:48V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NTEX	InputV:48V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NTIX	InputV:48V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NTMX	InputV:48V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NVCX	InputV:48V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NVEX	InputV:48V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NVIX	InputV:48V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NVMX	InputV:48V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NWCX	InputV:48V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NWEX	InputV:48V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NWIX	InputV:48V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NWMX	InputV:48V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NXCX	InputV:48V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NXEX	InputV:48V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NXIX	InputV:48V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NXMX	InputV:48V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NYCX	InputV:48V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NYEX	InputV:48V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NYIX	InputV:48V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NYMX	InputV:48V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2NZCX	InputV:48V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2NZEX	InputV:48V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2NZIX	InputV:48V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2NZMX	InputV:48V; outputV:2.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2T0CX	InputV:110V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2T0EX	InputV:110V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2T0IX	InputV:110V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2T0MX	InputV:110V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2T1CX	InputV:110V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2T1EX	InputV:110V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2T1IX	InputV:110V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2T1MX	InputV:110V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2T2CX	InputV:110V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2T2EX	InputV:110V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2T2IX	InputV:110V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2T2MX	InputV:110V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2T3CX	InputV:110V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2T3EX	InputV:110V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2T3IX	InputV:110V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2T3MX	InputV:110V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2T4CX	InputV:110V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2T4EX	InputV:110V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2T4IX	InputV:110V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2T4MX	InputV:110V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TBCX	InputV:110V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TBEX	InputV:110V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TBIX	InputV:110V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TBMX	InputV:110V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TDCX	InputV:110V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TDEX	InputV:110V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TDIX	InputV:110V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TDMX	InputV:110V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TFCX	InputV:110V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TFEX	InputV:110V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TFIX	InputV:110V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TFMX	InputV:110V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2THCX	InputV:110V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2THEX	InputV:110V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2THIX	InputV:110V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2THMX	InputV:110V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TJCX	InputV:110V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TJEX	InputV:110V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TJIX	InputV:110V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TJMX	InputV:110V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TKCX	InputV:110V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TKEX	InputV:110V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TKIX	InputV:110V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TKMX	InputV:110V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TLCX	InputV:110V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TLEX	InputV:110V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TLIX	InputV:110V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TLMX	InputV:110V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TMCX	InputV:110V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TMEX	InputV:110V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TMIX	InputV:110V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TMMX	InputV:110V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TNCX	InputV:110V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TNEX	InputV:110V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TNIX	InputV:110V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TNMX	InputV:110V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TPCX	InputV:110V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TPEX	InputV:110V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TPIX	InputV:110V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TPMX	InputV:110V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TRCX	InputV:110V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TREX	InputV:110V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TRIX	InputV:110V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TRMX	InputV:110V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TTCX	InputV:110V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TTEX	InputV:110V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TTIX	InputV:110V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TTMX	InputV:110V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TVCX	InputV:110V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TVEX	InputV:110V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TVIX	InputV:110V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TVMX	InputV:110V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TWCX	InputV:110V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TWEX	InputV:110V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TWIX	InputV:110V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TWMX	InputV:110V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TXCX	InputV:110V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TXEX	InputV:110V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TXIX	InputV:110V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TXMX	InputV:110V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TYCX	InputV:110V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TYEX	InputV:110V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TYIX	InputV:110V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TYMX	InputV:110V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2TZCX	InputV:110V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2TZEX	InputV:110V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2TZIX	InputV:110V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2TZMX	InputV:110V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2W0CX	InputV:24V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2W0EX	InputV:24V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2W0IX	InputV:24V; outputV:5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2W0MX	InputV:24V; outputV:5.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2W1CX	InputV:24V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2W1EX	InputV:24V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2W1IX	InputV:24V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2W1MX	InputV:24V; outputV:12V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2W2CX	InputV:24V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2W2EX	InputV:24V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2W2IX	InputV:24V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2W2MX	InputV:24V; outputV:15V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2W3CX	InputV:24V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2W3EX	InputV:24V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2W3IX	InputV:24V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2W3MX	InputV:24V; outputV:24V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2W4CX	InputV:24V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2W4EX	InputV:24V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2W4IX	InputV:24V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2W4MX	InputV:24V; outputV:48V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WBCX	InputV:24V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WBEX	InputV:24V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WBIX	InputV:24V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WBMX	InputV:24V; outputV:95V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WDCX	InputV:24V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WDEX	InputV:24V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WDIX	InputV:24V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WDMX	InputV:24V; outputV:85V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WFCX	InputV:24V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WFEX	InputV:24V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WFIX	InputV:24V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WFMX	InputV:24V; outputV:72V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WHCX	InputV:24V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WHEX	InputV:24V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WHIX	InputV:24V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WHMX	InputV:24V; outputV:52V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WJCX	InputV:24V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WJEX	InputV:24V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WJIX	InputV:24V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WJMX	InputV:24V; outputV:36V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WKCX	InputV:24V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WKEX	InputV:24V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WKIX	InputV:24V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WKMX	InputV:24V; outputV:40V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WLCX	InputV:24V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WLEX	InputV:24V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WLIX	InputV:24V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WLMX	InputV:24V; outputV:28V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WMCX	InputV:24V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WMEX	InputV:24V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WMIX	InputV:24V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WMMX	InputV:24V; outputV:10V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WNCX	InputV:24V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WNEX	InputV:24V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WNIX	InputV:24V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WNMX	InputV:24V; outputV:18.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WPCX	InputV:24V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WPEX	InputV:24V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WPIX	InputV:24V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WPMX	InputV:24V; outputV:13.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WRCX	InputV:24V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WREX	InputV:24V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WRIX	InputV:24V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WRMX	InputV:24V; outputV:7.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WTCX	InputV:24V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WTEX	InputV:24V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WTIX	InputV:24V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WTMX	InputV:24V; outputV:6.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WVCX	InputV:24V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WVEX	InputV:24V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WVIX	InputV:24V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WVMX	InputV:24V; outputV:5.8V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WWCX	InputV:24V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WWEX	InputV:24V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WWIX	InputV:24V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WWMX	InputV:24V; outputV:5.5V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WXCX	InputV:24V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WXEX	InputV:24V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WXIX	InputV:24V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WXMX	InputV:24V; outputV:5.2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WYCX	InputV:24V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WYEX	InputV:24V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WYIX	InputV:24V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WYMX	InputV:24V; outputV:3.3V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	VI-2WZCX	InputV:24V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	VI-2WZEX	InputV:24V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 85°C.	Datasheet*)
	VI-2WZIX	InputV:24V; outputV:2V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VI-2WZMX	InputV:24V; outputV:2.0V; 50-200W; 10-40A; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 85°C.	Datasheet*)
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