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VI-ARM-C11 series datasheets. Manufacturer: VICOR.
	
   	VI-ARM-C11	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -20°C to 100°C.	Datasheet*)
	VI-ARM-C12	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -20°C to 100°C.	Datasheet*)
	VI-ARM-C1N	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -20°C to 100°C.	Datasheet*)
	VI-ARM-C1S	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -20°C to 100°C.	Datasheet*)
	VI-ARM-C21	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -20°C to 100°C.	Datasheet*)
	VI-ARM-C22	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -20°C to 100°C.	Datasheet*)
	VI-ARM-C2N	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -20°C to 100°C.	Datasheet*)
	VI-ARM-C2S	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -20°C to 100°C.	Datasheet*)
	VI-ARM-H11	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-H12	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-H1N	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-H1S	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-H21	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-H22	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-H2N	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-H2S	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-M11	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-ARM-M12	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-ARM-M1N	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-ARM-M1S	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-ARM-M21	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-ARM-M22	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-ARM-M2N	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-ARM-M2S	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-ARM-T11	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-T12	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-T1N	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-T1S	500-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-T21	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-T22	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-T2N	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-ARM-T2S	750-1500W; 90-264Vac; autoranging rectifier module/ For systems requiring a rugged, full featured interface to the AC mains in the smallest possible package Operational temperature range from -40°C to 100°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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