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VI-FPE6 series datasheets. Manufacturer: VICOR.
	
   	VI-FKE6-CMX	750W; off-line front ends Operational temperature range from 0°C to 50°C.	Datasheet*)
	VI-FKE6-CQX	500W; off-line front ends Operational temperature range from 0°C to 50°C.	Datasheet*)
	VI-FKE6-CUX	250W; off-line front ends Operational temperature range from 0°C to 50°C.	Datasheet*)
	VI-FPE6-CMX	750W; off-line front ends Operational temperature range from 0°C to 50°C.	Datasheet*)
	VI-FPE6-CQX	500W; off-line front ends Operational temperature range from 0°C to 50°C.	Datasheet*)
	VI-FPE6-CUX	250W; off-line front ends Operational temperature range from 0°C to 50°C.	Datasheet*)
	VI-TKY6-CCX	5.000W; off-line front ends Operational temperature range from 0°C to 50°C.	Datasheet*)
	VI-TKY6-CEX	3.000W; off-line front ends Operational temperature range from 0°C to 50°C.	Datasheet*)
	VI-TKY6-CHX	1.500W; off-line front ends Operational temperature range from 0°C to 50°C.	Datasheet*)
	VI-FPE6	Single or Three Phase Strappable	Datasheet*)
	VI-TRY6-CCX	Single or Three Phase Strappable	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


