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VI-J02 series datasheets. Manufacturer: VICOR.
	
   	VI-J00CX	InputV:12V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J00EX	InputV:12V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J00IX	InputV:12V; outputV:53V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J00MX	InputV:12V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J01CX	InputV:12V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J01EX	InputV:12V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J01IX	InputV:12V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J01MX	InputV:12V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J02CX	InputV:12V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J02EX	InputV:12V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J02IX	InputV:12V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J02MX	InputV:12V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J03CX	InputV:12V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J03EX	InputV:12V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J03IX	InputV:12V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J03MX	InputV:12V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J04CX	InputV:12V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J04EX	InputV:12V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J04IX	InputV:12V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J04MX	InputV:12V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0BCX	InputV:12V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0BEX	InputV:12V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0BIX	InputV:12V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0BMX	InputV:12V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0DCX	InputV:12V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0DEX	InputV:12V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0DIX	InputV:12V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0DMX	InputV:12V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0FCX	InputV:12V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0FEX	InputV:12V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0FIX	InputV:12V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0FMX	InputV:12V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0HCX	InputV:12V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0HEX	InputV:12V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0HIX	InputV:12V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0HMX	InputV:12V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0JCX	InputV:12V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0JEX	InputV:12V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0JIX	InputV:12V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0JMX	InputV:12V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0KCX	InputV:12V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0KEX	InputV:12V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0KIX	InputV:12V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0KMX	InputV:12V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0LCX	InputV:12V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0LEX	InputV:12V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0LIX	InputV:12V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0LMX	InputV:12V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0MCX	InputV:12V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0MEX	InputV:12V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0MIX	InputV:12V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0MMX	InputV:12V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0NCX	InputV:12V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0NEX	InputV:12V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0NIX	InputV:12V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0NMX	InputV:12V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0PCX	InputV:12V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0PEX	InputV:12V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0PIX	InputV:12V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0PMX	InputV:12V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0RCX	InputV:12V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0REX	InputV:12V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0RIX	InputV:12V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0RMX	InputV:12V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0TCX	InputV:12V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0TEX	InputV:12V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0TIX	InputV:12V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0TMX	InputV:12V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0VCX	InputV:12V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0VEX	InputV:12V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0VIX	InputV:12V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0VMX	InputV:12V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0WCX	InputV:12V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0WEX	InputV:12V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0WIX	InputV:12V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0WMX	InputV:12V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0XCX	InputV:12V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0XEX	InputV:12V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0XIX	InputV:12V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0XMX	InputV:12V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0YCX	InputV:12V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0YEX	InputV:12V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0YIX	InputV:12V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0YMX	InputV:12V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J0ZCX	InputV:12V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J0ZEX	InputV:12V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J0ZIX	InputV:12V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J0ZMX	InputV:12V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J10CX	InputV:24V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J10EX	InputV:24V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J10IX	InputV:24V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J11CX	InputV:24V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J11EX	InputV:24V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J11IX	InputV:24V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J11MX	InputV:24V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J12CX	InputV:24V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J12EX	InputV:24V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J12IX	InputV:24V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J12MX	InputV:24V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J13CX	InputV:24V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J13EX	InputV:24V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J13IX	InputV:24V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J13MX	InputV:24V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J14CX	InputV:24V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J14EX	InputV:24V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J14IX	InputV:24V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J14MX	InputV:24V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1BCX	InputV:24V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1BEX	InputV:24V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1BIX	InputV:24V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1BMX	InputV:24V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1DCX	InputV:24V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1DEX	InputV:24V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1DIX	InputV:24V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1DMX	InputV:24V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1FCX	InputV:24V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1FEX	InputV:24V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1FIX	InputV:24V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1FMX	InputV:24V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1HCX	InputV:24V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1HEX	InputV:24V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1HIX	InputV:24V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1HMX	InputV:24V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1JCX	InputV:24V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1JEX	InputV:24V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1JIX	InputV:24V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1JMX	InputV:24V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1KCX	InputV:24V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1KEX	InputV:24V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1KIX	InputV:24V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1KMX	InputV:24V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1LCX	InputV:24V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1LEX	InputV:24V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1LIX	InputV:24V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1LMX	InputV:24V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1MCX	InputV:24V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1MEX	InputV:24V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1MIX	InputV:24V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1MMX	InputV:24V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1NCX	InputV:24V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1NEX	InputV:24V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1NIX	InputV:24V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1NMX	InputV:24V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1PCX	InputV:24V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1PEX	InputV:24V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1PIX	InputV:24V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1PMX	InputV:24V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1RCX	InputV:24V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1REX	InputV:24V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1RIX	InputV:24V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1RMX	InputV:24V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1TCX	InputV:24V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1TEX	InputV:24V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1TIX	InputV:24V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1TMX	InputV:24V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1VCX	InputV:24V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1VEX	InputV:24V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1VIX	InputV:24V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1VMX	InputV:24V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1WCX	InputV:24V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1WEX	InputV:24V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1WIX	InputV:24V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1WMX	InputV:24V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1XCX	InputV:24V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1XEX	InputV:24V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1XIX	InputV:24V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1XMX	InputV:24V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1YCX	InputV:24V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1YEX	InputV:24V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1YIX	InputV:24V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1YMX	InputV:24V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J1ZCX	InputV:24V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J1ZEX	InputV:24V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J1ZIX	InputV:24V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J1ZMX	InputV:24V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J20CX	InputV:36V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J20EX	InputV:36V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J20IX	InputV:36V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J20MX	InputV:36V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J21CX	InputV:36V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J21EX	InputV:36V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J21IX	InputV:36V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J21MX	InputV:36V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J22CX	InputV:36V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J22EX	InputV:36V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J22IX	InputV:36V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J22MX	InputV:36V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J23CX	InputV:36V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J23EX	InputV:36V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J23IX	InputV:36V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J23MX	InputV:36V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J24CX	InputV:36V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J24EX	InputV:36V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J24IX	InputV:36V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J24MX	InputV:36V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2BCX	InputV:36V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2BEX	InputV:36V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2BIX	InputV:36V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2BMX	InputV:36V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2DCX	InputV:36V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2DEX	InputV:36V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2DIX	InputV:36V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2DMX	InputV:36V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2FCX	InputV:36V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2FEX	InputV:36V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2FIX	InputV:36V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2FMX	InputV:36V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2HCX	InputV:36V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2HEX	InputV:36V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2HIX	InputV:36V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2HMX	InputV:36V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2JCX	InputV:36V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2JEX	InputV:36V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2JIX	InputV:36V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2JMX	InputV:36V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2KCX	InputV:36V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2KEX	InputV:36V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2KIX	InputV:36V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2KMX	InputV:36V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2LCX	InputV:36V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2LEX	InputV:36V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2LIX	InputV:36V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2LMX	InputV:36V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2MCX	InputV:36V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2MEX	InputV:36V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2MIX	InputV:36V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2MMX	InputV:36V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2MNMX	InputV:36V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2NCX	InputV:36V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2NEX	InputV:36V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2NIX	InputV:36V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2NMX	InputV:36V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2PCX	InputV:36V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2PEX	InputV:36V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2PIX	InputV:36V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2PMX	InputV:36V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2RCX	InputV:36V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2REX	InputV:36V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2RIX	InputV:36V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2RMX	InputV:36V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2TCX	InputV:36V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2TEX	InputV:36V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2TIX	InputV:36V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2TMX	InputV:36V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2VCX	InputV:36V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2VEX	InputV:36V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2VIX	InputV:36V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2VMX	InputV:36V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2WCX	InputV:36V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2WEX	InputV:36V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2WIX	InputV:36V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2WMX	InputV:36V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2XCX	InputV:36V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2XEX	InputV:36V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2XIX	InputV:36V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2XMX	InputV:36V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2YCX	InputV:36V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2YEX	InputV:36V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2YIX	InputV:36V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2YMX	InputV:36V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J2ZCX	InputV:36V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J2ZEX	InputV:36V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J2ZIX	InputV:36V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J2ZMX	InputV:36V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J30CX	InputV:48V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J30EX	InputV:48V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J30IX	InputV:48V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J30MX	InputV:48V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J31CX	InputV:48V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J31EX	InputV:48V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J31IX	InputV:48V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J31MX	InputV:48V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J32CX	InputV:48V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J32EX	InputV:48V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J32IX	InputV:48V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J32MX	InputV:48V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J33CX	InputV:48V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J33EX	InputV:48V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J33IX	InputV:48V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J33MX	InputV:48V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J34CX	InputV:48V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J34EX	InputV:48V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J34IX	InputV:48V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J34MX	InputV:48V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3BCX	InputV:48V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3BEX	InputV:48V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3BIX	InputV:48V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3BMX	InputV:48V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3DCX	InputV:48V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3DEX	InputV:48V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3DIX	InputV:48V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3DMX	InputV:48V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3FCX	InputV:48V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3FEX	InputV:48V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3FIX	InputV:48V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3FMX	InputV:48V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3HCX	InputV:48V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3HEX	InputV:48V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3HIX	InputV:48V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3HMX	InputV:48V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3JCX	InputV:48V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3JEX	InputV:48V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3JIX	InputV:48V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3JMX	InputV:48V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3KCX	InputV:48V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3KEX	InputV:48V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3KIX	InputV:48V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3KMX	InputV:48V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3LCX	InputV:48V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3LEX	InputV:48V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3LIX	InputV:48V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3LMX	InputV:48V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3MCX	InputV:48V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3MEX	InputV:48V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3MIX	InputV:48V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3MMX	InputV:48V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3NCX	InputV:48V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3NEX	InputV:48V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3NIX	InputV:48V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3NMX	InputV:48V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3PCX	InputV:48V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3PEX	InputV:48V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3PIX	InputV:48V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3PMX	InputV:48V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3RCX	InputV:48V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3REX	InputV:48V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3RIX	InputV:48V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3RMX	InputV:48V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3TCX	InputV:48V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3TEX	InputV:48V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3TIX	InputV:48V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3TMX	InputV:48V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3VCX	InputV:48V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3VEX	InputV:48V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3VIX	InputV:48V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3VMX	InputV:48V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3WCX	InputV:48V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3WEX	InputV:48V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3WIX	InputV:48V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3WMX	InputV:48V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3XCX	InputV:48V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3XEX	InputV:48V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3XIX	InputV:48V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3XMX	InputV:48V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3YCX	InputV:48V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3YEX	InputV:48V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3YIX	InputV:48V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3YMX	InputV:48V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J3ZCX	InputV:48V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J3ZEX	InputV:48V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J3ZIX	InputV:48V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J3ZMX	InputV:48V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J40CX	InputV:72V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J40EX	InputV:72V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J40IX	InputV:72V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J40MX	InputV:72V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J41CX	InputV:72V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J41EX	InputV:72V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J41IX	InputV:72V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J41MX	InputV:72V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J42CX	InputV:72V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J42EX	InputV:72V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J42IX	InputV:72V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J42MX	InputV:72V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J43CX	InputV:72V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J43EX	InputV:72V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J43IX	InputV:72V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J43MX	InputV:72V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J44CX	InputV:72V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J44EX	InputV:72V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J44IX	InputV:72V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J44MX	InputV:72V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4BCX	InputV:72V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4BEX	InputV:72V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4BIX	InputV:72V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4BMX	InputV:72V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4DCX	InputV:72V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4DEX	InputV:72V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4DIX	InputV:72V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4DMX	InputV:72V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4FCX	InputV:72V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4FEX	InputV:72V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4FIX	InputV:72V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4FMX	InputV:72V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4HCX	InputV:72V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4HEX	InputV:72V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4HIX	InputV:72V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4HMX	InputV:72V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4JCX	InputV:72V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4JEX	InputV:72V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4JIX	InputV:72V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4JMX	InputV:72V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4KCX	InputV:72V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4KEX	InputV:72V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4KIX	InputV:72V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4KMX	InputV:72V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4LCX	InputV:72V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4LEX	InputV:72V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4LIX	InputV:72V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4LMX	InputV:72V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4MCX	InputV:72V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4MEX	InputV:72V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4MIX	InputV:72V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4MMX	InputV:72V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4NCX	InputV:72V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4NEX	InputV:72V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4NIX	InputV:72V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4NMX	InputV:72V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4PCX	InputV:72V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4PEX	InputV:72V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4PIX	InputV:72V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4PMX	InputV:72V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4RCX	InputV:72V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4REX	InputV:72V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4RIX	InputV:72V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4RMX	InputV:72V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4TCX	InputV:72V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4TEX	InputV:72V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4TIX	InputV:72V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4TMX	InputV:72V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4VCX	InputV:72V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4VEX	InputV:72V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4VIX	InputV:72V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4VMX	InputV:72V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4WCX	InputV:72V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4WEX	InputV:72V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4WIX	InputV:72V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4WMX	InputV:72V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4XCX	InputV:72V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4XEX	InputV:72V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4XIX	InputV:72V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4XMX	InputV:72V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4YCX	InputV:72V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4YEX	InputV:72V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4YIX	InputV:72V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4YMX	InputV:72V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J4ZCX	InputV:72V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J4ZEX	InputV:72V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J4ZIX	InputV:72V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J4ZMX	InputV:72V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J50CX	InputV:150V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J50EX	InputV:150V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J50IX	InputV:150V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J50MX	InputV:150V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J51CX	InputV:150V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J51EX	InputV:150V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J51IX	InputV:150V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J51MX	InputV:150V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J52CX	InputV:150V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J52EX	InputV:150V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J52IX	InputV:150V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J52MX	InputV:150V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J53CX	InputV:150V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J53EX	InputV:150V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J53IX	InputV:150V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J53MX	InputV:150V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J54CX	InputV:150V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J54EX	InputV:150V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J54IX	InputV:150V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J54MX	InputV:150V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5BCX	InputV:150V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5BEX	InputV:150V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5BIX	InputV:150V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5BMX	InputV:150V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5DCX	InputV:150V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5DEX	InputV:150V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5DIX	InputV:150V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5DMX	InputV:150V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5FCX	InputV:150V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5FEX	InputV:150V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5FIX	InputV:150V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5FMX	InputV:150V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5HCX	InputV:150V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5HEX	InputV:150V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5HIX	InputV:150V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5HMX	InputV:150V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5JCX	InputV:150V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5JEX	InputV:150V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5JIX	InputV:150V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5JMX	InputV:150V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5KCX	InputV:150V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5KEX	InputV:150V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5KIX	InputV:150V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5KMX	InputV:150V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5LCX	InputV:150V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5LEX	InputV:150V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5LIX	InputV:150V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5LMX	InputV:150V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5MCX	InputV:150V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5MEX	InputV:150V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5MIX	InputV:150V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5MMX	InputV:150V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5NCX	InputV:150V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5NEX	InputV:150V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5NIX	InputV:150V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5NMX	InputV:150V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5PCX	InputV:150V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5PEX	InputV:150V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5PIX	InputV:150V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5PMX	InputV:150V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5RCX	InputV:150V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5REX	InputV:150V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5RIX	InputV:150V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5RMX	InputV:150V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5TCX	InputV:150V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5TEX	InputV:150V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5TIX	InputV:150V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5TMX	InputV:150V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5VCX	InputV:150V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5VEX	InputV:150V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5VIX	InputV:150V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5VMX	InputV:150V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5WCX	InputV:150V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5WEX	InputV:150V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5WIX	InputV:150V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5WMX	InputV:150V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5XCX	InputV:150V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5XEX	InputV:150V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5XIX	InputV:150V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5XMX	InputV:150V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5YCX	InputV:150V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5YEX	InputV:150V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5YIX	InputV:150V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5YMX	InputV:150V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J5ZCX	InputV:150V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J5ZEX	InputV:150V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J5ZIX	InputV:150V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J5ZMX	InputV:150V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J60CX	InputV:300V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J60EX	InputV:300V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J60IX	InputV:300V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J60MX	InputV:300V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J61CX	InputV:300V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J61EX	InputV:300V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J61IX	InputV:300V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J61MX	InputV:300V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J62CX	InputV:300V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J62EX	InputV:300V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J62IX	InputV:300V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J62MX	InputV:300V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J63CX	InputV:300V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J63EX	InputV:300V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J63IX	InputV:300V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J63MX	InputV:300V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J64CX	InputV:300V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J64EX	InputV:300V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J64IX	InputV:300V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J64MX	InputV:300V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6BCX	InputV:300V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6BEX	InputV:300V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6BIX	InputV:300V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6BMX	InputV:300V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6DCX	InputV:300V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6DEX	InputV:300V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6DIX	InputV:300V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6DMX	InputV:300V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6FCX	InputV:300V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6FEX	InputV:300V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6FIX	InputV:300V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6FMX	InputV:300V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6HCX	InputV:300V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6HEX	InputV:300V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6HIX	InputV:300V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6HMX	InputV:300V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6JCX	InputV:300V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6JEX	InputV:300V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6JIX	InputV:300V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6JMX	InputV:300V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6KCX	InputV:300V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6KEX	InputV:300V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6KIX	InputV:300V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6KMX	InputV:300V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6LCX	InputV:300V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6LEX	InputV:300V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6LIX	InputV:300V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6LMX	InputV:300V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6MCX	InputV:300V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6MEX	InputV:300V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6MIX	InputV:300V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6MMX	InputV:300V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6NCX	InputV:300V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6NEX	InputV:300V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6NIX	InputV:300V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6NMX	InputV:300V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6PCX	InputV:300V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6PEX	InputV:300V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6PIX	InputV:300V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6PMX	InputV:300V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6RCX	InputV:300V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6REX	InputV:300V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6RIX	InputV:300V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6RMX	InputV:300V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6TCX	InputV:300V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6TEX	InputV:300V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6TIX	InputV:300V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6TMX	InputV:300V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6VCX	InputV:300V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6VEX	InputV:300V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6VIX	InputV:300V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6VMX	InputV:300V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6WCX	InputV:300V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6WEX	InputV:300V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6WIX	InputV:300V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6WMX	InputV:300V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6XCX	InputV:300V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6XEX	InputV:300V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6XIX	InputV:300V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6XMX	InputV:300V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6YCX	InputV:300V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6YEX	InputV:300V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6YIX	InputV:300V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6YMX	InputV:300V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J6ZCX	InputV:300V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J6ZEX	InputV:300V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J6ZIX	InputV:300V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J6ZMX	InputV:300V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J70CX	InputV:150/300V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J70EX	InputV:150/300V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J70IX	InputV:150/300V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J70MX	InputV:150/300V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J71CX	InputV:150/300V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J71EX	InputV:150/300V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J71IX	InputV:150/300V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J71MX	InputV:150/300V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J72CX	InputV:150/300V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J72EX	InputV:150/300V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J72IX	InputV:150/300V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J72MX	InputV:150/300V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J73CX	InputV:150/300V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J73EX	InputV:150/300V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J73IX	InputV:150/300V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J73MX	InputV:150/300V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J74CX	InputV:150/300V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J74EX	InputV:150/300V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J74IX	InputV:150/300V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J74MX	InputV:150/300V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7BCX	InputV:150/300V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7BEX	InputV:150/300V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7BIX	InputV:150/300V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7BMX	InputV:150/300V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7DCX	InputV:150/300V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7DEX	InputV:150/300V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7DIX	InputV:150/300V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7DMX	InputV:150/300V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7FCX	InputV:150/300V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7FEX	InputV:150/300V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7FIX	InputV:150/300V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7FMX	InputV:150/300V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7HCX	InputV:150/300V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7HEX	InputV:150/300V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7HIX	InputV:150/300V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7HMX	InputV:150/300V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7JCX	InputV:150/300V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7JEX	InputV:150/300V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7JIX	InputV:150/300V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7JMX	InputV:150/300V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7KCX	InputV:150/300V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7KEX	InputV:150/300V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7KIX	InputV:150/300V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7KMX	InputV:150/300V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7LCX	InputV:150/300V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7LEX	InputV:150/300V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7LIX	InputV:150/300V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7LMX	InputV:150/300V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7MCX	InputV:150/300V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7MEX	InputV:150/300V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7MIX	InputV:150/300V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7MMX	InputV:150/300V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7NCX	InputV:150/300V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7NEX	InputV:150/300V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7NIX	InputV:150/300V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7NMX	InputV:150/300V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7PCX	InputV:150/300V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7PEX	InputV:150/300V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7PIX	InputV:150/300V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7PMX	InputV:150/300V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7RCX	InputV:150/300V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7REX	InputV:150/300V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7RIX	InputV:150/300V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7RMX	InputV:150/300V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7TCX	InputV:150/300V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7TEX	InputV:150/300V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7TIX	InputV:150/300V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7TMX	InputV:150/300V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7VCX	InputV:150/300V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7VEX	InputV:150/300V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7VIX	InputV:150/300V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7VMX	InputV:150/300V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7WCX	InputV:150/300V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7WEX	InputV:150/300V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7WIX	InputV:150/300V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7WMX	InputV:150/300V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7XCX	InputV:150/300V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7XEX	InputV:150/300V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7XIX	InputV:150/300V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7XMX	InputV:150/300V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7YCX	InputV:150/300V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7YEX	InputV:150/300V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7YIX	InputV:150/300V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7YMX	InputV:150/300V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J7ZCX	InputV:150/300V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-J7ZEX	InputV:150/300V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-J7ZIX	InputV:150/300V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-J7ZMX	InputV:150/300V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JN0CX	InputV:48V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JN0EX	InputV:48V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JN0IX	InputV:48V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JN0MX	InputV:48V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JN1CX	InputV:48V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JN1EX	InputV:48V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JN1IX	InputV:48V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JN1MX	InputV:48V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JN2CX	InputV:48V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JN2EX	InputV:48V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JN2IX	InputV:48V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JN2MX	InputV:48V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JN3CX	InputV:48V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JN3EX	InputV:48V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JN3IX	InputV:48V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JN3MX	InputV:48V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JN4CX	InputV:48V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JN4EX	InputV:48V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JN4IX	InputV:48V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JN4MX	InputV:48V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNBCX	InputV:48V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNBEX	InputV:48V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNBIX	InputV:48V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNBMX	InputV:48V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNDCX	InputV:48V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNDEX	InputV:48V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNDIX	InputV:48V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNDMX	InputV:48V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNFCX	InputV:48V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNFEX	InputV:48V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNFIX	InputV:48V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNFMX	InputV:48V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNHCX	InputV:48V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNHEX	InputV:48V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNHIX	InputV:48V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNHMX	InputV:48V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNJCX	InputV:48V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNJEX	InputV:48V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNJIX	InputV:48V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNJMX	InputV:48V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNKCX	InputV:48V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNKEX	InputV:48V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNKIX	InputV:48V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNKMX	InputV:48V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNLCX	InputV:48V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNLEX	InputV:48V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNLIX	InputV:48V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNLMX	InputV:48V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNMCX	InputV:48V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNMEX	InputV:48V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNMIX	InputV:48V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNMMX	InputV:48V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNNCX	InputV:48V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNNEX	InputV:48V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNNIX	InputV:48V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNNMX	InputV:48V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNPCX	InputV:48V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNPEX	InputV:48V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNPIX	InputV:48V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNPMX	InputV:48V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNRCX	InputV:48V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNREX	InputV:48V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNRIX	InputV:48V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNRMX	InputV:48V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNTCX	InputV:48V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNTEX	InputV:48V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNTIX	InputV:48V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNTMX	InputV:48V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNVCX	InputV:48V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNVEX	InputV:48V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNVIX	InputV:48V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNVMX	InputV:48V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNWCX	InputV:48V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNWEX	InputV:48V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNWIX	InputV:48V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNWMX	InputV:48V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNXCX	InputV:48V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNXEX	InputV:48V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNXIX	InputV:48V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNXMX	InputV:48V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNYCX	InputV:48V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNYEX	InputV:48V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNYIX	InputV:48V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNYMX	InputV:48V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JNZCX	InputV:48V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JNZEX	InputV:48V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JNZIX	InputV:48V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JNZMX	InputV:48V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JT0CX	InputV:110V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JT0EX	InputV:110V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JT0IX	InputV:110V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JT0MX	InputV:110V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JT1CX	InputV:110V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JT1EX	InputV:110V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JT1IX	InputV:110V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JT1MX	InputV:110V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JT2CX	InputV:110V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JT2EX	InputV:110V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JT2IX	InputV:110V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JT2MX	InputV:110V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JT3CX	InputV:110V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JT3EX	InputV:110V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JT3IX	InputV:110V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JT3MX	InputV:110V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JT4CX	InputV:110V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JT4EX	InputV:110V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JT4IX	InputV:110V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JT4MX	InputV:110V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTBCX	InputV:110V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTBEX	InputV:110V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTBIX	InputV:110V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTBMX	InputV:110V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTDCX	InputV:110V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTDEX	InputV:110V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTDIX	InputV:110V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTDMX	InputV:110V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTFCX	InputV:110V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTFEX	InputV:110V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTFIX	InputV:110V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTFMX	InputV:110V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTHCX	InputV:110V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTHEX	InputV:110V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTHIX	InputV:110V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTHMX	InputV:110V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTJCX	InputV:110V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTJEX	InputV:110V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTJIX	InputV:110V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTJMX	InputV:110V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTKCX	InputV:110V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTKEX	InputV:110V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTKIX	InputV:110V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTKMX	InputV:110V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTLCX	InputV:110V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTLEX	InputV:110V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTLIX	InputV:110V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTLMX	InputV:110V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTMCX	InputV:110V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTMEX	InputV:110V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTMIX	InputV:110V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTMMX	InputV:110V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTNCX	InputV:110V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTNEX	InputV:110V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTNIX	InputV:110V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTNMX	InputV:110V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTPCX	InputV:110V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTPEX	InputV:110V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTPIX	InputV:110V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTPMX	InputV:110V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTRCX	InputV:110V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTREX	InputV:110V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTRIX	InputV:110V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTRMX	InputV:110V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTTCX	InputV:110V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTTEX	InputV:110V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTTIX	InputV:110V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTTMX	InputV:110V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTVCX	InputV:110V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTVEX	InputV:110V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTVIX	InputV:110V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTVMX	InputV:110V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTWCX	InputV:110V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTWEX	InputV:110V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTWIX	InputV:110V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTWMX	InputV:110V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTXCX	InputV:110V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTXEX	InputV:110V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTXIX	InputV:110V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTXMX	InputV:110V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTYCX	InputV:110V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTYEX	InputV:110V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTYIX	InputV:110V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTYMX	InputV:110V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JTZCX	InputV:110V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JTZEX	InputV:110V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JTZIX	InputV:110V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JTZMX	InputV:110V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JW0CX	InputV:24V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JW0EX	InputV:24V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JW0IX	InputV:24V; outputV:5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JW0MX	InputV:24V; outputV:5.0V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JW1CX	InputV:24V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JW1EX	InputV:24V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JW1IX	InputV:24V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JW1MX	InputV:24V; outputV:12V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JW2CX	InputV:24V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JW2EX	InputV:24V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JW2IX	InputV:24V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JW2MX	InputV:24V; outputV:15V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JW3CX	InputV:24V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JW3EX	InputV:24V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JW3IX	InputV:24V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JW3MX	InputV:24V; outputV:24V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JW4CX	InputV:24V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JW4EX	InputV:24V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JW4IX	InputV:24V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JW4MX	InputV:24V; outputV:48V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWBCX	InputV:24V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWBEX	InputV:24V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWBIX	InputV:24V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWBMX	InputV:24V; outputV:95V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWDCX	InputV:24V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWDEX	InputV:24V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWDIX	InputV:24V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWDMX	InputV:24V; outputV:85V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWFCX	InputV:24V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWFEX	InputV:24V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWFIX	InputV:24V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWFMX	InputV:24V; outputV:72V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWHCX	InputV:24V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWHEX	InputV:24V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWHIX	InputV:24V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWHMX	InputV:24V; outputV:52V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWJCX	InputV:24V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWJEX	InputV:24V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWJIX	InputV:24V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWJMX	InputV:24V; outputV:36V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWKCX	InputV:24V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWKEX	InputV:24V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWKIX	InputV:24V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWKMX	InputV:24V; outputV:40V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWLCX	InputV:24V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWLEX	InputV:24V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWLIX	InputV:24V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWLMX	InputV:24V; outputV:28V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWMCX	InputV:24V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWMEX	InputV:24V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWMIX	InputV:24V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWMMX	InputV:24V; outputV:10V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWNCX	InputV:24V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWNEX	InputV:24V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWNIX	InputV:24V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWNMX	InputV:24V; outputV:18.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWPCX	InputV:24V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWPEX	InputV:24V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWPIX	InputV:24V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWPMX	InputV:24V; outputV:13.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWRCX	InputV:24V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWREX	InputV:24V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWRIX	InputV:24V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWRMX	InputV:24V; outputV:7.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWTCX	InputV:24V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWTEX	InputV:24V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWTIX	InputV:24V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWTMX	InputV:24V; outputV:6.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWVCX	InputV:24V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWVEX	InputV:24V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWVIX	InputV:24V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWVMX	InputV:24V; outputV:5.8V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWWCX	InputV:24V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWWEX	InputV:24V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWWIX	InputV:24V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWWMX	InputV:24V; outputV:5.5V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWXCX	InputV:24V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWXEX	InputV:24V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWXIX	InputV:24V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWXMX	InputV:24V; outputV:5.2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWYCX	InputV:24V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWYEX	InputV:24V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWYIX	InputV:24V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWYMX	InputV:24V; outputV:3.3V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-JWZCX	InputV:24V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -25°C to 100°C.	Datasheet*)
	VI-JWZEX	InputV:24V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -10°C to 100°C.	Datasheet*)
	VI-JWZIX	InputV:24V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	VI-JWZMX	InputV:24V; outputV:2V; 25-100W; DC-DC converter in 9-pin -- package. Operational temperature range from -55°C to 100°C.	Datasheet*)
	VI-J02-CZ	DC-DC Converter Modules	Datasheet*)
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