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VSC7937 series datasheets. Manufacturer: VITES.
	
   	VSC7937KJ	Signal supply 2.5 Gb/s voltage driver in 24-pin Ceramic package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VSC7937KJL	Signal supply 2.5 Gb/s voltage driver in 24-pin Ceramic package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VSC7937KJRL	Signal supply 2.5 Gb/s voltage driver in 24-pin Ceramic package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VSC7937RA	Signal supply 2.5 Gb/s voltage driver in 32-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VSC7937X	Signal supply 2.5 Gb/s voltage driver in 34-pin Die package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VSC7937	Single Supply 2.5Gb/s Voltage Driver	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


