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STV-5410-R01 series datasheets. Manufacturer: VLSI Vision Ltd..
	
   	STV-5410-R01	Reference design board for VV6410C036 Operational temperature range from 0°C to 40°C.	Datasheet*)
	STV-5410/5500-E01	Sensor only evaluation kit for VV6410C036 & VV6500-C048 Operational temperature range from 0°C to 40°C.	Datasheet*)
	STV-5410/6500-E01	Sensor only evaluation kit for VV6410C036 & VV6500-C048 Operational temperature range from 0°C to 40°C.	Datasheet*)
	STV-6410-R01	Reference design board for VV6410C036 Operational temperature range from 0°C to 40°C.	Datasheet*)
	STV-USB/CIF-R02	Reference design board for VV6410C036 & STV067-001 Operational temperature range from 0°C to 40°C.	Datasheet*)
	STV0657	YUF/RGB co-processor Operational temperature range from 0°C to 40°C.	Datasheet*)
	STV0680B-001	Digital stills companion co-processor Operational temperature range from 0°C to 40°C.	Datasheet*)
	VV5410C036	Microlensed CIF monochrome sensor in 36-pin CLCC package. Operational temperature range from 0°C to 40°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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